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1  Introduction  

The SVI manages every aspect of the system by representing it as a collection of database resources. Each 

resource is divided into sub resource types that define how that resource operates, and a resource may exist as 

several instances, each with its own set of configurable attributes. 

Administrators use these resources to configure and maintain the system. 

The resources are organised in a parent-child hierarchy. At start-up, the SVI brings them into service from the top 

down, beginning with the system resource and working through its children.  

A resource is only brought into service once its parent has been configured and is in service. 

 

1.1 Items to Note 

The detail contained within the tables below is dependent upon the follow: 

SVI Version currently in use.   

 

Older versions may not include some of the resource types/attributes listed. 

 

 

The version of GUI in use.   

Many of the syntax’s below are included in the GUI help tooltip however this is dependent upon the version of the 

GUI currently in use. 

In the event of the tooltip does not contain some of this information a GUI upgrade can be deployed depending 

upon Support Package and other SVI components in use. 
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1.2 Abbreviations & Acronyms 

Common abbreviations used throughout the resource tables. Product-specific terms are described in the relevant 

resource sections. 

Acronym Meaning 

ANSI American National Standards Institute 

API Address Presentation Restricted Indicator (as used in address fields) 

AS Application Server 

ASP Application Server Process 

CDPN Called Party Number 

CDR Call Detail Record 

CGPN Calling Party Number 

CIC Circuit Identification Code 

CLI Calling Line Identification 

CNAM Calling Name (Caller Name delivery) 

COT Continuity Test 

CUG Closed User Group 

DNS Domain Name System 

DPC Destination Point Code 

DTMF Dual-Tone Multi-Frequency 

GSM Global System for Mobile Communications 

GSMSSF GSM Service Switching Function 

IMSI International Mobile Subscriber Identity 

INAP Intelligent Network Application Part 

INN Internal Network Number 

IP Internet Protocol 

ISDN Integrated Services Digital Network 

ISUP ISDN User Part 

ITU International Telecommunication Union 

IUA ISDN Q.921 User Adaptation Layer 

IWF Interworking Function 

LI Lawful Intercept 

LNP Local Number Portability 

MAP Mobile Application Part 

MGCP Media Gateway Control Protocol 

MNP Mobile Number Portability 

MSC Mobile Switching Centre 

MSISDN Mobile Station ISDN Number 

MTP Message Transfer Part 

M2PA MTP2 Peer-to-Peer Adaptation Layer 

M3UA MTP Level 3 User Adaptation Layer 

NFAS Non-Facility Associated Signalling 

NI Network Indicator 

NOA Nature of Address 

NPI Numbering Plan Indicator 

OAM Operations, Administration and Maintenance 

OPC Originating Point Code 

PSI Provide Subscriber Information 

RFC Request for Comments (IETF specification) 

RTP Real-time Transport Protocol 
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Acronym Meaning 

RUDP Reliable User Datagram Protocol 

SBC Session Border Controller 

SCCP Signalling Connection Control Part 

SCTP Stream Control Transmission Protocol 

SDP Session Description Protocol 

SIO Service Information Octet 

SIP Session Initiation Protocol 

SLC Signalling Link Code 

SNMP Simple Network Management Protocol 

SQL Structured Query Language 

SRF Specialised Resource Function 

SS7 Signalling System No. 7 

SSN Subsystem Number 

STP Signal Transfer Point 

SVI Squire Virtualised Interface (Squire Technologies system controller) 

TCAP Transaction Capabilities Application Part 

TCP Transmission Control Protocol 

TDM Time-Division Multiplexing 

TLS Transport Layer Security 

TON Type of Number 

TUP Telephone User Part 

UDP User Datagram Protocol 

URI Uniform Resource Identifier 

VoIP Voice over IP 

XML Extensible Markup Language 

 

  



 

7 of 465          

SVI Resource Glossary 

1.3 Common Resource Status Values 

The status attribute below appears on most resource types and uses the same set of values throughout this 

document. 

Status Meaning 

Niu Not In Use 

Start Configured state will be automatically set 

Oos Out Of Service: resource has been taken out of service by user 

Osd Out Of Service Dependent: resource has been taken out of service by parent 

Osc Out of Service Configured: resource will attempt to configure itself when 

parents are in service 

Oscp Out of Service Configured Pending: resource is being configured 

Osf Out Of Service Faulty: resource will attempt to come into service when parents 

are in service 

Osfd Out of Service Faulty Dependent: resource is out of service and waiting to 

come in service 

Osp Out of Service Pending: resource is trying to come into service 

INS Inservice: resource is in service 

Ossp Out of Service Stop Pending: resource is being stopped 

Osrp Out of Service Remove Pending: resource is being removed 

ERR Error: there is an error with this resource 
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2 Resource Types/Attributes 

The below tables highlight the Resources available and attributes available, along with appropriate descriptions, definitions where required.  

 

Address Manipulation        

Attribute Cfg Type Default Description Option Option Description 

Description Realtime        

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Match Parameter-

Name 

Realtime    INAP Called Party 

Number 

  

       INAP Called Party BCD 

Number 

  

       INAP Calling Party 

Number 
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       INAP Original Called 

Number 

  

       INAP Redirecting Party 

ID 

  

       INAP IMSI   

       INAP MSC Address   

       MAP MSISDN   

       Any Value   

Match Digits Realtime  Match Criteria - Digit Pattern 

that must be present in the 

incoming message parameter 

    

Match Type-Of-

Number 

Realtime not-set Match Criteria (if applicable 

for this parameter type) 

0-unknown   

       1-international   

       2-national   

       3-network-specific   

       4-dedicated-access-

short-code 

  

       5-reserved   

       6-reserved   

       7-reserved   

       not-set   

Match Nature-Of-

Address 

Realtime not-set Match Criteria (if applicable 

for this parameter type) 

0-spare   

       1-subscriber   

       2-unknown   

       3-national   

       4-international   

       5-network-specific   

       6-network-routing-

number-in-national-

number-format 
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       7-network-routing-

number-in-network-

specific-number 

  

       8-network-number-

concatenated-with-

called-directory-number 

  

       not-set   

Match Internal-

Network-Number 

Realtime not-set Match Criteria (if applicable 

for this parameter type) 

0-routing to internal 

network number 

allowed 

  

       1-routing to internal 

network number not 

allowed 

  

       not-set   

Match Number-

Incomplete 

Realtime not-set Match Criteria (if applicable 

for this parameter type) 

0-complete   

       1-incomplete   

       not-set   

Match 

Numbering-Plan 

Realtime not-set Match Criteria (if applicable 

for this parameter type) 

0-unknown-spare   

       1-ISDN/telephony   

       2-data   

       4-telex   

       8-national   

       9-private   

       11-reserved-for-CTS   

       15-reserved-for-

extension 

  

       not-set   

Match Addr-Pres-

Restricted-Ind 

Realtime not-set Match Criteria (if applicable 

for this parameter type) 

0-presentation-allowed   

       1-presentation-

restricted 

  

       2-address-not-available   
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       3-reserved   

       not-set   

Match Screening-

Ind 

Realtime not-set Match Criteria (if applicable 

for this parameter type) 

0-user provided, not 

verified 

  

       1-user provided, verified 

and passed 

  

       2-user provided, verified 

and failed 

  

       3-network provided   

       not-set   

Set Digits to Strip Realtime  Upon Match - The Number of 

Digits to strip from the start 

of the parameter 

    

Set Prefix Realtime  Upon Match - A prefix to 

append to the start of the 

parameter 

    

Set Type-Of-

Number 

Realtime not-set Upon Match - The TON field 

in the parameter will be set (if 

applicable for this parameter 

type) 

0-unknown   

       1-international   

       2-national   

       3-network-specific   

       4-dedicated-access-

short-code 

  

       5-reserved   

       6-reserved   

       7-reserved   

       not-set   

Set Nature-Of-

Address 

Realtime not-set Upon Match - The NOA field 

in the parameter will be set (if 

applicable for this parameter 

type) 

0-spare   

       1-subscriber   
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       2-unknown   

       3-national   

       4-international   

       5-network-specific   

       6-network-routing-

number-in-national-

number-format 

  

       7-network-routing-

number-in-network-

specific-number 

  

       8-network-number-

concatenated-with-

called-directory-number 

  

       not-set   

Set Internal-

Network-Number 

Realtime not-set Upon Match - The INN field 

in the parameter will be set (if 

applicable for this parameter 

type) 

0-routing to internal 

network number 

allowed 

  

       1-routing to internal 

network number not 

allowed 

  

       not-set   

Set Number-

Incomplete 

Realtime not-set Upon Match - The NI field in 

the parameter will be set (if 

applicable for this parameter 

type) 

0-complete   

       1-incomplete   

       not-set   

Set Numbering-

Plan 

Realtime not-set Upon Match - The NPI field in 

the parameter will be set (if 

applicable for this parameter 

type) 

0-unknown-spare   

       1-ISDN/telephony   

       2-data   



 

13 of 465          

SVI Resource Glossary 

       4-telex   

       8-national   

       9-private   

       11-reserved-for-CTS   

       15-reserved-for-

extension 

  

       not-set   

Set Addr-Pres-

Restricted-Ind 

Realtime not-set Upon Match - The API field in 

the parameter will be set (if 

applicable for this parameter 

type) 

0-presentation-allowed   

       1-presentation-

restricted 

  

       2-address-not-available   

       3-reserved   

       not-set   

Set Screening-Ind Realtime not-set Upon Match - The SCR field 

in the parameter will be set (if 

applicable for this parameter 

type) 

0-user provided, not 

verified 

  

       1-user provided, verified 

and passed 

  

       2-user provided, verified 

and failed 

  

       3-network provided   

       not-set   

Action Realtime 0 Upon Match - The action to 

take. If set to 'No Action' 

normal processing will 

continue 

Reject with Specified 

Cause 

  

       Stop processing AM 

rules upon Match 

  

       Forward the message   

       Ignore the message   
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       Mark as International   

       Mark as National   

       Mark as Mobile   

       Mark as Fixed   

Set Action Value Realtime not-set Upon Match - if the action 

field is set to 'reject' then this 

value may convey action-

specific information - for 

example it is the cause for 

action 'Reject with Specified 

Cause' 

not-set   

Address 

Manipulation 

Realtime  Upon Match - further 

matches. The effect of them 

is accumulative 
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AM Rule Details          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

Description Realtime        

Type Realtime    AM Rule Detail   

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

AM Range Realtime  The 'Address Manipulation' 

resource range that will be 

consulted for this rule 

    

[generated by 

ACT_WHEN_PARA

M(...) - see source] 

Realtime        
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API Client          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime  Unique name to identify the 

resource. 

    

options Realtime    SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Stp   

       Stp-Ansi   

       Stp-Ansi-Intl   

       Traffic-Sink Internal Test-Mode ONLY - will auto-respond to some 

received MAP messages (SRISM,MTFSM) with fixed data 

Type Realtime    API Client   
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Service Realtime Map Defines the service provided 

by the API connection 

Map   

       SMS   

       TCAP   

       INAP   

       SRI   

       CNAM   

       LIDB   

       800   

       LNP   

       IWF   

       ISUP   

       CC   

       BL   

Que Realtime SCH_MAX

_CLIENTS 

Internal Queue Id.     

User Name Realtime  Username to be used by API 

Client to register 

    

Password Realtime  Password to be used by API 

Client to register 

    

IP Realtime  Defines the IP resource 

reference used by the API 

Client 

    

API ID Realtime 0 Internal Id allocated for this 

API Client connection 

    

Tx Msg Total Realtime 0 Total Number of L3Label 

Message Transmitted 

    

Tx Msg/Sec Realtime 0 Number of L3Label Messages 

transmitted in the current 

second 

    

Tx Msg/Sec Max Realtime 0 Maximum number of L3Label 

message transmitted in any 

second 

    



 

18 of 465          

SVI Resource Glossary 

Rx Msg Total Realtime 0 Total Number of L3Label 

Message received 

    

Rx Msg/Sec Realtime 0 Number of L3Label messages 

receveid in the current 

second 

    

Rx Msg/Sec Max Realtime 0 Maximum umber of L3Label 

messages received in any 

second 

    

MAP Operations Realtime 0 The Mobile Application Part 

MAP Operation codes 

supported by the API 

conenction 

SRI-SM   

       MT-FORWARD-SM   

       MO-FORWARD-SM   

       REPORT-SM-DELIVERY   

       Set-Message-Waiting   

       Forward-MO   

       Alert-SC   

       ATI   

       CNAM   

       0800   

       PSI   

       INSERT-

SUBSCRIBER_DATA 

  

       READY-FOR-SM   

       UPDATE-LOCATION   

       CANCEL-LOCATION   

       INFORM-SERVICE-

CENTRE 

  

       USSD   

Operations Realtime 0 The Mobile Application Part 

MAP Operation codes 

supported by the API 

conenction 

SRI-SM   
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       MT-FORWARD-SM   

       MO-FORWARD-SM   

       REPORT-SM-DELIVERY   

       Set-Message-Waiting   

       Forward-MO   

       Alert-SC   

       ATI   

       CNAM   

       0800   

       PSI   

       INSERT-

SUBSCRIBER_DATA 

  

       READY-FOR-SM   

       UPDATE-LOCATION   

       CANCEL-LOCATION   

       INFORM-SERVICE-

CENTRE 

  

       USSD   

CAP Operations Realtime 0 The CAMEL Application Part 

CAP Operation codes 

supported by the API 

conenction 

CONNECT   

       RESET_TIMER_SMS   

       EVENT_REPORT_BCSM   

       CONTINUE   

       APPLY_CHARGING   

       APPLY_CHARGING_REP

ORT 

  

       CALL_INFO_TO_RESOUR

CE 

  

       CONNECT_TO_RESOURC

E 

  

       PLAY_ANNOUNCEMENT   



 

20 of 465          

SVI Resource Glossary 

       IDP   

       IDP_SMS   

       CONNECT_SMS   

       RRSMS_EVENT   

       EVENT_REPORT_SMS   

       CONTINUE_SMS   

       RELEASE_CALL   

       RELEASE_SMS   

       FCI   

       CALL_INFORMATION_RE

QUEST 

  

       CALL_INFORMATION_RE

PORT 

  

       ACTIVITY_TEST   

       FURNISH_CHARGING_IN

FO_SMS 

  

       REQUEST_REPORT_BCS

M_EVENT 

  

       SPECIALIZED_RESOURCE

_RPT 

  

SSME Xml Realtime  XML resource reference for 

STP product - used to handle 

traffic from API connections 
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Auth          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Description Realtime        

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    HTTP Authentication 

Credentials 
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Behaviour          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Owner Realtime        

Name Realtime        

Type Realtime        

Propagate Out Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 
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       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Propagate OOS Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Propagate Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 
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       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Out Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 
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       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Ins Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Cfg Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 
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       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Max Actions Realtime        

Current Actions Realtime        

Tact Realtime        

Start Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Screen Trap Realtime        

Description Realtime        

Options Realtime    Wait-For-Siblings   
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Business Logic          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

Description Realtime        

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime FPG The type of Business Logic FPG Fraud-Prevention-Gateway 

Rule List Realtime  The List of preconfigured 

rules (as rule-list-items). 

These will be run in priority 

order 

    

Associated Rules Realtime  A List of rules that may be 

added to the RuleList if an 

SQL Rule-Dip returns further 

rules with matching rule-

identifiers 
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Expiry Time Realtime 200 Maximum time of session in 

ms 

    

Expiry Check 

Period 

Realtime 50 How often the BL task will 

check for session expiries (in 

ms). This plus 'Expiry Time' 

gives the maximum session 

time 

    

Expiry BL Result Realtime continue Action to take if session 

expires 

release   

       continue   

Expiry Count Realtime 0 read-only : the number of 

times an expiry has occurred 

    

Initial BL Response Realtime None Set if the session should 

initially be allowed to 

continue pending the BL 

result 

None No initial response 

       Accept-Call Allow the Call to Continue 

[generated by 

ACT_WHEN_VARS_

PARAM(...) - see 

source] 

Realtime        

[generated by 

RULE_ACT_CHG_P

ARAM(...) - see 

source] 

Realtime        

Reject Info Realtime  A string containing further 

information for use during 

the Reject action. contents 

are protocol dependent 

    

Accept Info Realtime  A string containing further 

information for use during 

the Accept action. contents 

are protocol dependent 

    

Connect Info Realtime  A string containing further 

information for use during 
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the Connect action. contents 

are protocol dependent 

Max Rule Loops Realtime 10 For avoiding tight loops in 

configuration. This is the 

maximum number of non-

async rules that can be run in 

succession 

    

CDR Components Realtime _FPG_CD

R_FILT_RE

SULTS\ 

The top-level CSV CDR 

components that will be 

written 

RESULTS   

       RULE_LIST   

       MTP   

       SCCP   

       TCAP   

       CAMEL   

       INAP   

       ISUP   

       SIP   

       FPG   

SQL CDRs Realtime        

CSV CDRs Realtime    All   

       Blocked-Suspect   

       Errors   

SQL Resource Realtime  Top-Level SQL resource 

(which may have children) 

used for SQL common-

coloured DB operations 

    

Return Variables Realtime  If these variables get set as 

part of the BL operations they 

will be returned to the calling 

task 

    

Default BL Result Realtime    release   

       continue   
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[generated by 

LTCY_REPORT_PAR

AMETERS(...) - see 

source] 

Realtime        

  



 

31 of 465          

SVI Resource Glossary 

Debug         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime       

file Realtime       

tasks Realtime       

discriminators Realtime       

ies Realtime       

infoPrint Realtime       

engPrint Realtime       

sigPrint Realtime       

discriminator Realtime   DIS_IP   

      DIS_TIMER   
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      DIS_REG   

      DIS_MNT   

      DIS_CC_RX   

      DIS_CC_TX   

      DIS_CC_CDR   

      DIS_MTP_RX   

      DIS_MTP_TX   

      DIS_M2PA_RX   

      DIS_M2PA_TX   

      DIS_Q931_RX   

      DIS_Q931_TX   

      DIS_SWITCH   

      DIS_MWI   

      DIS_SEC   

      DIS_SCH   

      DIS_SQ_API   

      DIS_H245   

      DIS_RAD   

      DIS_MGCP   

      DIS_CCURE   

      DIS_SQL   

      DIS_AA   

      DIS_TCAP_TX   

      DIS_TCAP_RX   

      DIS_SCCP_TX   

      DIS_SCCP_RX   

      DIS_RUDP_RX   

      DIS_RUDP_TX   

      DIS_MTP_CDR   

      DIS_MAP_RX   

      DIS_MAP_TX   

      DIS_GSMSSF   
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      DIS_SIP_RX   

      DIS_SIP_TX   

      DIS_SCTP_RX   

      DIS_SCTP_TX   

      DIS_SS7_ROUTER_RX   

      DIS_SS7_ROUTER_TX   

      DIS_ISUP_RX   

      DIS_ISUP_TX   

      DIS_DIAMETER   

      DIS_BL   

      DIS_PRELAY   

      DIS_SQL_LOOKUP   

      DIS_SQL_CDR   

dis Realtime   DIS_IP   

      DIS_TIMER   

      DIS_REG   

      DIS_MNT   

      DIS_CC_RX   

      DIS_CC_TX   

      DIS_CC_CDR   

      DIS_MTP_RX   

      DIS_MTP_TX   

      DIS_M2PA_RX   

      DIS_M2PA_TX   

      DIS_Q931_RX   

      DIS_Q931_TX   

      DIS_SWITCH   

      DIS_MWI   

      DIS_SEC   

      DIS_SCH   

      DIS_SQ_API   

      DIS_H245   
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      DIS_RAD   

      DIS_MGCP   

      DIS_CCURE   

      DIS_SQL   

      DIS_AA   

      DIS_TCAP_TX   

      DIS_TCAP_RX   

      DIS_SCCP_TX   

      DIS_SCCP_RX   

      DIS_RUDP_RX   

      DIS_RUDP_TX   

      DIS_MTP_CDR   

      DIS_MAP_RX   

      DIS_MAP_TX   

      DIS_GSMSSF   

      DIS_SIP_RX   

      DIS_SIP_TX   

      DIS_SCTP_RX   

      DIS_SCTP_TX   

      DIS_SS7_ROUTER_RX   

      DIS_SS7_ROUTER_TX   

      DIS_ISUP_RX   

      DIS_ISUP_TX   

      DIS_DIAMETER   

      DIS_BL   

      DIS_PRELAY   

      DIS_SQL_LOOKUP   

      DIS_SQL_CDR   

task Realtime   CallControl   

      OA&MAccess   

      Maintenance   

      MGCP   
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      DRVNS700   

      H323   

      SIP   

      Timer   

      SQAPI   

      IP   

      SS7   

      Propagate   

      DRVDK100   

      SCTP   

      radtrans   

      snmp   

      Q931stack   

      paranoid   

      system   

      SQL   

      MTPL3   

      ISUP   

      DRVXDS   

      DRVTP260   

      Megaco   

      IUP   

      SCCP   

      TCAP   

      SCCPRTR   

      RUDP   

      SESSMGR   

      M2PA   

      MTPCDR   

      APIServer   

      MAP   

      DNS   
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      SSME   

      SIPProxy   

      GSMSSF   

      SIPT   

      IWF   

      SS7ROUTER   

      H323m   

      XML   

      SCTPm   

      Diameter   

      PRelay   

      SIPTransport   

      DEBUG   

discriminator Realtime   DIS_IP   

      DIS_TIMER   

      DIS_REG   

      DIS_MNT   

      DIS_CC_RX   

      DIS_CC_TX   

      DIS_CC_CDR   

      DIS_MTP_RX   

      DIS_MTP_TX   

      DIS_M2PA_RX   

      DIS_M2PA_TX   

      DIS_Q931_RX   

      DIS_Q931_TX   

      DIS_SWITCH   

      DIS_MWI   

      DIS_SEC   

      DIS_SCH   

      DIS_SQ_API   

      DIS_H245   
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      DIS_RAD   

      DIS_MGCP   

      DIS_CCURE   

      DIS_SQL   

      DIS_AA   

      DIS_TCAP_TX   

      DIS_TCAP_RX   

      DIS_SCCP_TX   

      DIS_SCCP_RX   

      DIS_RUDP_RX   

      DIS_RUDP_TX   

      DIS_MTP_CDR   

      DIS_MAP_RX   

      DIS_MAP_TX   

      DIS_GSMSSF   

      DIS_SIP_RX   

      DIS_SIP_TX   

      DIS_SCTP_RX   

      DIS_SCTP_TX   

      DIS_SS7_ROUTER_RX   

      DIS_SS7_ROUTER_TX   

      DIS_ISUP_RX   

      DIS_ISUP_TX   

      DIS_DIAMETER   

      DIS_BL   

      DIS_PRELAY   

      DIS_SQL_LOOKUP   

      DIS_SQL_CDR   

task Realtime   CallControl   

      OA&MAccess   

      Maintenance   

      MGCP   
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      DRVNS700   

      H323   

      SIP   

      Timer   

      SQAPI   

      IP   

      SS7   

      Propagate   

      DRVDK100   

      SCTP   

      radtrans   

      snmp   

      Q931stack   

      paranoid   

      system   

      SQL   

      MTPL3   

      ISUP   

      DRVXDS   

      DRVTP260   

      Megaco   

      IUP   

      SCCP   

      TCAP   

      SCCPRTR   

      RUDP   

      SESSMGR   

      M2PA   

      MTPCDR   

      APIServer   

      MAP   

      DNS   
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      SSME   

      SIPProxy   

      GSMSSF   

      SIPT   

      IWF   

      SS7ROUTER   

      H323m   

      XML   

      SCTPm   

      Diameter   

      PRelay   

      SIPTransport   

      DEBUG   

SubSystem Realtime   IP-UDP   

      IP-TCP   

      IP-SCTP   

      IP   

      THREAD   

      DNS   

      IP-TPT   

      DIAMETER   

      MSG   

      GENXML   

      CSTATS   

      SQLINK   

      SQHASH   

      STRING   

      REGEX   

      IPMON-SIP   

      UTILS   

      SLIB   

      MEM   
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      SCHED   

      TRAFFIC   

      TLS   

      Pre-Startup   

MaxLogSize Realtime       

Max-DiskUse-

Percent 

Realtime       

Traps Filename Realtime       

traps file Realtime       

Options Realtime   Routing Displays Callcontrol routing information 

      Detailed-Routing Displays More Callcontrol routing information 

      More-Routing Displays Low-level Callcontrol routing information 

      CStats Displays Detailed CStats debug for enabled tasks (Squire use 

only) 

      SNMP-Trap   

      Verbose SQL SQL query responses are displayed in detail 

      include_snmp_variable_b

inding 

ignored - now always set 

      Display-GUI-Heartbeat displays the GUI's periodic SVI queries 

      Native-String-Display non-printable characters in String IEs will be displayed as hex 

e.g. (0d)(0a) 

      No-Newlines-In-Strings sub-option of 'Native-String-Display' - newlines (0a) will not 

write an actual newline to log 

      Display-Rx-Tasks currently has no effect 

      Report-Unauthorised-

INVITEs 

reports unauthorised INVITES to syslog 

      Report-Unauthorised-

REGISTERs 

reports unauthorised REGISTER to syslog 

      Reports-to-SVI-log Output of Reports is written to SVI log as well as syslog 

      Display-Infos Displays Internal Message address information (Squire use 

only) 

      No-Rx-Source Use old format for message prints. No <- -> or source tasks 

on Rx 

dbgccmask Realtime   None   
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      Basic   

      Resource   

      Call Info   

      Logon   

      Retries   

      Msg   

      Radius   

      Route   

      Transfer   

      All   

Links Realtime       

SCTP Realtime       

SNMP Trap 

Address 

Realtime       

SNMP Trap Port Realtime       

SNMP Community Realtime       

SsmeDebug Realtime       

DumpSSMEResCfg Realtime       

STP Pcap Filename Realtime       

STP Pcap Size Realtime       

STP Pcap Max Roll Realtime       

STP Pcap Options Realtime   None   

      Routed   

Enable Debug 

When 

Realtime       

Enable Debug For Realtime       

tlff count Realtime       

detailed Realtime       

cmd Realtime       

Supress CfgDisplay Realtime       
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Diameter Handler          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed Diameter 

Handler 

The Type of Diameter 

Handler 

Diameter Handler   

Options Managed    SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

Description Managed        
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Diameter Local Peer        

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Description Managed  Unique name for each 

resource instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Diameter Stack Managed  Specifies the Diameter Stack 

resource that the local peer 

belongs to. 

    

Options Managed    SNMP-Trap   

Type Managed    Diameter Local Peer   

Realm Managed  The Diameter Realm for this 

Local Peer. Used by DNS to 

find the address(es) to listen 
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on; and used in the Origin-

Realm AVP sent to Remote 

Peers 

Host Managed  The Diameter HostName for 

this Local Peer. Used by DNS 

to find the address(es) to 

listen on; and used in the 

Origin-Host AVP sent to 

Remote Peers 

    

Host for DNS Managed  In case the message needs a 

different hostname compared 

to DNS request - set this 

attribute with hostname to be 

used for DNS lookup 

    

Transport Managed  Optional list of protocols to 

listen on (sctp sctp+dtls 

tcp+tls tcp). Default is sctp 

tcp udp 

    

TLS Default Managed  Default tls credentials to be 

used when a remote client 

connects to us. Applied 

Attribute. 

    

Protocol Type Managed Diameter Protocol type this local peer 

is using. Radius or Diameter. 

Diameter Peer is using Diameter 

       Radius Peer is using Radius 

Acct AppIDs Managed  String identifying Accounting 

Application IDs supported by 

local peer. Integer list; 

vendor-specific is formatted 

as vid:appid 

    

Auth AppIDs Managed  String identifying 

Authentication Application 

IDs supported by local peer. 

Integer list; vendor-specific is 

formatted as vid:appid 
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Local Flags Managed 0 DLP specific flags VIP Local Peer binds to a VIP 

Stats Timer Managed 10 time (in sec) between updates 

of the Local Peer Statistics 

    

TCP Config Managed  Optional attached resource 

which sets protocol-specific 

configuration (protocol 

options etc) 

    

UDP Config Managed  attached resource which sets 

protocol-specific 

configuration (protocol 

options etc). This is only for 

and mandatory for Radius 

Protocol Type 

    

UDP Local Ports Managed  Range of ports that will be 

used for UDP. If NULL the 

UDP port on the UDP config 

will be used INSTEAD 

    

SCTP Config Managed  Optional attached resource 

which sets protocol-specific 

configuration (protocol 

options etc) 
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Diameter Remote Peer        

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Description Managed        

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Options Managed    SNMP-Trap   

Type Managed    Diameter Peer   

[generated by 

TRAFFIC_PARAMET

ERS(...) - see 

source] 

Managed        
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Diameter Routing Table        

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Description Realtime        

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Diameter Stack Realtime  The parent Diameter Stack 

resource 

    

Options Realtime    Normal-Routing   

       DSSME   

       SNMP-Trap   

       Normal-Routing   

       DSSME   

       SNMP-Trap   

Type Realtime    Diameter Routing Table   
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[generated by 

REGEX_MATCH_PA

RAMETERS(...) - 

see source] 

Realtime        

AppIDs Realtime  Specifies using an integer 

range the Application 

Identifiers to match for 

routing 

    

Routing Set Realtime        

Bind Interface Realtime  If set - Session Binding will be 

applied on this interface. 

Currently only a pre-

configured 'Gy' binding is 

supported; any text entered 

here will only activate this Gy 

binding 

    

Ttrans Realtime 10 maximum length of time (in 

secs) that an incoming 

transaction is left outstanding 

before rejection 

    

Max Reattempts Realtime 1 The maximum number of 

outgoing reattempts that will 

be made - across all possible 

outgoing routes - for an 

incoming transaction 

    

Reattempt Result-

Codes 

Realtime 3004 If a remote peer responds 

with one of these Result-

Codes the transaction will be 

reattempted on an alternate 

peer if available 

    

Unbind Result-

Codes 

Realtime 0 If a remote peer (or the SVI) 

responds with one of these 

Result-Codes the binding for 

this session (if any) will be 

removed 
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Reset ZeroList Realtime        
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Diameter Stack          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime        

Type Realtime    Diameter Stack   

Options Realtime    SNMP-Trap   

Clear Session Realtime        
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DNS          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Description Realtime        

Type Realtime DNS 

ENUM 

Server 

type of DNS server DNS ENUM Server   

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Options Realtime    SNMP-Trap   

Address Realtime INADDR_

NONE 

IP Address of the DNS server     

Port Realtime 13568 

/*ntohs(5

3)*/ 

IP Port of the DNS server     
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Tresp Realtime        

Tresp reattempts Realtime        

TTL Realtime        

IP Realtime        

RegEx Match Realtime  regular expression to apply to 

the results in the DNS Regex 

field if present 

    

RegEx Replace Realtime  a regex replace-expression to 

format the responses to the 

calling task. $0 $1 etc identify 

regex variables 

    

test lookup Realtime        

[generated by 

TRAFFIC_PARAMET

ERS(...) - see 

source] 

Realtime        
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Generic IWF          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed SMS-

DIAM-

JSON 

The Type of Interworking SMS-DIAM-JSON   

       SPAPI-JSON   

       NCHF-DIAM   

Options Managed    SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

Description Managed        

[generated by 

TRAFFIC_PARAMET

Managed        



 

54 of 465          

SVI Resource Glossary 

ERS(...) - see 

source] 
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HTTP Handler          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed HTTP 

GIWF 

The Type of HTTP Handler HTTP GIWF   

       HTTP NP   

Options Managed    SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Delivery-Report-Inactive If set turns off http producing SMS delivery reports 

       Chunked-Response Makes the HTTP/1.1 responses use chunked transfer 

encoding. Only implemented in NP 

Description Managed        
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[generated by 

TRAFFIC_PARAMET

ERS(...) - see 

source] 

Managed        
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IP          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

address Managed INADDR_

ANY 

The remote address to 

connect to 

    

local address Managed INADDR_

ANY 

The SVI address to listen on     

port Managed  Specifies the remote port to 

which SVI will connect to 

    

local port Managed 0 Specifies the local port of the 

socket 

    

Client Connect 

Timeout 

Managed 900 Covering timer for TCP Client 

sockets attempting to 

connect to a remote TCP 

Server 

    

Client ReConnect 

Timeout 

Managed 2000 Covering timer to reattempt 

periodically any failed TCP 

Client socket connections if 

automatic attribute of IP 

resource is enabled 

    

DNS To Managed 5 Covering timer for DNS 

queries performed via the IP 

socket. 

    

vip Managed  This defines if the IP being 

used for SIP service is on a 

VIP (Virtual IP Address). This 

should always be set to 'True' 

for redundant systems. 

True   

       False   

IP TOS Managed  This attribute along with IP 

Priority allows for QoS to be 

added to this socket. This 
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attribute sets the IP type of 

service and the precedence. 

IP Priority Managed  This attribute along with IP 

TOS allows for QoS to be 

added to this socket. This 

attribute sets the IP level. 

    

set SO_RCVBUF Managed SKT_BUFF

ER_SIZE 

(Diameter Only) - sets the 

socket option SO_RCVBUF 

which is the size of the 

receive buffer in bytes. sysctl 

option net.core.rmem_max 

must be larger than this for it 

to be effective 

    

set SO_SNDBUF Managed SKT_BUFF

ER_SIZE 

(Diameter Only) - sets the 

socket option SO_RCVBUF 

which is the size of the 

receive buffer in bytes. sysctl 

option net.core.wmem_max 

must be larger than this for it 

to be effective 

    

SQOCK Options Managed 0 Options when this resource is 

attached to an IP socket 

managed by SQOCK - 

examples are Diameter or 

Http-Handler 

REUSEADDR   

       SCTP_ABORT   

       NO_DELAY   

KeepAliveStart Managed 0 Activates for TCP signalling 

transport the TCP-keep-alive 

functionality. This attribute 

defines the idle period in 

seconds before a keep alive 

message is sent. 

    

KeepAliveInterval Managed 10 Activates for TCP signalling 

transport the TCP-keep-alive 
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functionality. This attribute 

defines the interval in 

seconds between keep alive 

messages. 

KeepAliveCount Managed 6 Activates for TCP signalling 

transport the TCP-keep-alive 

functionality. This attribute 

defines the consecutive 

number of keep alive failures 

that may occur before the 

link is reset. 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed INVLD_RE

S_INST 

Denotes the type of IP socket 

configuration depending on 

the service to run 

Telnet IP   

       Security IP   

       Gui IP   
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       Trap IP   

       OAM IP   

       Debug IP   

       Sip IP For SIP UDP this should be set top this value 

       Sip IP SQOCK For SIP UDP this should be set top this value 

       TP260 IP   

       MGCP IP   

       MGCP TCP Socket   

       Megaco IP   

       RUDP IP   

       Diameter TCP Config   

socketType Managed  Specifies the protocol type 

running above IP 

Server   

       Client   

       Client Server   

       UDP Peer   

Socket Managed  Internal socket reference Id 

for this configuration thats 

used in the ip stack 

    

name Managed  Specifies the internal name of 

the socket for debugging and 

reporting purposes 

    

mntowner Managed  This describes the internal 

process that handles the 

maintenance actions of this 

socket. This should always be 

set to Maintenance. 

    

packetowner Managed  This describes the internal 

process that handles the 

received IP packages. 

    

packaged Managed  Indicates if the socket uses 

SQ packaging - squire 

specific packaged api used 

between processes 

0   
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       1   

       False   

       True   

       Fixed   

       Packaged tunneled   

       Packaged tunnelled   

       Packaged Chained   

automatic Managed  This specifies if the IP process 

should automatically recover 

a failed socket. This should 

always be set to 'True'. 

    

TX Queue Managed SCH_MAX

_CLIENTS 

Internal task Id for this 

configuration. This value will 

be used by all internal 

processes to send/receive 

data through the IP socket. 

    

Tv Dur Managed  Socket heartbeat message. 

Starts for the first time when 

ip socket with packaged set 

to True goes INS. Keeps 

repeating every time timer 

expires. Value need to be in 

seconds. Default value 0 

which means its off. 

    

Tp Dur Managed  Covering timer between 

heartbeat intervals. Started 

when a heartbeat response is 

received. Cancelled and 

started again for next 

heartbeat response. If expired 

then the ip socket is taken 

out of service. To be used 

along with Tv Dur. Value 

need to be in seconds. 
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Default value 0 which means 

its off. 

echo Managed True For telnet Server Ip 

sockets;this enables printing 

of received telnet commands 

into the log file with prefix : 

OAM rx'd 

    

shutdown Managed True If set to False; this will 

prevent the underlying OS 

socket from closing when an 

IP resource is stopped via 

maintenance. 

True   

       False   

Inservice Managed        

Outservice Managed        

Description Managed        

Options Managed 0 These bit mask flags allow for 

additional functionality to be 

added to the IP resource. 

SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Drop-Large-Packets End of Life 

       Socket-Close-Not-An-

Error 

To not print error in logs when socket closes.Useful for cases 

where socket close is a normal event - for example telnet 

Pipe Managed        

API ID Managed        

Tx Stats Managed  The Statistics resource 

reference to be used for 

throtting outgoing packets 

    

Rx Stats Managed  The Statistics resource 

reference to be used for 

throtting incoming packets 

    

Max Tx Size Managed 1500 Maximum size of packet to 

be sent out via this ip socket. 

Usually useful for inter 

process communication - for 

eg: security/svi-ms process 
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cannot accept message size 

greater than 1500 bytes 

TLS Credentials Managed  The TLS resource reference 

with configuration to be used 

for encrypted communication 

    

HostName Managed  The hostname to be used to 

do DNS resolution before 

connecting to remote 

server.Used for TCP Client 

configuration 
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IP Capture         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Managed       

Description Managed       

status Managed   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed   IP Capture   
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IP Capture Lib          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed        

Description Managed        

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed LibPcap The type of Capture Library - 

libpcap or pf-ring 

LibPcap   

       PF_RING   

FileName Managed 0 optional - the specific 

path+filename of the library's 

shared-object 
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IPMonitor Filter          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed        

Description Managed        

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed    IPV4 Filter   

Action Realtime Process Process - 

connections/packets will be 

processed. Ignore - 

connections/packets will be 

ignored 

Ignore Ignore the connection/packet 

       Process Process the connection/packet 

IP Protocol Realtime  IP transport layer(s) - 

UDP/TCP etc 

DUM Dummy protocol for TCP. 

       ICMP Internet Control Message Protocol. 
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       IGMP Internet Group Management Protocol. 

       IPIP IPIP tunnels (older KA9Q tunnels use 94). 

       TCP Transmission Control Protocol. 

       EGP Exterior Gateway Protocol. 

       PUP PUP protocol. 

       UDP User Datagram Protocol. 

       IDP XNS IDP protocol. 

       TP SO Transport Protocol Class 4. 

       DCCP Datagram Congestion Control Protocol. 

       IPV6   

       RSVP Reservation Protocol. 

       GRE General Routing Encapsulation. 

       ESP encapsulating security payload. 

       AH authentication header. 

       MTP Multicast Transport Protocol. 

       BEETPH IP option pseudo header for BEET. 

       ENCAP Encapsulation Header. 

       PIM Protocol Independent Multicast. 

       COMP Compression Header Protocol. 

       SCTP Stream Control Transmission Protocol. 

       UDPLITE UDP-Lite protocol. 

       RAW Raw IP packets. 

Addresses Realtime INADDR_

NONE 

IP Address(es). Space 

seperated list of addresses. 

Must be fully qualified. 

subnets not supported 

    

Ports Realtime  range-format. SCTP/UDP/TCP 

ports 

    

SCTP - Protocol 

Class 

Realtime  SCTP only - the PPID 

(M3UA/M2PA/etc) 

M3UA   

       IUA   

       M2UA   

       M2PA   
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       SUA   

Application 

Protocol 

Realtime Auto-

Detect 

The Application-layer 

Protocol that this ip:port is 

expected to carry 

Auto-Detect   

       SIP   

       ISUP   

       ISDN   

       H323   

       SMPP   

Protocol Resource Realtime  The 'IPMonitor Protocol' 

resource that handles this 

protocol 
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IPMonitor Protocol        

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Startup  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Description Realtime        

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    SIP   

       ISUP   

[generated by 

CDR_CFG_PARAME

TERS(...) - see 

source] 

Startup        

[generated by 

CNT_REPORT_PAR

Startup        
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AMETERS(...) - see 

source] 
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License         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

License Realtime       

Cards Realtime       

Signalling Links Realtime       

Simultaneous Calls Realtime       

Current Sim Calls Realtime       

[generated by 

CNTPS_REPORT_P

ARAMETERS_GUI(..

.) - see source] 

Realtime       

ASPS Realtime       

ASs Realtime       
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SCTPs Realtime       

Description Realtime       

Options Realtime   SNMP-Trap   

MAPI Tx Msg Realtime       

MAPI Tx Msg 

Throttle 

Realtime       

MAPI Tx Msg 

License 

Realtime       

MAPI Tx Msg 

MaxQueue 

Realtime       

SCTP Tx Msg Realtime       

SCTP Tx Msg 

Throttle 

Realtime       

SCTP Tx Msg 

License 

Realtime       

SCTP Tx Msg 

Queue 

Realtime       

SCTP Tx Msg 

MaxQueue 

Realtime       

MTP3 Tx Msgs 

Total 

Realtime       

MTP3 Tx Msgs Per 

Second 

Realtime       

MTP3 Tx Msgs Per 

Second Max 

Realtime       

MTP3 Tx Msgs Per 

Second License 

Realtime       

MTP3 Tx Msgs Per 

Second Throttle 

Realtime       

MTP3 Tx Msgs 

MaxQueue 

Realtime       

MTP3 System 

Congestion 

Realtime       

API Clients Realtime       
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MAP Operations Realtime   SRI-SM   

      MT-FORWARD-SM   

      MO-FORWARD-SM   

      REPORT-SM-DELIVERY   

      Set-Message-Waiting   

      Forward-MO   

      Alert-SC   

      ATI   

      CNAM   

      0800   

      PSI   

      INSERT-

SUBSCRIBER_DATA 

  

      READY-FOR-SM   

      UPDATE-LOCATION   

      CANCEL-LOCATION   

      INFORM-SERVICE-

CENTRE 

  

      USSD   

CAP Operations Realtime   CONNECT   

      RESET_TIMER_SMS   

      EVENT_REPORT_BCSM   

      CONTINUE   

      APPLY_CHARGING   

      APPLY_CHARGING_REP

ORT 

  

      CALL_INFO_TO_RESOUR

CE 

  

      CONNECT_TO_RESOURC

E 

  

      PLAY_ANNOUNCEMENT   

      IDP   

      IDP_SMS   



 

74 of 465          

SVI Resource Glossary 

      CONNECT_SMS   

      RRSMS_EVENT   

      EVENT_REPORT_SMS   

      CONTINUE_SMS   

      RELEASE_CALL   

      RELEASE_SMS   

      FCI   

      CALL_INFORMATION_RE

QUEST 

  

      CALL_INFORMATION_RE

PORT 

  

      ACTIVITY_TEST   

      FURNISH_CHARGING_IN

FO_SMS 

  

      REQUEST_REPORT_BCS

M_EVENT 

  

      SPECIALIZED_RESOURCE

_RPT 

  

OnDemand 

Service 

Realtime   True   

      False   

EMSEs Realtime       

SMPP Tx Msg 

Throttle 

Realtime       

SMPP Tx Msg 

License 

Realtime       

SMPP Tx Msg 

MaxQueue 

Realtime       

Max Hunt Groups Realtime       

Max VoIP 

Destinations 

Realtime       

Max VoIP Stacks Realtime       

Max L3 Labels Realtime       

Max SCCP Labels Realtime       
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Max TCAP Labels Realtime       

Max Circuits Realtime       

Max IP Realtime       

Max Media 

Timeslots 

Realtime       

Max Routing 

Criteria 

Realtime       

Max DB 

Parameters 

Realtime       

Max Propagate Realtime       

Max SCCP DB Realtime       

Max Customer Realtime       

Max SSME EP Realtime       

Max SSME 

Methods 

Realtime       

Max SSME 

Headers 

Realtime       

Max SSME Actions Realtime       

Max MTP L4 DB Realtime       

Max Interfaces Realtime       

Enable SSME STP Realtime       

OnDemand 

Service 

Realtime   True   

      False   

Max Diameter 

RPeers 

Realtime       

Curr Diameter TPS Realtime       

Max Queue 

Diameter TPS 

Realtime       

Max Plane 

Diameter TPS 

Realtime       

Diam MaxQueue Realtime       

Diam License Fail 

Action 

Realtime   Queue Queue the message 
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      Reject Reject the message with the specified Result-Code 

      Ignore Ignore the message 

Diam Fail Result-

Code 

Realtime       

Expiry DateTime Realtime       
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Number-Portability        

Attribute Cfg Type Default Description Option Option Description 

Description Realtime        

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    Mobile Number-

Portability 

  

Ttransaction Realtime 2000 Maximum length of the NP 

session in milliseconds 

    

CDRs Realtime NP_cdr_p

orted 

This defines what results are 

applied to the CSV CDR. If 

empty no CDRs are produced 

    

NP Services Realtime  Mandatory - The child 

'Number Portability Service' 

resources for this resource 
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Number-Portability Service        

Attribute Cfg Type Default Description Option Option Description 

Description Realtime        

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    Mobile Number-

Portability Service 

  

match Realtime  In order for this NP service to 

be used the lookup number 

must match this match-string 

    

action Realtime NP_action

_MNP 

Defines the action to be 

taken place upon the 

incoming request 

    

cache-results Realtime NP_cache

_ported\ 

Defines if and what type of 

results are to be cached in 

the local database. If no flag 

is set then the local database 
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is not used for caching the 

result 

SQL Cache 

Resource 

Realtime  Defines the SQL resource to 

be used as the cache 

database 

    

SQL Insert Cache 

Resource 

Realtime        

Cache TTL Realtime 3600 Defines in seconds the Cache 

TTL. If set to zero this means 

infinite 

    

Lookup Service Realtime NP_lkp_se

rvice_ENU

M 

Specifies which MNP service 

to use 

    

DNS Lookup 

Resource 

Realtime  For ENUM lookups - which 

DNS resource to use for the 

lookup 

    

ENUM domain Realtime        

timeout action Realtime NP_RES_f

orward 

SRF behaviour in case of 

request timeout. Default 

value is Forward message as 

received. Ignore will drop 

request. Reject will send a 

reject response 

    

HttpHandler list Realtime  Handlers to attempt for HTTP 

lookups. Should be a ; 

separated string. These are 

matched against HttpHandler 

descriptions in IWF-NP-HTTP 

    

  



 

80 of 465          

SVI Resource Glossary 

OAM          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Traps Realtime True Enables traps for this OAM 

Account 

    

Persist Realtime False End of Life     

Mode Realtime Character Selects the telnet mode for 

this OAM account 

Character   

       Line   

IP Realtime  IP resource that configures 

the telnet port for the OAM 

interface 
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Start Script Realtime  Welcome message for 

conenctions to this OAM 

account 

    

Username Realtime  Username to authenticate 

user connecting to this 

account 

    

Password Realtime  Password to authenticate 

user connecting to this 

account 

    

shortcut Realtime 0 Adds a custom 

define/shortcut for thei 

account 

    

History File Realtime  History file name to which 

last 20 commands will be 

stored for this user account. It 

will be loaded automatically 

at startup for next time use 

    

Description Realtime        

Options Realtime    SNMP-Trap   

  



 

82 of 465          

SVI Resource Glossary 

Pipe          

Attribute Cfg Type Default Description Option Option Description 

status Startup    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Startup    Pipe   

Inservice Startup        

Outservice Startup        

Description Startup        

Task Name Startup  Owner task name where all 

received packets from 

network side will be sent 

    

Registration Name Startup  The name used for 

registration towards SVI-SS 

process 

    

Registration 

Password 

Startup  The password used for 

registration towards SVI-SS 

process 
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Plane         

Attribute Cfg Type Description Option Option Description 

status Startup   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Startup   System Plane   

Location Startup   Local Resource is located in the local plane. Applicable to 

redundant systems. 

      Remote Resource is located in the remote plane. Applicable to 

redundant systems. 

      No Plane Resource is located in local plane.Applicable to 

Single/standalone systems 

Inservice Startup       

Outservice Startup       

Description Startup       

Options Realtime   SNMP-Trap   
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Protocol DIP Rule Details       

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

Description Realtime       

Type Realtime   SIP Protocol DIP   

      TCAP Protocol DIP   

      SRF NP Protocol DIP   

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

SIP Handler Realtime       

TCAP Handler Realtime       

[generated by 

ACT_WHEN_PARA

M(...) - see source] 

Realtime       
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PSI          

Attribute Cfg Type Default Description Option Option Description 

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Age-Of-Location-

Info 

Realtime  used for filling incoming GSM 

MAP ATI/PSI request. 

Applicable when the system 

is setup as test emulator 

    

Geographical-Info Realtime  used for filling incoming GSM 

MAP ATI/PSI request. 

Applicable when the system 

is setup as test emulator 

    

VLR-Number Realtime  used for filling incoming GSM 

MAP ATI/PSI request. 

Applicable when the system 

is setup as test emulator 

    

Location-Number Realtime  used for filling incoming GSM 

MAP ATI/PSI request. 
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Applicable when the system 

is setup as test emulator 

Cell-Global-Id Realtime  used for filling incoming GSM 

MAP ATI/PSI request. 

Applicable when the system 

is setup as test emulator 

    

LAI-Fixed-Length Realtime  used for filling incoming GSM 

MAP ATI/PSI request. 

Applicable when the system 

is setup as test emulator 

    

Selected-LSA-Id Realtime  used for filling incoming GSM 

MAP ATI/PSI request. 

Applicable when the system 

is setup as test emulator 

    

MSC-Number Realtime  used for filling incoming GSM 

MAP ATI/PSI request. 

Applicable when the system 

is setup as test emulator 

    

Geodetic-Info Realtime  used for filling incoming GSM 

MAP ATI/PSI request. 

Applicable when the system 

is setup as test emulator 

    

net-Det-Not-

Reachable 

Realtime 0xff used for filling incoming GSM 

MAP ATI/PSI request. 

Applicable when the system 

is setup as test emulator 

    

Options Realtime    Current-Location-

Retrieved 

  

       SAI_Present   

       Assumed-Idle   

       Camel-Busy   

       Not-Provided-From-VLR   
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Radius          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    License Server   

       Radius Server   

       Radius IP   

Resource IP Realtime 0 Contains the instance of the 

IP resource that will provide 

the UDP transport layer 

    

THIST Realtime        

TMAX Realtime        

RTO Realtime        
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End Realtime Client The End SVI is acting as - 

usually Client side; sending 

messages towards a Radius 

based server 

Client   

       Server   

IP Realtime INADDR_

ANY 

Contains the IP address of the 

Radius Server 

    

Port Realtime  Contains the Port of the 

Radius server for this service 

    

Secret Realtime  Contains the RADIUS shared 

secret for authenticating 

responses 

    

Name Realtime  If the identity status is set to 

NAS the name attribute will 

be used for the User Name in 

a Radius Accounting Request. 

    

Identity Realtime Calling Contains the identity to be 

used for the user name to 

access the Radius account. 

(radius User-Name attribute). 

This setting will be over-

ridden by the Radius Identity 

setting on the Routing 

Criteria resource if set. 

Called Use the called party number 

       Calling Use (In order of priority/availability) ;AAA-Accounting name 

(set on hunt group) ; Redirecting Number ; Calling party 

number / 'From:' ; Db-modified Calling Party Number 

       SIP 'From:' User The 'user' component of the SIP 'From:' header e.g. 

sip:user@domain.com 

       IP Use the VoIP destinations IP address 

       NAS Use the name from the radius server resource 

       Username Use the VoIP destinations username 

       AAA Name Use the hunt groups AAA Accounting name 

       Default Use the name from the radius server resource 
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       Calling Legacy Use - (In order of priority/availability) ; Redirecting Number ; 

Calling party number / 'From:' ; Db-modified Calling Party 

Number 

CDRServer Realtime 0 Only for internal use     

CDRServerStart Realtime Off Only for internal use Off   

       Never   

CDRServerStop Realtime Off Only for internal use Off   

       Never   

CDRServerAcceptA

uth 

Realtime True Only for internal use     

CDRServerSession

Timeout 

Realtime 65000000 Only for internal use     

CDRServerSendRo

utes 

Realtime True Only for internal use     

CDRServerRoute Realtime  Only for internal use     

CDRServerExpires Realtime        

Accounting-On 

Message 

Realtime        

MaxRadId Realtime        

RadId Realtime        

Max Queue Realtime        

Password Realtime        

Circuit ID Realtime        

NAS-IP Realtime        

Description Realtime        

Backup Realtime  Resource Link to backup 

Radius resource 

    

Backup State Realtime INSERVIC

E 

State of backup radius server INSERVICE   

       FAILED   

       Initialised   

       Replicate   
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Consecutive 

Failures 

Realtime        

MatchDB Realtime 0 List of Db parameter resource 

that will be used to do 

number normalisation 

    

xpgk-request-type Realtime        

Options Realtime 0 Radius resource specific 

options 

SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Strict-Cisco-VSA Make SVI send the following in Accounting request : Call 

Type as 'Telephony' if TDM,'VOIP' if VoIP Remote address as 

Hunt group attribute AAA_AccountingName if configured for 

TDM Gateway ID as Hunt group attribute 

AAA_AccountingName if configured for TDM 

       Squire-Routing End of Life -obselete not used in code 

       Portaone-Routing End of Life -obselete not used in code 

       Cisco-Routing will make the routing request have request type as 'route' 

instead of 'PortaBilling_Routing:SIP' 

       Mera-Routing will make the routing request have request type as 'route' 

instead of 'PortaBilling_Routing:SIP' Difference from the 

Cisco-Routing is in the different format of response coming 

back which needs to be decoded differently to find out the 

outgoing route. 

       Acc-CallId-As-ConfId will send the real callid in the h323-conf-Id for radius 

acounting requests. 

       MPM-Quantity-Radius Add iTel charged units AVP into Radius Accounting Stop with 

charge data string 

Alloc Realtime        

Tcheckto Realtime 24*60*60 Periodic timer used to 

reauthenticate a temporary 

license against license server 

    

info Realtime        
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Rule          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

Description Realtime        

Rule Id Realtime  Identifier for reconciling this 

rule with rules received from 

other sources e.g. SQL 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime 0 The type of Rule Address Manipulation 

Match 

  

Options Realtime    Modifications-Affect-

Result 

Modifications made to the Address Field by this Rule will be 

applied to the resulting message 

       Modifications-Affect-BL Modifications made to the Address Field by this Rule will be 

used in the Business Logic 
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Address Field Realtime From 

Validation

-Number 

Rule 

The session-specific address 

value to use in this rule 

Called-Party-Number   

       Calling-Party-Number   

       Redirecting-Party-

Number 

  

       Original-Called-Party   

       Imsi   

       Originating-Switch-

Address 

  

       Additional-Calling-Party   

       MSISDN   

       From Validation-

Number Rule 

  

       From Rule Variable   

Address Field 

Variable 

Realtime        

Request Variables Realtime  Additional Rule variables to 

include in the lookup request. 

How these variables are used 

is dependent on the type of 

rule. 

    

[generated by 

REGEX_REPLACE_P

ARAMETERS(...) - 

see source] 

Realtime        

AM Rule Details Realtime  If this rule is an Address 

Manipulation rule - the 'AM 

Rule Detail' resource to use 

    

SQL Rule Details Realtime  If this rule is an SQL 

Common-Colour Lookup rule 

- the 'SQL Rule Detail' 

resource to use 
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SQL Insert Rule 

Details 

Realtime  If this rule is an SQL 

Common-Colour Insert rule - 

the 'SQL Insert Rule Detail' 

resource to use 

    

VN Rule Details Realtime  If this rule is a 'Choose 

Validating Number' rule - the 

'VN Rule Detail' resource to 

use 

    

Protocol DIP Rule 

Details 

Realtime  If this rule is a 'Protocol DIP' 

rule - the 'Protocol DIP Rule 

Detail' resource to use 

    

Pre-Process 

Match-Flags 

Realtime 0 Conditions that must be 

satisfied for this rule to be 

run 

    

Pre-Process 

Match-Result 

Realtime Not-Set The session Business-Logic 

must be in this state for this 

Rule to run 

Not-Set   

       Continue-BL Continue with Business-Logic Rules 

       Reject-Call Reject The Call 

       Accept-Call Allow the Call to Continue 

       Connect-Call-To-Service Connect the call to another service 

       Error Mark as an error 

       Mark-As-Suspect Mark As Suspect 

       Monitor Take no further actions after this Rule 

       Act-Now Follow the actions from this rule now 

Pre-Process 

Match-SubResult 

Realtime Not-Set 'sub-rules' / 'Pre-Process else' 

chained rules only - this chain 

of rules must have produced 

this sub-result for this rule to 

run 

Not-Set   

       Continue-BL Continue with Business-Logic Rules 

       Reject-Call Reject The Call 

       Accept-Call Allow the Call to Continue 

       Connect-Call-To-Service Connect the call to another service 
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       Error Mark as an error 

       Mark-As-Suspect Mark As Suspect 

       Monitor Take no further actions after this Rule 

       Act-Now Follow the actions from this rule now 

Pre-Process Else Realtime  If the Pre-Process Match-xxx 

values do not match the 

session run this Rule instead 

(can be used to form a chain 

of sub-rules) 

    

[generated by 

ACT_WHEN_VARS_

PARAM(...) - see 

source] 

Realtime        

[generated by 

RULE_ACT_CHG_P

ARAM(...) - see 

source] 

Realtime        

Returned Variables 

To Ignore 

Realtime  If the Rule returns variables - 

do not add the ones listed to 

the session variables 

    

Run Sub-Rule 

when 

Realtime Not-Set Once this rule has finished 

the sub-rule will be run if 

these conditions are met 

Not-Set   

       Continue-BL Continue with Business-Logic Rules 

       Reject-Call Reject The Call 

       Accept-Call Allow the Call to Continue 

       Connect-Call-To-Service Connect the call to another service 

       Error Mark as an error 

       Mark-As-Suspect Mark As Suspect 

       Monitor Take no further actions after this Rule 

       Act-Now Follow the actions from this rule now 

Sub-Rule Realtime  Can be used to form a chain 

of rules which are run if the 
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'Run Sub-Rule When' 

conditions are met 

[generated by 

LTCY_REPORT_PAR

AMETERS(...) - see 

source] 

Realtime        

Write-CDR Realtime Not-Set Controls whether this rule will 

be written to the RULE_HIST 

column of the CSV CDR. (The 

final Rule is always written to 

this column) 

Not-Set   

       Continue-BL Continue with Business-Logic Rules 

       Reject-Call Reject The Call 

       Accept-Call Allow the Call to Continue 

       Connect-Call-To-Service Connect the call to another service 

       Error Mark as an error 

       Mark-As-Suspect Mark As Suspect 

       Monitor Take no further actions after this Rule 

       Act-Now Follow the actions from this rule now 
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Rule List Item          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

Description Realtime        

Options Realtime    No-Effect-On-Rule-

Action 

This RLI does not affect the Rule-Actions 

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    Rule-List Item   

RuleStatus Realtime enforcing The status of the rule - if 

disabled the rule will not be 

run. monitored rules are 

processed but not actioned 

disabled The Rule associated with rule-item (and any child rules) are 

disabled 

       enforcing The Rule associated with rule-item (and any child rules) is 

being enforced 



 

98 of 465          

SVI Resource Glossary 

       monitoring The Rule associated with rule-item (and any child rules) is not 

enabled but the CDR will reflect the status 

Rule Realtime  The Rule this Rule-List-Item is 

associated with 

    

Priority Realtime 0 Controls the order of 

execution of rule-list-items. 

lower priority items will be 

executed first 
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SCTP          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed    SCTP   

       RUDP   

       Diameter SCTP Config   

ASP Managed INVLD_RE

S_INST 

The ASP Resource associated 

with this SCTP socket. 

    

local port Managed 2905 The SCTP port number for the 

local SVI process. 

    

local address Managed INADDR_

ANY 

IP address of the SVI-SG for 

the SCTP socket. 
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remote port Managed 2905 SCTP port number for the 

remote host. 

    

remote address Managed INADDR_

ANY 

IP Address for the remote 

host. 

    

Outgoing Streams Managed 2 Number of outgoing SCTP 

streams for this socket. 

    

Incoming Streams Managed 2 Number of incoming SCTP 

streams for this socket. 

    

End Managed Client Controls the client-server 

behaviour of the SCTP socket. 

Server SVI is the Server side of the connection 

       Client SVI is the Client side of the connection 

       Client Server   

       UDP Peer   

       IPSP   

Protocol Managed SCTP Allows TCP-IP sockets to be 

used instead of SCTP. 

TCP   

       UDP   

       SCTP   

IP Managed  When using TCP/IP instead of 

SCTP (section 0) - This is the 

IP socket resource to use. 

    

Inservice Managed        

Outservice Managed        

Restart On Failure Managed False End of Life. No longer used in 

code. 

    

Redundancy 

Model 

Managed Active Controls the behaviour of the 

SCTP socket in a redundant 

system. 

Active The standby SCTP socket will be Activated 

       Inactive The standby SCTP will not be activated until Failover 

       Independent The SCTP will not depend on the plane in a redundant system 

Multi-homed local 

address 

Managed INADDR_

ANY 

Alternate local address for 

Multi-homed system. 

    

Multi-homed 

remote address 

Managed INADDR_

ANY 

Alternate Remote address for 

Multi-homed system. 
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RUDP Checksum Managed No 

Checksu

m 

Attach RUDP checksums in 

sent packets 

No Checksum   

       Header Checksum   

       Message Checksum   

RUDP Option Managed 0x01 End of Life     

RUDP Msegsize Managed 1000 End of Life     

RUDP Trt Managed 600 RUDP retransmission interval     

RUDP Tcack Managed 1000 RUDP cumulative ACK send 

timer 

    

RUDP Tnull Managed 4000 RUDP NULL transmission 

timer 

    

RUDP Ttrans Managed 600 End of Life     

RUDP Mretrans Managed 3 Maximum retransmissions 

until RUDP is disconnected 

    

RUDP Mcumack Managed 3 Maximum number of 

segments in a cumulative 

ACK 

    

RUDP Moutseq Managed 0 Maximum number of out of 

sequence segments 

    

RUDP OosBufSz Managed 100 Used to handle 

retransmissions. Sequence 

numbers inside current 

(sequence number + 

configured value - 1) is 

processed and anything else 

is considered a 

restransmission 

    

RUDP Mautoreset Managed 3 End of Life     

RUDP Negotiate Managed 3 End of Life True   

       False   

SCTP State Managed  Internal SVI SCTP state     

Description Managed        
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SCTP Tmax Managed 2000 Retransmission Timeout 

Value in milliseconds. 

    

SCTP Heartbeat Managed 30000 Heartbeat interval timeout in 

milliseconds. 

    

SCTP Max Retry Managed 10 Maximum number of 

retransmissions before 

unreachable. 

    

Congestion State Managed False End of Life     

fd Managed  The internal file handles of 

the SCTP socket. 

    

sktfd Managed  The internal file handles of 

the SCTP socket. 

    

No Delay Managed False Allows the setting of the 

SCTP socket option 

SCTP_NODELAY. 

    

SQOCK Options Managed 0 Options when this resource is 

attached to an IP socket 

managed by SQOCK - e.g. 

Diameter 

REUSEADDR   

       SCTP_ABORT   

       NO_DELAY   

Options Realtime 0 SCTP resource specific 

options 

SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Listener Indicates that this is a listener SCTP configuration thaat will 

get reused to allow for same local listening port across 

multiple SCTP resources.Only work for SVI as Server side 

setups. 

       Validate-Addr Setting this means SVI will not attempt to create the socket 

but will use a listener socket instead. To be used in systems 

where a listener SCTP socket is setup via Listener option 

       SO_REUSEADDR Socket option SO_REUSEADDR will be set on sockets opened 

for this resource 

       Abort-Connection-On-

Close 

When connection is closed SCTP ABORT will be sent rather 

than SHUTDOWN 
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       Allow-Duplicate-Local-

Addr-Port 

Normally the SVI will check the local address-port is unique 

for all SCTP resources; this option skips the check for this 

resource 

       Monitor This SCTP resource is a monitor-only device 

       Pcap-No-SaveFile-Delay Monitor only - Packets from a Test Pcap File are processed as 

quickly as possibly rather than being processed in 'real' time 

       Pcap-SaveFile-Preserve-

Ass 

Monitor only - When a Test Pcap File is loaded, any 

Association data will be preserved rather than deleted 

(default is deletion) 

Location Managed Local Indicates the location of the 

resource with respect to 

current plane in a redundant 

system. Will have value No 

Plane for a single system 

Local Resource is located in the local plane. Applicable to 

redundant systems. 

       Remote Resource is located in the remote plane. Applicable to 

redundant systems. 

       No Plane Resource is located in local plane.Applicable to 

Single/standalone systems 

ForceExtCong Managed False Internal testing use only.if 

external cstats congestion is 

set manually; this forces it to 

stay congested. Useful to 

simulate congestion at sctp 

    

SACK timeout Managed 0 Set the sctp delayed 

acknowledge timeout value 

in 

seconds.SCTP_DELAYED_ACK_

TIME socket option 

    

set SO_RCVBUF Managed SKT_BUFF

ER_SIZE 

sets the socket option 

SO_RCVBUF which is the size 

of the receive buffer in bytes. 

sysctl option 

net.core.rmem_max must be 

larger than this for it to be 

effective 
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set SO_SNDBUF Managed SKT_BUFF

ER_SIZE 

sets the socket option 

SO_RCVBUF which is the size 

of the receive buffer in bytes. 

sysctl option 

net.core.wmem_max must be 

larger than this for it to be 

effective 

    

IP TOS Managed        

IP Priority Managed        

Monitor Device Managed 0 Monitor only - the linux 

device (e.g. eth0/bond0) that 

the monitor will sniff packets 

from 

    

Monitor Pcap Filter Managed 0 Monitor only - the libpcap-

level packet filter. protocol 

'sctp' is always used and will 

be added if not specified. 1-n 

source/destination 

addresses/ports can be 

specified. see 'man pcap-

filter' for syntax 

    

Monitor Protocol 

Class 

Realtime 0 Monitor only - The Sigtran 

Protocol Classes to monitor 

M3UA   

       IUA   

       M2UA   

       M2PA   

       SUA   

Monitor MTP3 SI Realtime 0 Monitor only - The MTPL3 

Service Indicator messages to 

monitor 

SCCP   

       TUP   

       ISUP   

Monitor 

KeepAliveInterval 

Realtime 60 Monitor only - if an 

association has been inactive 

for longer than this time (in 
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seconds) its data will be 

deleted. 0 is unlimited 

Monitor 

GlobalKeepAliveInt

erval 

Realtime 0 Monitor only - if the whole 

monitor interface has been 

inactive for longer than this 

time (in seconds) all monitor 

associations will be deleted. 0 

is unlimited 

    

Monitor Lost 

Packet Timeout 

Realtime 100 Monitor only - if an SCTP 

chunk is received out of order 

this is the time (in ms) after 

which the missing chunk is 

considered lost. 0 is unlimited 

    

Monitor Read 

Pcap File 

Realtime 0 Monitor testing - a pcap file 

to read test data from 

    

Listener Managed  The listener socket used by 

the SCTP if listener socket 

style config is setup - allows 

for additional validation for 

local address 

    

SCTP-Loop Managed        

Tx Bytes Sec 

Throttle 

Managed        

Tx Msgs Sec 

Throttle 

Managed        

Tx Msgs 

MaxQueue 

Managed        

Rx Bytes Sec 

Throttle 

Managed        

Rx Msgs Sec 

Throttle 

Managed        

Rx Msgs 

MaxQueue 

Managed        
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Sip Handler          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

Description Realtime        

Status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime 0 The type of Protocol Handler SIP   

Business Logic Realtime  The Business Logic Resource 

holding the rules for this 

lookup 

    

Expiry Time (ms) Realtime        

[generated by 

REGEX_REPLACE_P

ARAMETERS(...) - 

see source] 

Realtime        
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IC - BL Lookup 

Type 

Realtime Called-

Party-

Number 

Incoming Transactions - The 

category of number that has 

been extracted from the SIP 

message using 'IC Lookup 

Match/Replace' 

Called-Party-Number   

       Calling-Party-Number   

       Redirecting-Party-

Number 

  

       Original-Called-Party   

       Imsi   

       Originating-Switch-

Address 

  

       Additional-Calling-Party   

       MSISDN   

IC - Response 

When BL-

'Continue' 

Realtime 302 - 

Moved 

Temporar

ily 

Incoming Transactions - 

Response to send when the 

Business Logic returns 

'Continue' 

300 - Multiple Choices   

       301 - Moved 

Permanently 

  

       302 - Moved 

Temporarily 

  

IC - Add Header 

When BL-

'Continue' 

Realtime  Incoming Transactions - 

Header to add when the 

Business Logic returns 

'Continue'. variables from the 

BL response can be added 

using %{LKP_RESPONSE} 

    

IC - Response 

When BL-'Release' 

Realtime Use 

Release-

Cause 

from BL 

Incoming Transactions - 

Response to send when the 

Business Logic returns 

'Release' 

300 - Multiple Choices   

       301 - Moved 

Permanently 
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       302 - Moved 

Temporarily 

  

       Use Release-Cause from 

BL 

  

IC - Add Header 

When BL-'Release' 

Realtime  Incoming Transactions - 

Header to add when the 

Business Logic returns 

'Release'. variables from the 

BL response can be added 

using %{LKP_RESPONSE} 

    

IC - Default BL 

Lookup Response 

Realtime        

OG - Lookup Field Realtime Called-

Party-

Number 

Outgoing Transactions - How 

to use the Lookup number 

from the Business Logic 

Called-Party-Number   

       Calling-Party-Number   

       Redirecting-Party-

Number 

  

       Original-Called-Party   

       Imsi   

       Originating-Switch-

Address 

  

       Additional-Calling-Party   

       MSISDN   

OG - Default 

CDPN 

Realtime  Outgoing Transactions - 

Value to use in the SIP 'From' 

User Part if not supplied by 

the Business Logic. If not set - 

'Anonymous' is used 

    

OG - Default 

CGPN 

Realtime  Outgoing Transactions - 

Value to use in the SIP 'To' 

User Part if not supplied by 

the Business Logic. If not set - 

'Anonymous' is used 
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OG - Destination 

Address 

Realtime INADDR_

ANY 

Outgoing Transactions - IP 

address of destination host 

    

OG - Destination 

Port 

Realtime  Outgoing Transactions - UDP 

port of destination host - 

default 5060 

    

[generated by 

REGEX_REPLACE_P

ARAMETERS(...) - 

see source] 

Realtime        

OG - DIP Success 

Response - DIP 

Variable 

Realtime  Outgoing transactions - 

variable name to pass back to 

business logic (will contain 

the value extracted from the 

response using 'OG Response 

Match/Replace') 

    

OG - DIP Success 

Response - Code 

Realtime 302 - 

Moved 

Temporar

ily 

Outgoing Transactions - The 

SIP response code that is 

represents 'success/found' 

300 - Multiple Choices   

       301 - Moved 

Permanently 

  

       302 - Moved 

Temporarily 

  

OG - DIP Failure 

Response - Code 

Realtime CALL_CLE

AR 

Outgoing Transactions - The 

SIP response code that is 

represents 'failure/not-found' 

300 - Multiple Choices   

       301 - Moved 

Permanently 

  

       302 - Moved 

Temporarily 

  

       4xx/5xx/6xx - Other 

failure responses 

  

[generated by 

LTCY_REPORT_PAR

Realtime        
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AMETERS(...) - see 

source] 
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SQL          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed    SQL Client   

Name Managed        

Backup Managed        

Address Managed        

Partner Address Managed        

Port Managed        

Login Managed        

Password Managed        

Tconn Managed        
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Tquery Managed        

Tcopy Managed        

Tresync Managed        

Tcheck Managed        

Inservice Managed        

Outservice Managed        

sqlReqCount Managed 0 Total requests count     

sqlRespCount Managed 0 Total responses count     

sqlErrCount Managed 0 Total error count     

connFailCount Managed 0 Connection Failure count     

connTimeouts Managed 0 Connection timeout count     

queryTimeouts Managed 0 SQL Query timeout count     

Database Variant Managed    Postgres   

       MYSQL   

       WebServices   

Options Managed    Get-Rate-Procedure   

       Get-Route-Configurable   

       SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       CDR-Start   

       CDR-Final   

       CDR-Update   

       Get-Rate   

       Get-Routing   

       Register-Req   

       Access-Req   

       Use-HG-Names   

       CDR-Time-UTC   

       Force-Contact-Match   

       Generate-Long-CDRID   

       Diameter-Peer-Stats   

       Diameter-TDRs   
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       SQL-Lookup-Req-

MSISDN 

  

       CDR-Post-Final If VD Rtp Options RTP-Stats is on then will deliver rtp stats 

from rtprouter to CDR after the CDR has been moved to 

cdr_table 

Description Managed        

SQLS Managed        

Algorithm Managed    Redundant Select the first available child resource and if fails try the next 

one and so on 

       Round Robin Loadshare across all available child resources 

Synchronise Managed    True   

       False   

resyncing Managed    True   

       False   

SQL Retries Managed        

SQL Retry Causes Managed        

Toptions Managed        

No Interrogation Managed    True   

       False   

Reset 

Interrogation 

Managed        

Tx Stats Managed        

Failover Managed    True   

       False   

Msg Retry Count Managed        

Longest Query 

Time 

Managed 0 Longest SQL Query 

processing time so far 
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SQL Insert Rule Details        

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

Description Realtime        

Type Realtime    SQL Insert Rule Detail   

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Table Name Realtime  The SQL Common-Colour 

table this rule will insert into 

    

[generated by 

CMN_CLR_INSERT_

PARAMETERS(...) - 

see source] 

Realtime        

Insert TTL Variable Realtime  A fixed value for expiry (in 

seconds) or the name of a 
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variable that should contain 

the TTL. defaults to infinite 

Insert To Variable Realtime  Optional - if the value to be 

inserted is a range this is the 

'to' value. (Rule:'Address 

Field' is the 'from' value) 

    

[generated by 

ACT_WHEN_PARA

M(...) - see source] 

Realtime        
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SQL Rule Details          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

Description Realtime        

Type Realtime    SQL Rule Detail   

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Table Name Realtime  The SQL Common-Colour 

table this rule will query 

    

[generated by 

CMN_CLR_PARAM

ETERS(...) - see 

source] 

Realtime        

[generated by 

ACT_WHEN_PARA

M(...) - see source] 

Realtime        
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SRF          

Attribute Cfg Type Default Description Option Option Description 

Description Realtime  Unique name of the resource     

status Realtime Niu State of the resource Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime SRF Type of the resource SRF   

SRF Service Realtime _SRF_NP Service supported by the SRF 

configuration.Currently only 

MNP using SRI-SM messages 

    

Operation Realtime MAP_SEN

D_ROUTI

NG_INFO

_FOR_SM 

The Message to perform SRF 

service on 

    

Key Type Realtime SRF_NP_K

EY_MSISD

N 

Not used     
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Response Format Realtime SRF_RESP

_TYPE_RN

_MSISDN 

Specify the response format 

used in outgoing message 

    

Address 

Manipulation 

Realtime  Common Address resource 

reference to do number 

manipulation 

    

NP Resource Realtime  The Number Portability 

resource reference to be used 

if MNP SRF service is 

configured 

    

SQL-Stats-Update-

Sec 

Realtime 1000 Periodic interval at which 

statistics would be update 

into SQL database 

    

[generated by 

LTCY_REPORT_PAR

AMETERS(...) - see 

source] 

Realtime        

Ported Number 

Action 

Realtime SRF_PORT

ED_ACTIO

N_FWD 

Perform Action when 

Number is Ported 
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System          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

name Realtime  Unique name of the System     

Description Realtime        

Product Realtime RES_SYST

EM 

The product variant of the SVI     

Version Major Realtime  The Major Version Number of 

running software 

    

Version Minor Realtime  The Minor Version Number of 

running software 
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Version BugFix Realtime  The BugFix version number - 

only applicable if this is a 

bugfix branch; otherwise 0 

    

Version Status Realtime  Current status of this build - 

e.g. 'dev'; 'beta1/2' 'rc1/2/3'. 

    

type Realtime    SS7 Signaling Gateway   

       SS7 Signalling Gateway   

       Media Gateway   

       SVI-SRF   

address Realtime INADDR_

ANY 

Primary IP Address of this 

system 

    

partner Realtime INADDR_

ANY 

Partner plane IP Address for a 

redundant setup 

    

local Realtime INADDR_

ANY 

Local IP Address of the 

system 

    

Partner 

Management 

Address 

Realtime        

Remote Cluster 

Pref 

Realtime        

Remote Cluster 

NPref 

Realtime        

loop Realtime  End of Life     

Redundant Mode Realtime Single Indicates if the System is 

setup as Single or 

Redundant(Worker/Standby) 

Single System is setup as a standalone system 

       Redundant System is setup as a redundant system - Worker/Standby 

plane mode 

       Redundant Mgway Same as redundant 

Redundant Role Realtime Pref Is this plane Pref or Npref. Set 

on command line using -n 

Pref This is the Preferred plane - or it is single plane 

       NPref This is the Non-Preferred plane 

username Realtime  Username value to protect 

telnet sessions using 
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username/password 

authentication 

password Realtime  Password value to protect 

telnet sessions using 

username/password 

authentication 

    

ManualConfig Realtime        

EndpointName Realtime  For SIP based systems - this 

endpoint name will be used 

in generating VoIP Call 

Reference Id's that are 

unique. Defaul value is 

'SVIGateway'. eg: 

2769011398-

30401@SVIGateway 

    

Stats Window Size Realtime        

Registration File Realtime        

OID Realtime  End of Life - depreciated as 

SNMP enterprise id is always 

.1.3.6.1.4.1.46333 

    

NumTCPErrors Realtime DEFAULT_

TCP_ERR

ORS 

If set to a value other than 

default value 255;this will 

result in a system termination 

when the number of TCP 

transmit errors exceed 

configured value for 

SIP/H323 traffic over TCP 

    

License Status Realtime Idle Indicates if the license key 

has been accepted by the 

system or not 

Idle No license key has been loaded into the system 

       Temporary Unverified System is setup to do temporary license(Paranoid license 

server via Radius protocol) - license not verified 

       Temporary Verified System is setup to do temporary license(Paranoid license 

server via Radius protocol) - license verified 
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       Full A license key was loaded and accepted(verification success) 

as full/permenant license 

       Failure A license key was loaded but failed verification 

State Realtime Uninitialis

ed 

The state of the system - 

useful in redundant setups to 

check which plane is Worker 

and which one is Stanby 

Uninitialised   

       Initialised   

       Configured   

       Wait Command   

       Going Worker   

       Going Standby   

       Worker   

       Standby   

       Running   

       Shutdown   

Status Report Realtime True Enable periodic printing of 

system stats - Box 

uptime;load average;total 

RAM ;free RAM ;shared RAM; 

buffer RAM ;total swap space 

;free swap space ;process 

count; PID. See System 

resource 'Status Report 

Timer' for frequency of 

reports 

    

Status Report 

Timer 

Realtime 60*60*24 The frequency of the system 

status reports enabled by 

System resource 'Status 

Report' attribute.Default is 1 

day.Configured in seconds. 

    

mapHHsize Realtime 2000 Size of the hash handle array 

for storing records of 
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pending transactions in map 

task 

Settle State Realtime  Internal state when the 

system is moving from a 

Going Worker state to 

Worker state for redundant 

setup.If set to True; the 

system is in process of going 

worker 

    

Long Settle State Realtime        

Type Realtime        

Tsettle Realtime 2 seconds - The covering timer 

for settle state attribute. This 

is started when the system 

changes state to Go Worker 

from Standby. Gets cancelled 

when system goes to Worker 

state.Upon expiry; it will reset 

the settle state attribute of 

System resource to False 

    

Tlong_settle Realtime 300 seconds - The covering timer 

for long-settle state attribute. 

This is started when the 

system changes state to Go 

Worker from Standby. Upon 

expiry the system will resume 

normal operation without 

allowances for recent failover 

    

Go-Standby Timer 

Duration 

Realtime 30 seconds - Backstop timer for 

the go-standby operation. if 

the worker does not 

checkpoint all required data 

while this timer is active - this 

plane will restart 
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Go-Standby Expiry 

Action 

Realtime Immediat

e-Exit 

the action to take if the Go-

Standby Timer expires or the 

plane goes-worker before all 

checkpoint data is received 

Graceful-Exit System will exit gracefully 

       Immediate-Exit System will exit immediately 

       Seg-Fault System will induce a Segmentation-Fault 

       No-Action System will not exit 

Inservice Realtime        

Outservice Realtime        

Date Format Realtime  Controls the date format 

which gets used in logs file 

prints. Each line in log file 

starts with a datetime 

ISO-8601   

Periodic Realtime        

Options Realtime Multi-

thread 

The System resource specific 

options 

Multi-thread End of Life. Multithreading is to be passed as a command line 

argument at startup of process 

       SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Alloc-Report Advanced engineering debugging: enables tracking of 

memory blocks allocated and freed by the process 

       Alloc-Print-Add Advanced engineering debugging: enables printing a debug 

line(if relevant task is on) for every memory allocation 

operation 

       Alloc-Print-Free Advanced engineering debugging: enables printing a debug 

line(if relevant task is on) for every memory deallocation(free) 

operation 

       Alloc-Report-Full Advanced engineering debugging: enables storage of an 

internal record for every allocate operation(until its freed) so 

that a full report can be printed on demand at any point. 

Telnet command 'alloc' to be used for this ondemand alloc 

report 

       CNAM-Resp-Send-

Invoke 

Added to let SVI send an TCAP invoke as part of CNAM 

response 

       IUA-Loopback Set the system up to run an IUA loop for internal testing. 



 

126 of 465          

SVI Resource Glossary 

       Enable-TLS-Support Enable SSL/TLS support system wide - used in the IP task as 

well as for SIP over TLS 

       Use-Squire-Mib End of Life - always enabled. Setup the system to use MIB 

based SNMP using the netsnmp libraries 

       Dont-CheckPoint-SCTP-

Local-Address 

Disables the checkpointing of the local address on the SCTP 

resource. Provides backwards compatibility after CASE14477 

       INAP-Two-Byte-Op-

Code 

Allow support for special 2 byte opcode encoding for Call-

Info-To-Resource message encoding at MAP task 

       Enable-ODA-Testing Internal use only - setup the system to run Ondemand 

feature testing 

       DummyMG   

       Traps-In-Ranges Traps written to file and telnet will be grouped into ranges if 

possible. this also makes the GUI traps slightly more efficient 

       Dont-Pause-Rot-In-

Commit 

Turns off MNT pausing of processing of Rot expiry during 

commits 

       Graceful-Shutdown Makes shutdown wait until system init resp is received in 

database.cpp before clearing up. Stops leaks that would be 

cleared up from showing during testing 

       Test-Mode Internal use only - enables behaviour used for testing. 

       Ignore-Niu Internal use only - Ignore Defaulting of NIU resources when 

going standby or receiving NIU statuses as standby 

       TaskThread-Set-Affinity task-threads are started on a 'free' core from within the 

available system cores. Only needed inside containers when 

using isolcpus - i.e. kernel-scheduler is not active 

Timer Thread 

Sleep Period 

Realtime  Sleep time used by timer task 

thread. THis could be set via 

the command oine option -r 

at startup of the process. 

    

Host Name Realtime  For systems that handle SIP 

traffic; this value if set will be 

used instead of local IP 

address in the URI formed for 

sending out SIP headers 

    

MaxPeriodLoopTi

me 

Realtime 0 Maximum time spent on a 

single schedular loop 
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MaxPeriodTime Realtime 0 Maximum time spent on a 

specific periodic call 

execution for a task - Task 

name available in 

MaxPeriodicTask 

    

MaxPeriodTask Realtime  The task that took the 

maximum time in a periodic 

call execution - time taken is 

available in MaxPeriodicTask 

attribute 

    

MaxPeriodQue Realtime 0 The number of queued 

messages at the time of 

longest execution captured 

by MaxPeriodicTask and 

MaxPeriodicTime 

    

MaxRxTime Realtime 0 Maximum time spent on 

receiving a message 

    

Interface Realtime  The ethernet interface in the 

system to use for verification 

of license against MAC 

address 

    

SNMP Version Realtime Version 1 Version of the SNMP protocol 

to be used by the system to 

generate traps 

Version 1   

       Version 2c   

       Version 3   

SNMP sysLocation Realtime  sends SNMPv2-

MIB::sysLocation with 

contents from this attribute 

    

ReinitialiseSNMP Realtime 0 Reinitialise the connection 

between SNMP api 

implementation and the 

netsnmp agent running on 

the server/OS 
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Clock tick Realtime 100 Granularity of the timer task. 

This is the minimum value 

that a timer in system can 

have. Configured in 

milliseconds.Setup a lower 

value and start the system 

with a lower value of thread 

sleep using -r switch on 

startup command to achieve 

better precision. Check 

System resource 'Timer 

Thread Sleep Period' attribute 

as well for details 

    

Timezone Realtime 0 indicates the 

difference;expressed in 

quarters of an hour;between 

the local time and GMT 

    

Timezone Sign Realtime Positive indicates the sign of the 

timezone - whether to add or 

subtract the time from GMT 

Positive   

       Negative   

Periodic Touch File Realtime 0 Full Path and Name of a File 

to 'touch' periodically. 'Touch 

File Interval' controls how 

often this happens 

    

Touch File Interval Realtime 0 The interval (in seconds) 

between touches of the file 

specified in 'Periodic Touch 

File' 

    

Sched Sleep Realtime 10 length of time scheduler will 

sleep if there is nothing to do 

(default 10ms) 

    

Sched Mem 

Options 

Realtime 0 Support-Only. Sets 

configuration options for the 

Enabled Scheduler Info Memory-Leak Detection Enabled 
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scheduler memory-leak 

detection system - default off 

       Log-Allocs Each Scheduler Info Alloc will be logged to Gateway log file if 

the calling Task responsible has debug on 

       Log-Free Each Scheduler Info Free will be logged to Gateway log file if 

the calling Task responsible has debug on 

       Log-All-Tasks Modifies the action of the Log-xxx options so that calls from 

all tasks are Logged. 

Traffic Test Realtime 1 Flag to allow traffic testing in 

a special build that allows for 

traffic testing other systems 

    

instancesTimer Realtime 500 This is the time interval the 

system leaves between 

sending back response for 

instances command from svi-

ms - everytime the timer 

expires attributes of a 

resource is sent back instead 

of sending all attributes of all 

resources in one go 

    

TLS Key Size Realtime GNUTLS_

SEC_PAR

AM_LEGA

CY 

Strength of the key bits 

generated for Diffie-Hellman 

key exchange at startup 

    

TLS Log Level Realtime 0 TLS advanced debugging 

from library internals. Default 

value 0 means off.To get 

maximum debug data; set 99. 

Possible to set in realtime. 

Gets applied globally for all 

TLS sessions in the system. 
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Tcap Handler          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

Description Realtime        

Status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime 0 The type of Protocol Handler ITU MAP   

       ANSI MAP   

       INAP   

       CAMEL   

Expiry Time (ms) Realtime 500 The maximum time a 

transaction can last (in ms) 

    

Business Logic Realtime  The Business Logic Resource 

holding the rules for this 

lookup 
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IC - Extract BL 

Lookup From - 1st 

Choice 

Realtime    ANSI CNAM Generic-

Name 

  

       ANSI CNAM Service-Key   

       ANSI LNP Called-Party-

Id 

  

       ANSI LNP User-Id   

       Not Set   

IC - Extract BL 

Lookup From - 

2nd Choice 

Realtime    ANSI CNAM Generic-

Name 

  

       ANSI CNAM Service-Key   

       ANSI LNP Called-Party-

Id 

  

       ANSI LNP User-Id   

       Not Set   

IC - BL Lookup 

Field 

Realtime Value 

From 

TCAP 

message 

Incoming Transactions - The 

category of number that has 

been extracted from the 

TCAP message using 'IC 

Lookup Match/Replace' 

Called-Party-Number   

       Calling-Party-Number   

       Redirecting-Party-

Number 

  

       Original-Called-Party   

       Imsi   

       Originating-Switch-

Address 

  

       Additional-Calling-Party   

       MSISDN   

       Value From TCAP 

message 

  

IC - Response 

when BL-

Realtime TCAP_EN

D 

Incoming Transactions - TCAP 

Transaction to send when the 

Tcap-BEGIN   
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'Continue' - 

Transaction 

Business Logic returns 

'Continue' 

       Tcap-END   

       Tcap-ABORT   

       Tcap-CONTINUE   

       Tcap-UNI-DIRECTIONAL   

       Tcap-Ansi-QUERY-

WITH-PERMISSION 

  

       Tcap-Ansi-QUERY-

WITHOUT-PERMISSION 

  

       Tcap-Ansi-RESPONSE   

       Tcap-Ansi-

CONVERSATION-WITH-

PERMISSION 

  

       Tcap-Ansi-

CONVERSATION-

WITHOUT-PERMISSION 

  

       Tcap-Ansi-ABORT   

       Tcap-Ansi-UNI-

DIRECTIONAL 

  

IC - Response 

when BL-

'Continue' - 

Component 

Realtime Map-

RETURN-

RESULT 

Incoming Transactions - TCAP 

Component to send when the 

Business Logic returns 

'Continue' 

Map-INVOKE   

       Map-RETURN-RESULT   

       Map-RETURN-ERROR   

       Map-REJECT   

       Map-CONTINUE   

       Map-BEGIN   

       Map-RETURN-RESULT-

NL 

  

       Map-UDTS   

       Map-Ansi-INVOKE   
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       Map-Ansi-RETURN-

RESULT 

  

       Map-Ansi-RETURN-

ERROR 

  

       Map-Ansi-REJECT   

       Network-Unavailable   

       No Component   

IC - Response Field 

when BL-

'Continue' 

Realtime  Incoming Transactions - TCAP 

Parameter to fill (with the BL 

response value) when the 

Business Logic returns 

'Continue' 

ANSI CNAM Generic-

Name 

  

       ANSI CNAM Service-Key   

       ANSI LNP Called-Party-

Id 

  

       ANSI LNP User-Id   

       Not Set   

IC - Response 

when BL-'Release' 

- Transaction 

Realtime TCAP_EN

D 

Incoming Transactions - TCAP 

Transaction to send when the 

Business Logic returns 

'Release' 

Tcap-BEGIN   

       Tcap-END   

       Tcap-ABORT   

       Tcap-CONTINUE   

       Tcap-UNI-DIRECTIONAL   

       Tcap-Ansi-QUERY-

WITH-PERMISSION 

  

       Tcap-Ansi-QUERY-

WITHOUT-PERMISSION 

  

       Tcap-Ansi-RESPONSE   

       Tcap-Ansi-

CONVERSATION-WITH-

PERMISSION 
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       Tcap-Ansi-

CONVERSATION-

WITHOUT-PERMISSION 

  

       Tcap-Ansi-ABORT   

       Tcap-Ansi-UNI-

DIRECTIONAL 

  

IC - Response 

when BL-'Release' 

- Component 

Realtime Map-

RETURN-

RESULT 

Incoming Transactions - TCAP 

Component to send when the 

Business Logic returns 

'Release' 

Map-INVOKE   

       Map-RETURN-RESULT   

       Map-RETURN-ERROR   

       Map-REJECT   

       Map-CONTINUE   

       Map-BEGIN   

       Map-RETURN-RESULT-

NL 

  

       Map-UDTS   

       Map-Ansi-INVOKE   

       Map-Ansi-RETURN-

RESULT 

  

       Map-Ansi-RETURN-

ERROR 

  

       Map-Ansi-REJECT   

       Network-Unavailable   

       No Component   

IC - Response Field 

when BL-'Release' 

Realtime  Incoming Transactions - TCAP 

Parameter to fill (with the BL 

response value) when the 

Business Logic returns 

'Release' 

ANSI CNAM Generic-

Name 

  

       ANSI CNAM Service-Key   

       ANSI LNP Called-Party-

Id 
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       ANSI LNP User-Id   

       Not Set   

IC - Default 

Lookup Response 

Realtime  Incoming Transactions - If the 

Business Logic does not 

produce a Lookup Response 

(LKP_RESPONSE) a default 

can be specified here 

    

OG - Lookup Op-

Code 

Realtime ANSI 

CNAM-

Residence

-Query 

Outgoing Transactions - The 

Op-Code to use 

ANSI CNAM-Residence-

Query 

  

       ANSI LNP-Info-Analyzed   

OG - Lookup Field Realtime    ANSI CNAM Generic-

Name 

  

       ANSI CNAM Service-Key   

       ANSI LNP Called-Party-

Id 

  

       ANSI LNP User-Id   

       Not Set   

OG - Default Fields Realtime        

OG - Default 

Route Token 

Realtime  Outgoing Transactions - The 

route token to use if it is not 

specified by the Business 

Logic 

    

OG - DIP Success 

Response - 

Transaction 

Realtime TCAP_EN

D 

Outgoing Transactions - the 

TCAP Transaction type(s) that 

represent 'success' 

Tcap-BEGIN   

       Tcap-END   

       Tcap-ABORT   

       Tcap-CONTINUE   

       Tcap-UNI-DIRECTIONAL   

       Tcap-Ansi-QUERY-

WITH-PERMISSION 
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       Tcap-Ansi-QUERY-

WITHOUT-PERMISSION 

  

       Tcap-Ansi-RESPONSE   

       Tcap-Ansi-

CONVERSATION-WITH-

PERMISSION 

  

       Tcap-Ansi-

CONVERSATION-

WITHOUT-PERMISSION 

  

       Tcap-Ansi-ABORT   

       Tcap-Ansi-UNI-

DIRECTIONAL 

  

OG - DIP Success 

Response - 

Component 

Realtime Map-

RETURN-

RESULT 

Outgoing Transactions - the 

MAP Component type(s) that 

represent 'success' 

Map-INVOKE   

       Map-RETURN-RESULT   

       Map-RETURN-ERROR   

       Map-REJECT   

       Map-CONTINUE   

       Map-BEGIN   

       Map-RETURN-RESULT-

NL 

  

       Map-UDTS   

       Map-Ansi-INVOKE   

       Map-Ansi-RETURN-

RESULT 

  

       Map-Ansi-RETURN-

ERROR 

  

       Map-Ansi-REJECT   

       Network-Unavailable   

       No Component   

OG - DIP Success 

Response - 1st 

Choice Field 

Realtime ANSI 

CNAM 

Outgoing Transactions - If a 

response has been 

determined to be a 'success' 

ANSI CNAM Generic-

Name 
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Generic-

Name 

the MAP/etc field to extract 

and return to the Business 

Logic Task - first choice 

       ANSI CNAM Service-Key   

       ANSI LNP Called-Party-

Id 

  

       ANSI LNP User-Id   

       Not Set   

OG - DIP Success 

Response - 2nd 

Choice Field 

Realtime Not Set Outgoing Transactions - If a 

response has been 

determined to be a 'success' 

the MAP/etc field to extract 

and return to the Business 

Logic Task - second choice 

(only used if first choice is not 

present) 

ANSI CNAM Generic-

Name 

  

       ANSI CNAM Service-Key   

       ANSI LNP Called-Party-

Id 

  

       ANSI LNP User-Id   

       Not Set   

OG - DIP Success 

Response - DIP 

Variable 

Realtime  Outgoing Transactions - 

variable name to pass back to 

business logic (will contain 

the value extracted from the 

response using 'OG - DIP 

Success Response - 1st 

Choice Field'/'2nd Choice 

field') 

    

OG - DIP Failure 

Response - 

Transaction 

Realtime TCAP_EN

D 

Outgoing Transactions - the 

TCAP Transaction type(s) that 

represent 'failure' 

Tcap-BEGIN   

       Tcap-END   

       Tcap-ABORT   

       Tcap-CONTINUE   
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       Tcap-UNI-DIRECTIONAL   

       Tcap-Ansi-QUERY-

WITH-PERMISSION 

  

       Tcap-Ansi-QUERY-

WITHOUT-PERMISSION 

  

       Tcap-Ansi-RESPONSE   

       Tcap-Ansi-

CONVERSATION-WITH-

PERMISSION 

  

       Tcap-Ansi-

CONVERSATION-

WITHOUT-PERMISSION 

  

       Tcap-Ansi-ABORT   

       Tcap-Ansi-UNI-

DIRECTIONAL 

  

OG - DIP Failure 

Response - 

Component 

Realtime MAP_RET

URN_ERR

OR 

Outgoing Transactions - the 

MAP Component type(s) that 

represent 'failure' 

Map-INVOKE   

       Map-RETURN-RESULT   

       Map-RETURN-ERROR   

       Map-REJECT   

       Map-CONTINUE   

       Map-BEGIN   

       Map-RETURN-RESULT-

NL 

  

       Map-UDTS   

       Map-Ansi-INVOKE   

       Map-Ansi-RETURN-

RESULT 

  

       Map-Ansi-RETURN-

ERROR 

  

       Map-Ansi-REJECT   

       Network-Unavailable   

       No Component   
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OG - DIP Failure 

Response - 1st 

Choice Field 

Realtime Not Set Outgoing Transactions - If a 

response has been 

determined to be a 'failure' 

the MAP/etc field to extract 

and return to the Business 

Logic Task - first choice 

ANSI CNAM Generic-

Name 

  

       ANSI CNAM Service-Key   

       ANSI LNP Called-Party-

Id 

  

       ANSI LNP User-Id   

       Not Set   

OG - DIP Failure 

Response - DIP 

Variable 

Realtime  Outgoing transactions - 

variable name to pass back to 

business logic 

    

[generated by 

LTCY_REPORT_PAR

AMETERS(...) - see 

source] 

Realtime        
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Time of Day          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime        

Start Realtime (Uint64)-1 [day]|[day 

time]|[time]|[date]|[date time] 

- start of the time range 

    

Stop Realtime (Uint64)-1 [day]|[day 

time]|[time]|[date]|[date time] 

- the time range ends at this 

point (e.g. 'Friday 17:00:00') 

    

Till Realtime (Uint64)-1 [day]|[day 

time]|[time]|[date]|[date time] 
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- the time range ends at the 

end of this period (e.g. 

'Friday' means 'Friday 

23:59:59') 

TOD Range Realtime  Allows for nesting of 

additional time-of-day 

resources within this time-of-

day resource. For a match - at 

least one path through the 

tree must match 

    

Options Realtime    SNMP-Trap   
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TLS Credentials          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Description Realtime        

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    TLS Credentials   
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VN Rule Details          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

Description Realtime        

Type Realtime    INAP Number Detail   

       CAMEL Number Detail   

       SIP Number Detail   

       ISUP Number Detail   

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Validating Number 

Source 

Realtime  The session-specific address 

value to use. This value will 

be stored on the session and 

is available to use in other 

Rule's 'Address Field' 

attribute 

Called-Party-Number   
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       Calling-Party-Number   

       Redirecting-Party-

Number 

  

       Original-Called-Party   

       Imsi   

       Originating-Switch-

Address 

  

       Additional-Calling-Party   

       MSISDN   

       Validation-Number 

Matrix 

  

Alert if Absent Realtime  If any of the configured 

values are absent a path 

element will be added 

(MK=NOname) and the cdr-

code will be set to 5005 

(absent number). The cdr-

code will be overwritten if the 

session is rejected 

Called-Party-Number   

       Calling-Party-Number   

       Redirecting-Party-

Number 

  

       Original-Called-Party   

       Imsi   

       Originating-Switch-

Address 

  

       Additional-Calling-Party   

       MSISDN   

[generated by 

ACT_WHEN_PARA

M(...) - see source] 

Realtime        

  



 

145 of 465          

SVI Resource Glossary 

XML          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime        

Type Realtime    XML   

       Diameter XML   

Plane Realtime No-Plane Diameter XML Only - the 

system plane (and hence 

diameter stack) that this XML 

file relates to 

Pref   

       NPref   

       No-Plane   

filename Realtime 0 The XML file     
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Associated XML Realtime        

ssmeoptions Realtime _XML_SS

ME_VALI

DATE\ 

options that are used when 

the resource config is 

committed (not validated) 

Validate   

       Run Tests   

       New Output File   

       Check Resource Names   

ssmedebug Realtime 0 debug level used when the 

resource config is committed 

(not validated) 

Err   

       Info   

       Critical   

       Eng   

       Oam   

       Log   

       Report   

       Write To LogFile   

       All   

Ssme threshold Realtime 200 Sets the SSME threshold for 

look-ups in the SSME - if 

exceeded then the Input and 

Path is displayed in the log 

file. 

    

Max Time Realtime 0 Shows the Maximum time of 

a call to the SSME.  Set as 

micro sets 
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AS          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed    M3UA AS   

       IUA AS   

ASP Managed  End of Life     

Inservice Managed        

Outservice Managed        

Traffic Mode Managed Override The AS traffic mode Override Last ASP active is used for all traffic 

       Loadshare Traffic spread equally over all ASPs 

       Broadcast All traffic sent using  all ASPs 

       SCCP Routing End of Life 



 

148 of 465          

SVI Resource Glossary 

Description Managed        

Options Managed 0 The different optional 

configuration allowed in AS 

resource. 

SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Single-DAUD This will make SVI send M3UA DAUD messages with only 1 

affected destination pointcode inside it. 

       Linkset-M3UA Denotes that this AS is part of M3UA Linkset configuration 

with this AS being referred in a Linkset Resource m3ua as 

attribute 

       Report-Status Send DUNA/DAVA status indication to far end based on 

destination status 

       STP-Routing Forces the SVI to process M3UA messages instead of 

attempting routing at MTP-L3-Routing.  This means that the 

Labels will be checked even if the SVI-SS connection is a 

client 

       SG-Routing Forces the SVI to process M3UA messages as an SG, even if 

as a client. 

       AS-LoadShare Traffic will be load-shared across this AS and its partner 

(subject to AS status and DP status) 

       AS-Primary Traffic will be sent on this AS in preference to its partner 

(subject to AS status and DP status) 

       AS-Secondary Traffic will be sent on this AS's partner in preference to this 

AS (subject to AS status and DP status) 

       Forward-DPC-Status Will forward the DPC status of a connection if the connection 

type is Client 

       Do-Incl-Routing-

Context-Mgmt-Msgs 

Include Routing Context value in all outgoing messages to an 

AS - a Routing Key resource is required to match traffic - 

Routing ID setup in Routing Key resource will go as Routing 

Context value 

       AS-Weighted-Loadshare Traffic will be distributed across ASPs dependent on the 

percent load in ASP 

       Incl-Network-

Appearance 

DPC-configured network appearance will be added to 

outgoing messages 

       Dynamic-RK-

Registration 

Enable support for dynamic routing key registration 

managmeent for M3UA 
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       STP-Allow-Loop Enable support to send a message back to same AS when 

SSME XML based STP routing is used 

SCCP DB Managed  SUA - the SCCP Db Resource 

to be used for routing. 

    

End Managed Client The End SVI is acting as - 

Client or Server 

Server SVI is the Server side of the connection 

       Client SVI is the Client side of the connection 

       Client Server   

       UDP Peer   

       IPSP   

IC L3Label Managed (Uint32)N

ULL 

Range of L3 Label resources 

to examine when routing 

M3UA messages from this 

AS. 

    

OG L3Label Managed (Uint32)N

ULL 

Range of L3 Label resources 

to examine when routing 

M3UA messages to this AS. 

    

L3 Protocol Realtime    ETSI   

       ITU   

       ANSI   

       TUP   

       TTC   

       China   

       None   

Tr Managed        

AS State Managed AS-

INACTIVE 

The internal state of the AS. AS-INACTIVE   

       AS-PENDING   

       AS_ACTIVE   

Include Routing 

Context 

Managed Absent Controls SVI M3UA clients 

inclusion of Routing Context 

in ASPAC message. 

Present   

       Absent   
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Routing Context Managed 0 The Routing Context value 

used in M3UA ASPAC 

messages. 

    

Partner AS Managed        

M3UA Variant Managed    RFC3332   

       RFC4666   

SSME Xml Managed  XML resource reference for 

STP product - used to handle 

traffic from SUA connections 

    

Tx Msg Total Managed 0 Total Number of AS Message 

Transmitted 

    

Tx Msg/Sec Managed 0 Number of AS Messages 

transmitted in the current 

second 

    

Tx Msg/Sec Max Managed 0 Maximum number of AS 

message transmitted in any 

second 

    

Rx Msg Total Managed 0 Total Number of AS Message 

received 

    

Rx Msg/Sec Managed 0 Number of AS messages 

receveid in the current 

second 

    

Rx Msg/Sec Max Managed 0 Maximum umber of AS 

messages received in any 

second 

    

Tx Byte Total Managed 0 Total Number of bytes 

transmitted 

    

Tx Byte/Sec Managed 0 Number of bytes transmitted 

in the current second 

    

Tx Byte/Sec Max Managed 0 Maxmimum number of bytes 

transmitted in any second 

    

Rx Byte Total Managed 0 Total number of bytes 

received 

    

Rx Byte/Sec Managed 0 Number of bytes recevied in 

the current second 
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Rx Byte/Sec Max Managed 0 Maximum number of bytes 

received in any second 

    

Rx Bytes/Sec 

Throttle 

Managed        

Rx Msgs/Sec 

Throttle 

Managed        

Rx Bytes/Sec 

MaxQueue 

Managed        

Tx Bytes/Sec 

Throttle 

Managed        

Tx Msgs/Sec 

Throttle 

Managed        

Tx Bytes/Sec 

MaxQueue 

Managed        

[generated by 

TRAFFIC_PARAMET

ERS(...) - see 

source] 

Managed        
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ASP          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Originating Point Managed        

Type Managed    ASP   

       SS7Cisco ASP   

IsupIP Managed        

SCTP Managed  The SCTP resource used by 

this ASP. 

    

Identifier Managed  Identifier used in ASP UP/ 

NOTIFY messages. 

    

Protocol Managed M3UA The SIGTRAN protocol. SUA   

       M3UA   
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       M2UA   

       M2PA   

       IUA   

       SLT   

End Managed Client The Protocol End. Server SVI is the Server side of the connection 

       Client SVI is the Client side of the connection 

       IPSP SVI is a peer in a peer to peer connection IP Sever Process 

As Managed INVLD_RE

S_INST 

The AS associated with this 

ASP. 

    

Inservice Managed        

Outservice Managed        

Debug Managed    None   

       SCTP   

Redundancy 

Model 

Managed Inactive Controls the behaviour of the 

ASP in a redundant system. 

Active The standby SCTP socket will be Activated 

       Inactive The standby SCTP will not be activated until Failover 

       Independent The SCTP will not depend on the plane in a redundant system 

Include Interface 

ID 

Managed False (M2UA only) If set - includes 

the Interface ID. The value 

used will be the Interface ID 

setting on the associated 

Signalling Link resource. 

    

Client ASP State Managed Uninitialis

ed 

Internal Client state. Uninitialised   

       Down   

       InActive   

       Registered   

       Active   

Server ASP State Managed Uninitialis

ed 

Internal Server State. Uninitialised   

       Down   

       InActive   

       Registered   
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       Active   

Tbeat Managed 0 Heartbeat timer duration 

(milliseconds).(M3UA) 

    

TACK Managed 0 Internal - whether the T_ACK 

timer is running. 

    

Routing Keys Managed        

Req Stack Managed        

Req Local RK IDs Managed        

Resp Stack Managed        

Resp Status Managed        

Resp Local RK IDs Managed        

Resp Routing 

Contexts 

Managed        

Description Managed        

Options Realtime    Register (Client) Triggers Routing Key registration 

       SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       SE-IPSP (Server) Causes ASP to act as a Unidirectional IPSP 

       Linkset-M3UA End of Life - Kept for backward compatibility 

       Remove-Routing-

Context-if-not-present 

  

       Send-Multiple-REG-REQ   

       Incl-Dynamic-Nw-

Appearance 

  

Location Managed    Local Resource is located in the local plane. Applicable to 

redundant systems. 

       Remote Resource is located in the remote plane. Applicable to 

redundant systems. 

       No Plane Resource is located in local plane.Applicable to 

Single/standalone systems 

AspActive Managed        

Priority Managed        

Weight Managed        

Cisco Channel ID Managed        
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Dyaminc Routing 

Context 

Managed        

Tx Msg Total Managed 0 Total Number of ASP 

Message Transmitted 

    

Tx Msg/Sec Managed 0 Number of ASP Messages 

transmitted in the current 

second 

    

Tx Msg/Sec Max Managed 0 Maximum number of ASP 

message transmitted in any 

second 

    

Rx Msg Total Managed 0 Total Number of ASP 

Message received 

    

Rx Msg/Sec Managed 0 Number of ASP messages 

receveid in the current 

second 

    

Rx Msg/Sec Max Managed 0 Maximum number of ASP 

messages received in any 

second 

    

Tx Byte Total Managed 0 Total Number of bytes 

transmitted 

    

Tx Byte/Sec Managed 0 Number of bytes transmitted 

in the current second 

    

Tx Byte/Sec Max Managed 0 Maxmimum number of bytes 

transmitted in any second 

    

Rx Byte Total Managed 0 Total number of bytes 

received 

    

Rx Byte/Sec Managed 0 Number of bytes recevied in 

the current second 

    

Rx Byte/Sec Max Managed 0 Maximum number of bytes 

received in any second 

    

Rx Bytes/Sec 

Throttle 

Managed        

Rx Msgs/Sec 

Throttle 

Managed        



 

156 of 465          

SVI Resource Glossary 

Rx Bytes/Sec 

MaxQueue 

Managed        

displayRegistration

s 

Managed        

Send Managed        
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Card          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Startup  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Startup    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Map Startup        

Type Startup    Card No longer used 

Driver Startup        

download Startup        

fpga Startup        

role Startup    A Primary Master   

       B Primary Master   

       A Secondary Master   

       B Secondary Master   
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       A Slave   

       B Slave   

source Startup    Port 0   

       Port 1   

       Port 2   

       Port 3   

       Port 4   

       Port 5   

       Port 6   

       Port 7   

       Internal   

       None   

netref1 Startup    Port 0   

       Port 1   

       Port 2   

       Port 3   

       Port 4   

       Port 5   

       Port 6   

       Port 7   

       Internal   

       None   

netref2 Startup    Port 0   

       Port 1   

       Port 2   

       Port 3   

       Port 4   

       Port 5   

       Port 6   

       Port 7   

       Internal   

       None   
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BusType Startup    H100   

       MVIP   

       H110   

Inservice Startup        

Outservice Startup        

Description Startup        

Options Realtime    SNMP-Trap   
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Circuit          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Managed        

Type Managed    ISUP Circuit For ITU Based ISUP Circuits 

       ISUP Circuit DI For ITU Based ISUP Circuits with Drop/Insert Routing 

       IUP Circuit For IUP Circuits 

       IUP Circuit DI For IUP Circuits with Drop/Insert Routing 

       TUP Circuit   

       TUP Circuit DI   

       ANSI Circuit For ANSI ISUP Circuits 

       ANSI Circuit DI For ANSI ISUP Circuits with Drop/Insert Routing 
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       SQAPI Circuit   

       ISDN Circuit For ISDN(Q.931) Circuits 

       Acu R2 Circuit   

       Acu ISDN Circuit   

Map Managed INVLD_RE

S_INST 

Unique ID for mapping 

Circuit onto the ISUP Stack. 

Must be unique per 

Originating Point on the 

System. 

    

interface Managed INVALID_

PARENT 

Defines the TDM Interface 

the circuit is assigned to 

    

cic Managed INVLD_RE

S_INST 

Defines the CIC value for the 

circuit within its Routeset 

    

controlling Managed Non 

Controllin

g 

Defines the controlling end in 

the case of glare calls. 

Controlling This circuit is controlling 

       Non Controlling This circuit is not controlling 

       Odd Controlling This circuit is controlling if its CIC value is Odd 

       Even Controlling This circuit is controlling if its CIC value is Even 

actual controlling Managed Controllin

g 

Shows the actual controlling 

status based on the setting 

defined in the Controlling 

attribute 

Controlling This circuit is controlling 

       Non Controlling This circuit is not controlling 

       Odd Controlling This circuit is controlling if its CIC value is Odd 

       Even Controlling This circuit is controlling if its CIC value is Even 

Direction Managed  Defines if the circuit can 

accept; make or allow calls in 

both directions 

Bothway Allow calls in either direction 

       Incoming Circuit will not be selected for outgoing calls 

       Outgoing Circuit will not accept any incoming calls 

timeslot Managed  Defines the Media Timeslot 

on the TDM Interface this 

Circuit is assigned to. 
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SetupTotal Managed  Count of number of outgoing 

call setup attempts made on 

the circuit. Used in 

conjunction with COT 

Frequency attribute on SS7 

Stack resource. 

    

circuitGroup Managed  Defines the Circuit Group 

resource this Circuit is part of 

(for use with Circuit Group 

Blocking/Unblocking). 

    

partner Managed INVLD_RE

S_INST 

Defines the Partner Circuit 

resource when using 

Drop/Insert Routing. 

    

Stack Managed  Defines the SS7 Stack 

resource for the ISUP 

Routeset. 

    

CallControl Realtime  Defines the Call Control 

resource assigned to this 

Circuit. 

    

DCall Managed INVLD_RE

S_INST 

End of Life     

datalink Managed INVLD_RE

S_INST 

Defines the ISDN Datalink 

resource assigned to this 

Circuit. 

    

COT success Managed  Time at which the circuit last 

had a successful COT Test. 

    

COT failure Managed  Time at which the circuit last 

had a failed COT Test. 

    

COT OG failure 

count 

Managed        

Block State Managed  Displays the current status of 

the circuit blocks. 

IDLE Available for use 

       MBLK Maintenance Blocked 

       LBLK Locally Blocked 

       RBLK Remotely Blocked 
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       pBLK   

       MBLK-RBLK Maintenance and Remotely Blocked 

       LBLK-RBLK Locally and Remotely Blocked 

       MBLK-LBLK Maintenance and Locally Blocked 

       MBLK-LBLK-RBLK Maintenance, Locally and Remotely Blocked 

       pMBLK   

       pLBLK   

       pRBLK   

       pMBLK-RBLK   

       pLBLK-RBLK   

       pMBLK-LBLK   

       pMBLK-LBLK-RBLK   

Inservice Managed        

Outservice Managed        

Options Realtime    SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       UCIC Indicates that a UCIC message has been received from far 

end for a message sent out from SVI.Configuration doesn't 

exist on far end could be the reason 

       TxIAM_Off Testing parameter. For this cct IAMs are not transmitted after 

setting internal states as if it was. Useful for CIC collision 

testing 

Spoof IAM COT 

tone delay 

Managed 0 Internal use only     

Spoof CCR COT 

tone delay 

Managed 0 Internal use only     

CCStatus Managed        

Initialise Managed 0 End of Life     

send CVT Managed 0 Generate a Circuit Validation 

Test - CVT on this circuit 

manually via telnet 

    

send CQM Managed 0 Generate a Circuit Query 

Message - CQM on this 

circuit manually via telnet 
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Circuit Group          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Cluster-Location Managed  For use in dual-cluster 

configurations. Indicates 

which cluster this resource-

instance is normally operated 

by 

    

Description Realtime        

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed    ISUP Circuit Group   

       ISUP Auto-Populate 

Circuit Group 

  

card Managed  End of Life     
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map Managed  End of Life     

tupFlags Managed  End of Life     

priority Managed  End of Life Incoming   

       Outgoing   

       Highest PC Even   

       Highest PC Odd   

Tcg Realtime 500 Timer between receipt of 

BLO/UBL and sending 

CGB/CGU. 

    

Start Circuit Managed INVLD_RE

S_INST 

First Circuit in the Group.     

Last Circuit Managed INVLD_RE

S_INST 

Last Circuit in the Group.     

Range Managed  Number of circuit in the 

group. Set automatically 

based on Start/Last values. 

    

Stack Managed  The SS7 Stack resource the 

circuits are assigned to. 

    

Inservice Managed        

Outservice Managed        

Interface Managed  The TDM Interface the circuits 

are assigned to. 

    

CGRS State Managed Can Send Sets the behaviour regarding 

Circuit Group Reset messages 

in this Circuit Group. Updated 

automatically based on 

Circuit Group state. 

Can Send Can send CGRS 

       Cant Send Can't send CGRS 

       Never Send Never send CGRS 

Options Realtime    SNMP-Trap If SNMP Traps have been setup on the SVI an SNMP trap will 

be sent on a state change of this resource 

       Maintenance-Oriented Always send circuit group maintenance messages with 

Maintenance Oriented flag set 
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       Hardware-Oriented Always send circuit group maintenance messages with 

Hardware Oriented flag set 

       No-Maint-Msg-Tx-If-

Iface-Down 

If the parent Interface resource is not inservice then dont 

send any maintenance messages to far end 

       Send-GRS-Before-CGB Send a GRS before sending CGB so that the remote switch 

clears all active calls before circuits are blocked 

       SNMP-Trap-On-Circuit 'Auto-Populate' types only - enables SNMP-Traps on the 

spawned circuits 

       No-Cic-In-Cct-Name 'Auto-Populate' types only - The name of the circuit will be 

[cg-name]_[cic] rather than [cg-name]_cic[cic] 

       Ignore-GRA Internal testing use only. Ignores incoming GRA messages 

while this option is set 

       Ignore-CGBA Internal testing use only. Ignores incoming CGBA messages 

while this option is set 

CGB Count Realtime 0 Count of the outstanding 

CGB messages that has not 

received CGBA from far end 

    

CGB Threshold Realtime 3 Threshold of the outstanding 

CGB which has not received 

CGBA at which point if 

Interface resource is down no 

more CGB will be sent 

    

CIC Range Managed  Used by Auto-Populate 

Circuit Groups to create the 

Circuit Resources for this 

Circuit Group. Must be a 

linear range of cics e.g 1-31 

or 1-15 

    

CallControl Managed  The CallControl resource that 

sets the behaviour of these 

circuits 

    

Controlling Managed  Allows an Odd-Even-etc 

Controlling Scheme to be set 

Controlling This circuit is controlling 

       Non Controlling This circuit is not controlling 

       Odd Controlling This circuit is controlling if its CIC value is Odd 
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       Even Controlling This circuit is controlling if its CIC value is Even 
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Destination Point          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed    SS7 Destination Point   

       IPSP Destination Point   

       ISUP Destination Point   

       SS7 Capability Point 

Code 
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Driver          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Startup  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Startup    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Startup MAX_BEH

AVIOUR 

Specifies the type of the 

driver 

NS700 No longer used 

       NS700 Driver No longer used 

       TP260 Driver Used when SVI-MG using TPxxxx cards 

Plane Startup        

Map Startup        

SCTP Startup        

Inservice Startup        

Outservice Startup        

Description Startup        
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Options Realtime    SNMP-Trap   
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Interface          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Cluster-Location Managed  For use in dual-cluster 

configurations. Indicates 

which cluster this resource-

instance is normally operated 

by 

    

Description Realtime        

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed MAX_BEH

AVIOUR 

Specifies the type of the 

Interface Connected To 

ISUP Cable   

       ISDN Cable   

       Acu R2 Cable   
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       SS7 Cable   

       MG ISUP Cable   

       STM1 SS7 Cable   

       STM1 ISDN Cable   

       ISDN Cable XDS   

       SS7 Cable XDS   

       TP260 Cable   

       Megaco ISDN Cable   

       Megaco SS7 Cable   

       Cable   

       MG Ethernet   

       Megaco Ethernet   

Suffix Name Managed        

Default Circuits Managed        
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Local Block          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Cluster-Location Managed  For use in dual-cluster 

configurations. Indicates 

which cluster this resource-

instance is normally operated 

by 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Managed        

Type Managed    ISUP Local Block   

       IUP Local Block   

       TUP Local Block   

       ANSI Local Block   
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Map Managed        

Inservice Managed        

Outservice Managed        

Description Managed        

Options Realtime    SNMP-Trap   
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Remote Block          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed    ISUP Remote Block   

       IUP Remote Block   

       TUP Remote Block   

       ANSI Remote Block   

Map Managed        

Inservice Managed        

Outservice Managed        

Description Managed        

Options Realtime    SNMP-Trap   
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Linkset          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Managed        

Type Managed    SS7 Linkset   

Map Managed INVLD_RE

S_INST 

End of Life     

Originating Managed INVALID_

PARENT 

Specifies the instance of the 

originating point resource 

that the linkset is associated 

to. 

    

pointcode Managed  Pointcode of the adjacent 

point (decimal). 
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ni Managed  Network indicator of the 

adjacent point. 

    

combined Managed  If the linkset is part of a 

combined linkset this value is 

set to the resource instance 

of the combined linkset; else 

it is set to the value of this 

linksets instance. 

    

Inservice Managed        

Outservice Managed        

TFx Required Managed False If true Destination Points will 

not be set as available via this 

Linkset until a TFA is explicitly 

received after the Linkset is 

available. 

    

Transfer Report Managed  End of Life     

Add Transfer 

Report 

Managed  End of Life     

Add MTP Routes Managed  Attach MTP Route resources 

which will be used for MTP 

Layer 3 routing rules on this 

linkset. 

    

MTP CDR Realtime  MTP CDR resource reference 

to generate MSU records on 

file 

    

Options Realtime    SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Linkset-M3UA Denotes that this Linkset is part of M3UA Linkset 

configuration with this AS being referred in a Linkset 

Resource m3ua as attribute 

       Clink Indicates that this Linkset is a C Linkset between mated pair 

STPs 

       STP-Allow-Loop For STP configuration, allow messages coming in from a 

linkset to go back out on the same linkset instead of 

dropping the message 
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       STP-Routing-Before-

Internal-Stack-Check 

This allows received M3UA packets on a linkset to go through 

STP routing logic before being check for any internal ports 

opened via SS7 Stacks towards SCCp/ISUP stacks 

       Send-TRA Send a TRA after sending all TFPs and TFAs on a linkset that 

just came up from SLTM SLTA 

COO Bis Realtime True Special handling for COO 

message 

    

M3UA AS Managed  AS resource reference for 

Linkset based M3UA 

configuration 

    

IC L3Label Managed (Uint32)N

ULL 

Range of L3 Label resources 

to examine when routing 

messages from this Linkset. 

    

OG L3Label Managed (Uint32)N

ULL 

Range of L3 Label resources 

to examine when routing 

messages to this Linkset. 

    

SSME Xml Managed  Depreciated - use same 

attribute in Linkset/AS 

resource instead 

    

Routing Failures Managed  Count of routing failures for 

STP product 

    

Rx UDTS Managed  Count of received UDTS 

messages for STP product 

    

Tx MSU Total Managed 0 Total Number of MSUs 

transmitted on the linkset 

    

Tx MSU Sec Managed 0 Number of MSUs transmitted 

on the linkset in the current 

second 

    

Tx MSU Sec max Managed 0 Maximum umber of MSUs 

transmitted on the linkset in 

any second 

    

Rx MSU Total Managed 0 Total Number of MSUs 

Received on the linkset 
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Rx MSU Sec Managed 0 Number of MSUs Received 

on the linkset in the current 

second 

    

Rx MSU Sec max Managed 0 Maximum number of MSUs 

Received on the linkset in any 

second 

    

Tx Bits Total Managed 0 Total Number of bits 

transmitted on the linkset 

    

Tx Bits Sec Managed 0 Number of bits transmitted 

on the linkset in the current 

second 

    

Tx Bits Sec max Managed 0 Maximum umber of bits 

transmitted on the linkset in 

any second 

    

Rx Bits Total Managed 0 Total Number of bits 

Received on the linkset 

    

Rx Bits Sec Managed 0 Number of bits Received on 

the linkset in the current 

second 

    

Rx Bits Sec max Managed 0 Maximum number of bits 

Received on the linkset in any 

second 

    

Tx Bits Throttle Managed 0 Total Number of bits 

transmitted on the linkset 

    

Tx MSU Throttle Managed 0 Total Number of bits 

transmitted on the linkset 
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Media Timeslot          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime MG 

Timeslot 

The type of Media Timeslot 

resource - depends on the 

Media Gateway control 

protocol in use MGCP or 

MEGACO 

MG Timeslot   

       Megaco Timeslot   

interface Realtime  The interface to which this 

Media Timeslot belongs to - 

the paret resource 
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name Realtime INVLD_RE

S_INST 

The timeslot number of the 

Media Timeslot on the parent 

Interface 

    

Concurrent 

Failures 

Realtime 0 Number of concurrent call 

failures on this Media 

Timeslot - if this goes above 

the threashold failures 

defined in the Media Gateway 

resource then the Circuit 

corresponding to the media 

timeslot is reset to recover 

    

Inservice Realtime        

Outservice Realtime        

Description Realtime        

Options Realtime 0 Resource specific options SNMP-Trap   

SW State Realtime  The state of the Media 

Timeslot - whether free or in 

use 

IDLE   

       SIMPLEX REQ   

       SIMPLEX   

       DUPLEX REQ   

       DUPLEX   

       DISC REQ   

       DISC PEND   

MT Next Realtime  Internal linked list of Media 

Timeslot resources. Shows 

the next Media Timeslot in 

the internal queue 

    

MT Prev Realtime  Internal linked list of Media 

Timeslot resources. Shows 

the previous Media Timeslot 

in the internal queue 
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MTP L4 Database         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

CDPN Realtime       

CGPN Realtime       

Description Realtime       
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Originating Point          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed    SS7 Originating Point   

       SIGTRAN Originating 

Point 

  

Protocol Managed ETSI Sets the base standard for the 

originating point. 

ETSI   

       ITU   

       ANSI   

       TUP   

       TTC   

       China   
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       None   

STPMode Managed  Sets the Originating Point 

STP Mode for special point 

code routing/presentation 

scenarios. 

None   

       Partial   

       Full   

pointcode Managed  Contains the originating 

pointcode (decimal). 

    

ni Managed  Network Indicator of the 

route 

    

debug Managed  End of Life     

Inservice Managed        

Outservice Managed        

Description Managed        

Retrieval Persistent Managed True End of Life     

L3Timers Managed  Defines the MTPL3 Timer 

Resource in the case that the 

default timers need to be 

overridden. 

    

Options Realtime    SNMP-Trap   

       ISUP-Respond-To-CGU-

Before-Stack-Started 

  

MTPRoute via DPC 

Pointcodes 

Realtime    Ignore   

       Leave   

       Override   

info Managed 0 Displays detailed MTP Layer 3 

info about Originating Point 

in OAM (not available in 

SVI_MS/GUI) 

    

setdebug Managed 0 End of Life     
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Db Parameter          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Incoming Hunt Realtime  This attribute is matched if 

the incoming call is from this 

identified hunt group. 

    

cdpn Realtime  This attribute is matched if a 

digit match is made between 

the calls digits and the 

specified digits. 

    

cdpnstrip Realtime  If the db parameter is 

matched the specified 

number of digits specified in 

this attribute will be stripped 
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from the beginning of the 

call's digits. 

cdpnprefix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be prefixed to the 

call's digits. 

    

cdpnsuffix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be suffixed to the 

call's digits. 

    

cdpnnoa Realtime None This attribute is matched if a 

nature of address match is 

made between the call's NOA 

and the specified NOA. 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

setcdpnnoa Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing NOA will be 

set to this value. 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   
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cdpnaddrpres Realtime    Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

setcdpnaddrpres Realtime    Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

cdpnScr Realtime    User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

setcdpnScr Realtime    User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

cdpnDispName Realtime  This attribute is matched if a 

display name match is made 

between the call's display 

name and the specified 

display name. 

    

cgpn Realtime  This attribute is matched if a 

digit match is made between 
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the calls digits and the 

specified digits. 

cgpnstrip Realtime  If the db parameter is 

matched the specified 

number of digits specified in 

this attribute will be stripped 

from the beginning of the 

call's digits. 

    

cgpnprefix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be prefixed to the 

call's digits. 

    

cgpnsuffix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be suffixed to the 

call's digits. 

    

cgpnnoa Realtime None This attribute is matched if a 

nature of address match is 

made between the call's NOA 

and the specified NOA. 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

setcgpnnoa Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing NOA will be 

set to this value. 

Spare   

       Subscriber   

       Unknown   
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       National   

       International   

       Network Specific   

       UK Specific   

       None   

cgpnaddrpres Realtime None This attribute is matched if a 

presentation indicator match 

is made between the call's 

presentation indicator and 

the specified presentation 

indicator. 

Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

setcgpnaddrpres Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing presentation 

indicator will be set to this 

value. 

Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

cgpnScr Realtime None This attribute is matched if a 

screening indicator match is 

made between the call's 

screening indicator and the 

specified screening indicator. 

User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   
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       None   

setcgpnScr Realtime None If the db parameter is 

matched and this attribute is 

set the screening 

presentation indicator will be 

set to this value. 

User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

cgpnDispName Realtime  This attribute is matched if a 

display name match is made 

between the call's display 

name and the specified 

display name. 

    

pn Realtime  This attribute is matched if a 

digit match is made between 

the calls digits and the 

specified digits. 

    

pnstrip Realtime  If the db parameter is 

matched the specified 

number of digits specified in 

this attribute will be stripped 

from the beginning of the 

call's digits. 

    

pnprefix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be prefixed to the 

call's digits. 

    

pnsuffix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 
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digits will be suffixed to the 

call's digits. 

pnnoa Realtime None This attribute is matched if a 

nature of address match is 

made between the call's NOA 

and the specified NOA. 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

setpnnoa Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing NOA will be 

set to this value. 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

pnaddrpres Realtime None This attribute is matched if a 

presentation indicator match 

is made between the call's 

presentation indicator and 

the specified presentation 

indicator. 

Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   
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setpnaddrpres Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing presentation 

indicator will be set to this 

value. 

Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

pnScr Realtime None This attribute is matched if a 

screening indicator match is 

made between the call's 

screening indicator and the 

specified screening indicator. 

User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

setpnScr Realtime None If the db parameter is 

matched and this attribute is 

set the screening 

presentation indicator will be 

set to this value. 

User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

ocn Realtime  This attribute is matched if a 

digit match is made between 

the calls digits and the 

specified digits. 
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ocnstrip Realtime  If the db parameter is 

matched the specified 

number of digits specified in 

this attribute will be stripped 

from the beginning of the 

call's digits. 

    

ocnprefix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be prefixed to the 

call's digits. 

    

ocnsuffix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be suffixed to the 

call's digits. 

    

ocnnoa Realtime None This attribute is matched if a 

nature of address match is 

made between the call's NOA 

and the specified NOA. 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

setocnnoa Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing NOA will be 

set to this value. 

Spare   

       Subscriber   

       Unknown   

       National   
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       International   

       Network Specific   

       UK Specific   

       None   

ocnaddrpres Realtime None This attribute is matched if a 

presentation indicator match 

is made between the call's 

presentation indicator and 

the specified presentation 

indicator. 

Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

setocnaddrpres Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing presentation 

indicator will be set to this 

value. 

Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

ocnScr Realtime None This attribute is matched if a 

screening indicator match is 

made between the call's 

screening indicator and the 

specified screening indicator. 

User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   
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setocnScr Realtime None If the db parameter is 

matched and this attribute is 

set the screening 

presentation indicator will be 

set to this value. 

User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

rgn Realtime  This attribute is matched if a 

digit match is made between 

the calls digits and the 

specified digits. 

    

rgnstrip Realtime  If the db parameter is 

matched the specified 

number of digits specified in 

this attribute will be stripped 

from the beginning of the 

call's digits. 

    

rgnprefix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be prefixed to the 

call's digits. 

    

rgnsuffix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be suffixed to the 

call's digits. 

    

rgnnoa Realtime None This attribute is matched if a 

nature of address match is 

made between the call's NOA 

and the specified NOA. 

Spare   
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       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

setrgnnoa Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing NOA will be 

set to this value. 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

rgnaddrpres Realtime None This attribute is matched if a 

presentation indicator match 

is made between the call's 

presentation indicator and 

the specified presentation 

indicator. 

Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

setrgnaddrpres Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing presentation 

indicator will be set to this 

value. 

Spare   
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       Allowed   

       Restricted   

       Address Not Allowed   

       None   

rgnScr Realtime None This attribute is matched if a 

screening indicator match is 

made between the call's 

screening indicator and the 

specified screening indicator. 

User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

setrgnScr Realtime None If the db parameter is 

matched and this attribute is 

set the screening 

presentation indicator will be 

set to this value. 

User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

setgnnoa Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing NOA will be 

set to this value. 

Spare   

       Subscriber   

       Unknown   

       National   

       International   
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       Network Specific   

       UK Specific   

       None   

setgnaddrpres Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing presentation 

indicator will be set to this 

value. 

Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

setgnScr Realtime None If the db parameter is 

matched and this attribute is 

set the screening 

presentation indicator will be 

set to this value. 

User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

circuit Realtime INVLD_RE

S_INST 

This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

    

bearer Realtime None For TDM circuits this attribute 

is matched if a bearer 

capability match is made 

between the call's bearer 

capability and the specified 

bearer capability. 

Unknown   
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       Speech   

       3.1KHz   

       7KHz   

       64K Restricted   

       64K Unrestricted   

       None   

network Realtime RT_NO_N

ETWORK 

This attribute is matched if a 

network match is made 

between the call's originating 

network and the specified 

network. 

AA Stack   

       ISUP Stack   

       IUP Stack   

       TUP Stack   

       ANSI Stack   

       H323 Stack   

       SIP Stack   

       ANSI SCCP Stack   

       ITU SCCP Stack   

       NAS   

       NFAS Stack   

       SCCP Router Stack   

address Realtime  This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

    

TOD Low Realtime INVLD_RE

S_INST 

This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

    

TOD High Realtime INVLD_RE

S_INST 

This attribute has come to its 

End of Life (EOL). Whilst it still 
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appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

setbearer Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing bearer 

capability will be set to this 

value. 

Unknown   

       Speech   

       3.1KHz   

       7KHz   

       64K Restricted   

       64K Unrestricted   

       None   

cip Realtime  This attribute is matched if a 

digit match is made between 

the calls digits and the 

specified digits. 

    

cipstrip Realtime  If the db parameter is 

matched the specified 

number of digits specified in 

this attribute will be stripped 

from the beginning of the 

call's digits. 

    

cipprefix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be prefixed to the 

call's digits. 

    

cipsuffix Realtime  If the db parameter is 

matched and after digit 

stripping; these specified 

digits will be suffixed to the 

call's digits. 
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SetCipNiType Realtime RT_NO_C

SI 

If the db parameter is 

matched and this attribute is 

set the outgoing carrier 

identification network 

identification type will be set 

to this value. 

    

SetCipNiPlan Realtime RT_NO_C

SI 

If the db parameter is 

matched and this attribute is 

set the outgoing carrier 

identification network 

identification plan will be set 

to this value. 

    

SetCipDigits Realtime  If the db parameter is 

matched and this attribute is 

set the outgoing carrier 

identification digits will be set 

to this value. 

    

SetTransNetSel Realtime 0 The whole Transit Network 

Selection IE (length + 

contents) going into the ANSI 

ISUP IAM message. 

    

SetTNS_Cct Realtime RT_NO_N

OA 

The Circuit Code value going 

into the ANSI ISUP IAM 

message. 

    

csi Realtime  This attribute is matched if a 

carrier selection information 

match is made between the 

call's originating carrier 

selection information and the 

specified carrier selection 

information. 

    

SetCsi Realtime RT_NO_C

SI 

If the db parameter is 

matched and this attribute is 

set the outgoing carrier 

selection identification will be 

set to this value. 
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set_nfci_cbi Realtime RT_NO_N

OA 

If the db parameter is 

matched and this attribute is 

set the outgoing UK ISUP 

NFCI CBI parameter will be 

set to this value 

    

MatchDb Realtime 0 This resource identifier range 

allows for nesting of db 

parameters allowing for 

greater complexity of routing 

to be setup. 

    

Routes Realtime  For a matched DB  parameter 

this defines a resource list of 

outgoing hunt groups that 

the outgoing call will be 

attempted on depending on 

the hunt groups routing 

algorithm. 

    

Add Routes Realtime  For a matched DB  parameter 

this defines a resource list of 

outgoing hunt groups that 

the outgoing call will be 

attempted on depending on 

the hunt groups routing 

algorithm. 

    

Percentage Realtime  If the percentage routing 

algorithm is used this defines 

a list of percentages the hunt 

group will be used in routing 

attempts for hunt groups of 

the same priority. The 

position in this list of the 

percentage matches the 

position of the hunt group in 

the Route list. If the total of 

the percentage values (for a 

group of hunt groups with 
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equal priority) do not equal 

100 percent - the fraction of 

the total is used. See also 

Route Algorithm below - for 

information on how this 

setting is used.. 

Add Percentage Realtime  If the percentage routing 

algorithm is used this defines 

a list of percentages the hunt 

group will be used in routing 

attempts for hunt groups of 

the same priority. The 

position in this list of the 

percentage matches the 

position of the hunt group in 

the Route list. If the total of 

the percentage values (for a 

group of hunt groups with 

equal priority) do not equal 

100 percent - the fraction of 

the total is used. .See also 

Route Algorithm below - for 

information on how this 

setting is used. 

    

ZeroList Realtime  Internal use only. Stores the 

list of routes when 

percentage/priority based 

routing is setup to enable 

correct distribution across 

routes 

    

Add ZeroList Realtime  Internal use only. Stores the 

list of routes when 

percentage/priority based 

routing is setup to enable 

correct distribution across 

routes 
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Priority Realtime  If the percentage routing 

algorithm is used this defines 

the priority of the hunt 

group. The lower the number 

the higher the priority of the 

hunt group. The hunt group 

will  be selected in order of 

priority. If two or more hunt 

groups have the same priority 

the percentage field is used 

to select between this hunt 

groups. 

    

Add Priority Realtime  If the percentage routing 

algorithm is used this defines 

the priority of the hunt 

group. The lower the number 

the higher the priority of the 

hunt group. The hunt group 

will  be selected in order of 

priority. If two or more hunt 

groups have the same priority 

the percentage field is used 

to select between this hunt 

groups. 

    

RouteAlgorithm Realtime Hunt Low This defines the algorithm 

used to chose the relevant 

outgoing hunt group from 

the route resource list of hunt 

groups 

Hunt High Select highest free circuit 

       Hunt Low Select lowest free circuit 

       Incremental Select next free highest circuit from last chosen circuit. 

       Decremental Select next free lowest circuit from last chosen circuit 

       Drop Insert Index the selection from this hunt group from the index of 

the circuit on the incoming hunt group 
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       DropInsert Index the selection from this hunt group from the index of 

the circuit on the incoming hunt group 

       LCR Select based on Least Cost Routing 

       Loadshare   

       Percentage   

       Percentage NER   

       Hunt High Low   

RetryCount Realtime  This attribute specifies the 

maximum number of 

reattempts that will be taken 

on a per call basis across the 

route list. 

    

Route Realtime RT_NO_N

ETWORK 

If the DB parameter is 

attached to a hunt group - 

this attribute will match if the 

outgoing call's network is 

equal to the route definition. 

Propagate   

       ISUP Circuit For ITU Based ISUP Circuits 

       ISUP Circuit DI For ITU Based ISUP Circuits with Drop/Insert Routing 

       IUP Circuit For IUP Circuits 

       IUP Circuit DI For IUP Circuits with Drop/Insert Routing 

       TUP Circuit   

       TUP Circuit DI   

       ANSI Circuit For ANSI ISUP Circuits 

       ANSI Circuit DI For ANSI ISUP Circuits with Drop/Insert Routing 

       SQAPI Circuit   

       ISDN Circuit For ISDN(Q.931) Circuits 

       Acu R2 Circuit   

       Acu ISDN Circuit   

       ISUP Local Block   

       IUP Local Block   

       TUP Local Block   

       ANSI Local Block   
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       ISUP Remote Block   

       IUP Remote Block   

       TUP Remote Block   

       ANSI Remote Block   

       ISUP Circuit Group   

       ISUP Auto-Populate 

Circuit Group 

  

       ISUP Stack   

       IUP Stack   

       TUP Stack   

       ANSI Stack   

       System   

       ISUP Cable   

       ISDN Cable   

       Acu R2 Cable   

       SS7 Cable   

       MG ISUP Cable   

       STM1 SS7 Cable   

       STM1 ISDN Cable   

       ISDN Cable XDS   

       SS7 Cable XDS   

       TP260 Cable   

       Megaco ISDN Cable   

       Megaco SS7 Cable   

       Cable   

       MG Ethernet   

       Megaco Ethernet   

       SS7 Signalling Link   

       SS7 Originating Point   

       SIGTRAN Originating 

Point 

  

       SS7 Linkset   
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       SS7 Destination Point   

       IPSP Destination Point   

       ISUP Destination Point   

       SS7 Capability Point 

Code 

  

       Telnet IP   

       Security IP   

       Gui IP   

       Trap IP   

       OAM IP   

       Debug IP   

       Sip IP For SIP UDP this should be set top this value 

       Sip IP SQOCK For SIP UDP this should be set top this value 

       TP260 IP   

       MGCP IP   

       MGCP TCP Socket   

       Megaco IP   

       RUDP IP   

       Diameter TCP Config   

       MG Timeslot   

       Megaco Timeslot   

       MGCP Media Gateway   

       MEGACO Media 

Gateway 

  

       MGCPProxy Media 

Gateway 

  

       MEGACOProxy Media 

Gateway 

  

       SIP Endpoint   

       Default SIP Endpoint   

       Registered SIP 

Endpoints 

  

       SIP Proxy   
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       H323 Endpoint   

       H323 Gatekeeper   

       H323 Stack   

       SIP Stack   

       SIP Stack SQOCK   

       ISDN Datalink   

       Acu R2 Link   

       Acu ISDN Link   

       ASP   

       SS7Cisco ASP   

       M3UA AS   

       IUA AS   

       SCTP   

       RUDP   

       Diameter SCTP Config   

       System Plane   

       AA Stack   

       ANSI SCCP Stack   

       ITU SCCP Stack   

       NS700 No longer used 

       NS700 Driver No longer used 

       TP260 Driver Used when SVI-MG using TPxxxx cards 

       NAS   

       NFAS Stack   

       API Client   

       SCCP Router Stack   

       SQL Client   

       GateKeeper   

       SSME Endpoint   

       SSME IPAddress   

       SSME Method   

       SSME Header   
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       SSME Action   

       TLS Credentials   

       SS7 Parent Stack   

       TCAP Label   

       XML   

       Diameter XML   

       MTP Route   

       Stateless SIP Proxy   

       Stateful SIP Proxy   

       Diameter Local Peer   

       Diameter Peer   

       Diameter Routing Table   

       Diameter Stack   

       Hunt Group   

       Registered SIP 

Endpoints 

  

Call Control Realtime INVLD_RE

S_INST 

This resource pointer 

contains the identity of the 

Call Control resource 

applicable to a call routing 

using this Db Parameter. The 

Call Control resource contains 

additional call related 

options. This field will 

override any Call Control 

setting made on the VoIP 

Destination of Hunt Group 

resources. 

    

Cost Realtime MAX_COS

T_VALUE 

This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 
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cgpnPrefixAlgorith

m 

Realtime None If outgoing calls need to use 

auto-generated CGPN 

instead of the received CGPN; 

this attribute along with the 

CGPNPrefix can be used to 

auto generate CGPN. The 

CGPNPrefix should be set to 

a range of numbers that the 

digits will be chosen from. 

supported formats are [x-y] 

e.g. [0000-9999]; a[x-y] e.g. 

44[0000-9999] : [x-y]a e.g. 

[0000-9999]12; a[x-y]b e.g. 

44[0000-9999]12 

None Do not apply any algorithm 

       Unique Random Number picked will be selected randomly between the 

number ranges, the  number chosen will be unique for all 

current calls. 

       Unique Incremental Number will be picked in incremental order starting from the 

low range boundary, the  number chosen will be unique for 

all current calls. 

       Unique Decremental Number will be picked in decremental order starting from the 

high range boundary, the  number chosen will be unique for 

all current calls. 

       Random Number picked will be selected randomly between the 

number ranges 

       Incremental Number will be picked in incremental order starting from the 

low range boundary 

       Decremental Number will be picked in decremental order starting from the 

high range boundary 

cgpnLastRangeVal

ue 

Realtime  Last value of the range to be 

used when 

CGPNPrefixAlgorithm 

attribute is used to auto 

generate CGPN 

    

Enforce Rules Realtime False This attribute enforces the 

prefixAlgorithm syntax. If set 
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to True then if the syntax is 

incorrect the SVI will not 

execute the command 

cpc Realtime  This attribute is matched if a 

called party category match is 

made between the call's CPC 

and the specified selection of 

CPC. 

    

International Realtime RT_NO_IN

T 

This attribute is matched if a 

FCI international bit match is 

made between the call's 

international bit and the 

specified international bit. 

No Info   

       International   

NASBearer Realtime None If this db parameter is 

matched and the call is a NAS 

call using MGCP as the Media 

Gateway protocol - the 

NASBearer attribute defines 

the value of the MGCP nas/bt 

attribute. 

modem   

       digital   

       None   

NASBandwidth Realtime None If this db parameter is 

matched and the call is a NAS 

call using MGCP as the Media 

Gateway protocol - the 

NASBandwidth attribute 

defines the value of the 

MGCP b: attribute. 

56   

       64   

       None   

Description Realtime        

Reject Realtime 0 If this attribute is set to a 

value greater than zero to 
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identify a clearing call - if this 

db parameter is matched the 

call will be rejected back with 

this clearing cause. 

Dial Plan Realtime  This is similar to the standard 

matching field cdpn but has 

slightly different notation. 

    

Charge Realtime  This attribute is used to 

initiate Meter Pulse or Charge 

messages into the network. 

This user string uses a 

formula to allow for 

variations on charging to be 

applied from a db parameter. 

The syntax for the charge 

field is: charge 

units=u1;pulse=p1;duration=

d1 : charge 

units=u2;pulse=p2;duration=

d2 : Charge is the number of 

charge units sent.Pulse is the 

duration in seconds between 

each transmission of charge 

units.Duration is the number 

of times this cycle is 

repeated. 

    

Ported Number Realtime  For SIP to ANSI ISUP if this db 

parameter is matched and 

the ported number is set - 

the outgoing CDPN will 

contain this ported number if 

the incoming message does 

not contain a ported number. 

    

Routing Prefix Realtime  This attribute is matched if a 

digit match is made between 
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the calls digits and the 

specified digits. 

Options Realtime None This contains additional 

routing options. 

None   

       LI-from-Target Identifies a Db parameter rule which routes from a LI (Lawful 

Intercept) intercepted party. 

       LI-to-Target Identifies a Db parameter rule which routes to a LI (Lawful 

Intercept) intercepted party. 

Ringing To Realtime 0 If this db parameter is 

matched this timer in 

seconds will limit the 

maximum time the call will 

remain in the ringing stage. 

    

Answer To Realtime 0 If this db parameter is 

matched this timer in 

seconds will limit the 

maximum time the call will 

remain in the answer stage. 

    

IE Present Realtime  This match option allows for 

a list of information elements 

that must either be present or 

not present for this attribute 

to match. The list contains a 

comma separated list of 

information element tags. If a 

match is to be made if an 

information element is not 

present then prefix the 

information element tag 

value with the '!' character. 

    

LI Hunt Group Realtime  When the DB Parameter is 

being used to setup lawful 

intercept this resource 

identifier defines the 

outgoing hunt group for 

which the HI3 call will be 
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made on to the lawful 

agency. 

LI LIID Realtime  This specifies the Lawful 

Interception ID for the HI2 

interface. 

    

LI Agency Realtime  This resource identifier points 

to the relevant LI Agency 

resource which contains 

details of the  Lawful 

Intercept Agency. 

    

DNS Realtime 0 If the user wants to route to 

an end point via a DNS 

lookup - this allows for the 

DNS lookup address to be 

applied for this matched db 

parameter 

    

TTL Realtime 0 Time to live value for DNS 

lookup results to be used 

along with DNS attribute 

    

Interworking Realtime 0 For outgoing db parameters 

attached to a hunt group this 

allows for a match to be 

made against the 

interworking between the 

incoming and outgoing 

protocols - enabling only 

certain inter-workings to have 

these rules applied. 

H323   

       TUP   

       ISUP   

       CTUP   

       SIP   

       ISDN   

       DI   

       IUP   
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collectCall Realtime None This attribute is matched if a 

match is made between the 

call's originating collect call 

flag and the specified collect 

call flag. 

False   

       off   

       true   

       With Announcement   

       None   

setcollectCall Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing collect call 

flag will be set to this value. 

False   

       off   

       true   

       With Announcement   

       None   

Reject Location Realtime None For ISUP call rejection at the 

routing criteria - this attribute 

defines the location of the 

rejection for the backward 

REL message. 

None   

       User   

       Private-network-serving-

local-user 

  

       Public-network-serving-

local-user 

  

       Transit-network   

       Public-network-service-

remote-user 

  

       Private-network-service-

remote-user 

  

       International-network   
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       Network-beyond-

interworking-point 

  

collectCall Realtime None This attribute is matched if a 

match is made between the 

call's originating collect call 

flag and the specified collect 

call flag. 

False   

       off   

       true   

       With Announcement   

       None   

setcollectCall Realtime None If the db parameter is 

matched and this attribute is 

set the outgoing collect call 

flag will be set to this value. 

False   

       off   

       true   

       With Announcement   

       None   

Request 

CallingServiceMark 

Realtime    True   

       False   

VoIPStack Realtime 0 The incoming leg VoIPStack 

match if the call is a VoIP call. 

    

retrieveMsrn Realtime False If set then an SRI will be sent 

for all calls matching the 

criteria for the DP point 

    

matchmsrndb Realtime 0 Depreciated     

initialDpLookup Realtime False If set then an initial DP will be 

sent for all calls matching the 

criteria for the DP point 

    

initialDpServiceKey Realtime 0 Sets the Service Key for an 

initialDp if not present in the 

incoming message 
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initialDpCdNoa Realtime National Sets the called party number 

Nature of address for an 

initialDp message 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       Ignore/Leave   

initialDpCdInnInd Realtime    Routing Allowed   

       Routing Not Allowed   

initialDpCdNpi Realtime ISDN Sets the called party number 

Numbering Plan Indicator for 

an initialDp message 

Unknown   

       ISDN   

       Generic   

       Data   

       Telex   

       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   

initialDpCgNoa Realtime National Sets the calling party number 

Nature of address for an 

initialDp message 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       Ignore/Leave   
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initialDpCgNiInd Realtime Incomplet

e 

Sets the calling party number 

Nature of address for an 

initialDp message 

Complete   

       Incomplete   

initialDpCgNpi Realtime ISDN Sets the calling party number 

Numbering Plan Indicator for 

an initialDp message 

Unknown   

       ISDN   

       Generic   

       Data   

       Telex   

       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   

initialDpCgAddrPr

es 

Realtime Allowed Sets the calling party number 

Address presentation 

restricted indicator for an 

initialDp message 

Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

initialDpCgScrInd Realtime Network 

provided 

Sets the calling party number 

screening indicator for an 

initialDp message 

User provided verified 

and passed 

  

       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

initialDpCgPartyCa

t 

Realtime 10 Sets the calling party 

category for an initialDp 

message 
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initialDpFwdCallIn

d 

Realtime 2001 Sets the Forward Call 

Indicators for an initialDp 

message 

    

Force Enbloc Realtime False If set then an ISDN call will be 

forced routed as an enbloc 

call with available digits at 

that point. 

    

Domain Realtime 0 This allows for matching 

domain name in Requiest URI 

for SIP INVITE or REGISTER 

messages 

    

LI Address Realtime  String that defines the 

location where Lawful 

Intercept information for 

Signalling and Media needs 

to be sent.See solution #1162 

for details. 
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Signalling Link          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Managed        

Type Managed    SS7 Signalling Link   

Options Realtime    SNMP-Trap   

Map Managed INVLD_RE

S_INST 

Unique global identifier for 

the link in the MTPL3 Stack. 

    

Card Managed INVLD_RE

S_INST 

End of Life     

Interface Managed INVALID_

PARENT 

Specifies the instance of the 

interface resource that the 
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signalling link will be located 

on. 

ChannelId Managed  Specifies the 

Interface/Channel ID in the 

M2UA/SLT AS. Must be 

unique per AS. 

    

Trunk Managed  End of Life     

timeslot Managed  Specifies the signalling link 

code of the signalling link. 

    

slc Managed        

Originating Managed INVLD_RE

S_INST 

Specifies the instance of the 

originating point resource to 

which the signalling link is 

associated to. 

    

Linkset Managed INVLD_RE

S_INST 

Indicates the instance of the 

linkset resource for which this 

linkset is associated to. 

    

Interface ID Managed 0 As Channel ID must be set as 

the same value. 

    

AS Managed INVLD_RE

S_INST 

If M2PA/M2UA/SLT is used 

this specifies the AS which 

the signalling link is 

associated with. 

    

Stream Managed 1 End of Life     

Inservice Managed        

Outservice Managed        

SLT Type Managed Regular Allows setting of the Service 

Indicator to be Special or 

Regular Maintenance type 

(for ANSI MTPL3 only). 

Regular Sets SI value to 1 

       Special Sets SI value to 2 

L2 Task Managed  Defines the MTP Layer 2 task 

that controls the link. Leave 

blank for default. 
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Force Normal Managed Standard Allows the user to define the 

type of proving used for this 

signalling link. 

Standard Will send Emergency Proving for first link aligned in a Linkset 

and Normal for subsequent 

       False Will send Emergency Proving for first link aligned in a Linkset 

and Normal for subsequent 

       Always Emergency Will send Emergency Proving for all links in a linkset 

       Always Normal Will send Normal Proving for all links in a linkset 

       True Will send Normal Proving for all links in a linkset 

Set LPO Managed 0 Used to force a Local 

Processor Outage MTP L3 

Event on the link via the 

OAM. 

    

Set LPR Managed 0 Used to force a Local 

Processor Recovered MTP L3 

Event on the link via the 

OAM. 

    

inhibit Managed 0 Used to force an Inhibit MTP 

L3 Event on the link via the 

OAM. 

    

uninhibit Managed 0 Used to force an Inhibit MTP 

L3 Event on the link via the 

OAM. 

    

Debug Managed None Enable enhanced debug for 

MTPL3 or M2PA. 

None   

       M2PA   

       MTPL3   

Protocol Managed M2UA End of Life (now set on ASP). SUA   

       M3UA   

       M2UA   

       M2PA   

       IUA   

       SLT   
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SLTM Managed True Enable or disable the sending 

of Signalling Link Test 

Messages. 

    

variant Managed ITU Set the protocol variant of 

the link. 

ITU Sets the standard used to ITU 

       ANSI Sets the standard used to ANSI 

       Chinese Sets the standard used to Chinese 

       TTC Sets the standard used to TTC 

LI Priority Bit Managed False For Japanese only. Allows 

setting of the Priority Bit on 

SNM; SNTM and SNTM2 

messages. 

    

Transmission Rate Managed  (T1 Links only) Specifies the 

Signalling Link Transmission 

rate. 

    

Max Throughput Managed        

Queue Size Managed        

Tx Bytes Sec 

Throttle 

Managed        

Tx Msgs Sec 

Throttle 

Managed        

Tx Msgs 

MaxQueue 

Managed        

Rx Bytes Sec 

Throttle 

Managed        

Rx Msgs Sec 

Throttle 

Managed        

Rx Msgs 

MaxQueue 

Managed        

M2PA Timers Managed  Specifies the M2PA Timer 

resource to fine tune M2PA 

Signalling Link timer values 

    

ignoreSLTM Managed        

ignoreSLTA Managed        
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Codec          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

clockrate Realtime  The clockrate of codec     

pt Realtime  Configures the Payload Type 

to be used for the particular 

codec instance 

    

altpt Realtime  Configures the alternate 

Payload Type to be used for 

the particular codec instance 

    

shortname Realtime  Configures the shortname to 

be used in SDP of the 

particular codec instance 
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period Realtime  Configures the packetisation 

period of the particular codec 

instance 

    

Silence 

Suppression 

Realtime  Sets silence suppression 

default value for this codec 

    

Echo Cancellation Realtime CDC_PAR

AM_NOT_

SPECIFIED 

Sets echo cancellation default 

value for this codec 

    

GSM Scrambled Realtime  Only used for H.323 to send 

media capabilities for GSM 

codec. 

    

AMR mode-set Realtime 0 Defaul mode set to be used 

for AMR codec 

    

Description Realtime        

MGCP ShortName Realtime  Configures the name to be 

used in the MGCP request 

when the particular codec 

instance is used 

    

Options Realtime 0 Codec resource specific 

options 

SNMP-Trap   

strip silsuppression Realtime False If set to True; this means that 

ptime (and 

silencesuppression) is never 

added to outgoing INVITEs 

True   

       False   

default fmtp Realtime  The default fmtp value to be 

used for this codec 
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Call Control          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Tid Realtime 5 Used for incoming overlap 

calls that are interworking to 

a protocol that does not 

support overlap. The TID 

timer is started every time an 

overlap digit is received and 

cancelled on receipt of the 

end digit signal. If the inter 

digit timer expires it will send 

an enbloc call with all digits 
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received on the outbound 

leg. 

Tcf Realtime 120 This timer is a covering timer 

waiting for receipt of a clear 

acknowledgement. This timer 

is started when a call is 

cleared and cancelled on 

receipt of the clear 

acknowledgement. If the 

timer expires the call record 

will be initialised. 

    

Tsus Realtime 60 This timer is a covering timer 

which specifies how long an 

ISUP call will remain in the 

suspended state. When the 

timer expires the both legs of 

the call are cleared. 

    

Tcnam Realtime 6 This timer is a covering timer 

which specifies how long 

callcontrol task waits for an 

external DIP 

CNAM/LNP/800/LIDB 

generated for an incoming 

call 

    

TinitialDp Realtime 6 This timer is a covering timer 

which specifies how long 

callcontrol task waits for an 

external LNP dip using ETSI 

INAP InitialDP - used for 

MNP dips - SIP to INAP 

gateway 

    

tp Realtime Transpare

nt 

This flag specifies how this 

circuit will support incoming 

Terminal Portability 

functionality. 

Transparent Transparently pass hold and resume across 
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       Reject Reject hold and resume 

       Ignore Ignore/Drop hold and resume 

Ttp Realtime 60 This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

    

TpCause Realtime        

TSeize Realtime  This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

    

Twd Realtime  This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

    

COTHandling Realtime    PassThrough This indicates that both  SS7 sides of the interconnect point 

support COT 

       Reject If a incoming COT request is made the call will be rejected 

back 

Overlap Realtime  For TDM protocols that 

support overlap this defines 

how overlap is supported for 

interworking purposes. 

Support This protocol supports full overlap 

       Not supported This protocol does not support overlap. Incoming digits will 

be collected until end of addressing received or Tid expires 

       True This protocol supports full overlap 

       False This protocol does not support overlap. Incoming digits will 

be collected until end of addressing received or Tid expires 

       Force Enbloc If the initial setup message does not have an end of address, 

force the call to be enbloc 

Tacm Realtime 0 This attribute has come to its 

End of Life (EOL). Whilst it still 

    



 

230 of 465          

SVI Resource Glossary 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

Protocol Realtime INVLD_RE

S_INST 

This resource identifier points 

to a protocol resource which 

contains additional protocol 

information for SS7 

signalling. 

    

Tpc Realtime 30 This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

    

Send CON Realtime True For incoming calls this flag 

defines if - on fast answer 

(No ringing phase); a single 

answer message is sent or a 

ringing followed by answer 

message is sent. 

    

Max Digits Realtime MAX_DIGI

TS 

For outgoing SS7 traffic this 

defines the maximum digits 

that are allowed in the 

outgoing initial address 

message. If an incoming call 

exceeds this number then the 

outgoing call will be split into 

initial and subsequent 

messages. 

    

IDA Digits Realtime  This attribute is used to 

identify an overlap Indirect 

Access number for IUP 

signalling which does not 

contain an end of address 

signal and the administrator 

does not want to wait for the 

Tid to expire. This attribute is 
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used with the max digits field 

to identify a complete IDA 

call. The IDA digit string field 

should be set to the IDA 

prefix used for this service 

and the max digit field should 

be set to the length of the 

remaining digits. 

info Realtime 0 Internal use only. Prints all 

active call related information 

from call control task into 

logs. This can be resource 

intensive and cause system 

failure depending on number 

of calls active in the system. 

    

Options Realtime 0 These are a set of call control 

options that you can enable 

or disable at any time. 

    

Invalid CDPN DB Realtime  For outgoing SIP calls this 

attribute allows for checking 

of the called party number to 

ensure that it is an E164 

number. If it is not a valid 

number then this attribute 

points to a list of db 

parameters that can be 

applied to the number to 

either reformat it or reject the 

call. 

    

Invalid CGPN DB Realtime  For outgoing SIP calls this 

attribute allows for checking 

of the called party number to 

ensure that it is an E164 

number. If it is not a valid 

number then this attribute 

points to a list of db 
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parameters that can be 

applied to the number to 

either reformat it or reject the 

call. 

Description Realtime        

Tdip Realtime 6 This timer is a covering timer 

waiting for receipt of a TCAP 

message to dip into a remote 

database for CNAM; LNP; 800 

and LIDB messages 

    

Tmnp Realtime 30 This timer is a covering timer 

waiting for the response to a 

number portability lookup via 

an SQL database. If this 

expires the call is attempted 

to be routed with the original 

un-ported number. 

    

Priority DB Realtime  For ISUP ACC this allows for a 

definition of a priority call to 

be defined using this range 

of db parameters. If a call is 

identified as a priority call it 

will by pass any ACC and be 

handled immediately. 

    

MNP SQL Realtime  For SQL MNP translation this 

resource identifier points to 

the SQL resource that will 

handle the MNP dip. 

    

MNP options Realtime 0 These are a set of MNP 

(mobile number portability) 

options which relate to the 

MNP in question that you can 

enable or disable at any time. 

ISUP_RNCDPN cdpn will contain the ported number (RN) followed by the 

cdpn.When routing to ISUP the result of the MNP lookup is 

used as a Routing Number which is prepended to the CDPN 

to yield CDPN=RN+CDPN 

       SIP_RN When routing to SIP the result of the MNP lookup is used as 

the CDPN 
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       SIP_RNCDPN When routing to SIP the result of the MNP lookup is used as 

a Routing Number which is prepended to the CDPN to yield 

CDPN=RN+CDPN 

       H323_RNCDPN When routing to H323 the result of the MNP lookup is used 

as a Routing Number which is prepended to the CDPN to 

yield CDPN=RN+CDPN 

       ISUP_NRN When routing to ISUP the result of the MNP lookup is 

included in the Network Routing Number 

       ISUP_OCN When routing to ISUP the original CDPN is included in the 

Original Calling Number 

       ISUP_GA generic address contains the original dialled number 

       ISUP_CDPN_RN_ONLY cdpn will contain the ported number (RN) only - not the cdpn 

as well 

TcheckBill Realtime        

Add-IE Realtime 0 for SIP to ISUP interworking 

allowing for additional 

information elements to be 

added to the end of the IAM. 

The call control needs to be 

added to the SS7 outgoing 

route. 

    

Remove-IE Realtime 0 for SIP to ISUP interworking 

allowing for removing 

information elements to be 

added to the end of the IAM. 

The call control needs to be 

added to the SS7 outgoing 

route. 

    

max Charge Units Realtime 15 maximum pulses-per packet 

sent for call charging 

functionality - SIP/SIP-I INFO 

with AOC header or ISUP 

MPM/ITX/CRG 

    

Tsql Realtime 0 only used for SOAP db 

get_routing_req.A covering 
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timer for callcontrol task to 

handle SQL task or SOAP 

server not responding 

MPM Currency Realtime EUR Currency to be used to 

decode XML tariff.To be used 

with 3GPP 29658 XML based 

charecontrol.See solution 

#667 

EUR   

MPM Price Realtime 0 SVI will use the setting to 

work out how often to send 

MPM messages based on this 

XML tariff.To be used with 

3GPP 29658 XML based 

charecontrol.See solution 

#667 

    

Delay Between 

SIP-I CRG 

Realtime 100 configurable delay for 'call 

setup charge' values that are 

bigger than the maximum 

pulses-per packet (cc res 

'max Charge Units') 

    

3GPP 29658 

Options 

Realtime 0 To be used with 3GPP 29658 

XML based charecontrol.See 

solution #667 

Karlsson Method   

MNP SQL Return Realtime RN These are a set of MNP 

(mobile number portability) 

return value formats that can 

be used to do further analysis 

for routing. 

RN Number portability dip will return only routing prefix. 

       RNCDPN Number portability dip will return routing prefix and called 

party digits concatenated. 

Tid DTMF Realtime 1000 For Ondemand feature; this is 

the inter digit timer used to 

store up receive DTMF digits 

    

Tcollect Realtime 10000 the covering timer for 

entering the session ping 

after an ODA transfer service 
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is initiated. Default to 10 

seconds. 

Tdtmfplaybackstar

t 

Realtime 1000 the delay that is introduced 

by the ODA before sending 

session pin towards PCI 

Pal.Configurable in 

milliseconds.Default value 

1000(1 second). 

    

SessionPin Suffix Realtime None If set an value ('*' or '#') the 

ODA will add a suffix to the 

session pin before sending it 

to the PCI pal. Default value is 

None (no suffix added). 

None   

       #   

       *   

maxFwd Factor Realtime 2 Multiplication factor used to 

convert ISUP Hop Counter 

value into SIP Max forwards 

for ISUP to SIP interworking 

as per Q.1912.5 

    

hopCounter Factor Realtime 2 Division factor used to 

convert SIP Max Forwards 

value to ISUP Hop Counter 

for ISUP to SIP interworking 

as per Q.1912.5 

    

SMSC BL Res 

Name 

Realtime  BL resource to send MNP 

lookups to 

    

[generated by 

TRAFFIC_PARAMET

ERS(...) - see 

source] 

Realtime        
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Routing Criteria          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

MatchDb Realtime 0 This resource identifier range 

points to the instances of DB 

Parameters that belong to 

this routing criteria. 

    

Maximum Calls Realtime INVLD_RE

S_INST 

If this routing criteria is 

selected in the routing 

process the call will be 

rejected with the local 

congestion cause value of the 

number of current active call 
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attempts is greater then 

maximum calls. 

RetryCount Realtime  This value specifies the 

maximum number of retry 

attempts this call will attempt 

if the call is routed through 

this routing criteria 

    

Add Voice 

Announcement 

Realtime INVLD_RE

S_INST 

The SVI can pay pre-answer 

voice announcements on call 

failure. Different 

announcements can be 

played depending on the 

rejection type and the call 

state. This contains a list of 

call announcements 

resources that define the 

required announcements to 

be played if this call is routed 

through this routing criteria. 

    

AddCodec Realtime  This defines a list of codecs in 

preferred order that will be 

offered and supported on 

VoIP to TDM calls. For TDM 

to TDM calls this option 

should be set to the 

appropriate G711 law. 

G711 ALAW 64K   

       G711 ALAW   

       G711ALAW64K   

       G711ALAW   

       G711 ULAW   

       G711 ULAW 64K   

       G711ULAW   

       G711ULAW64K   

       G722 64K   

       G722   
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       G72264K   

       G722 56K   

       G72256K   

       G722 48K   

       G72248K   

       G723.1   

       G723.1 LOW RATE   

       G7231LOWRATE   

       G7231HIGHRATE   

       G723.1 HIGH RATE   

       G723.1 LOW RATE_SS   

       G723.1 HIGH RATE_SS   

       G728   

       G729   

       G729A   

       G729B   

       G729AB   

       GSM FULL RATE   

       GSMFULLRATE   

       GSM HALF RATE   

       GSMHALFRATE   

       t38   

       t38-strict   

       t38-loose   

       t38-gw   

       speex   

       PSST   

       G726-40   

       G726-32   

       G726-16   

       G726-24   

       AMR   
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       AMR-WB   

       opus   

       telephone-event   

       NSE   

       iLBC   

       EVRC   

       G.Clear   

       CCD   

       G.nX64   

       G168EC-IC   

       G168EC-OG   

       CN   

       red   

       CLEARMODE   

       H261   

       H263   

       H263-1998   

       H263-2000   

       H264   

       VP8   

       EVS   

Add Codec Realtime  This defines a list of codecs in 

preferred order that will be 

offered and supported on 

VoIP to TDM calls. For TDM 

to TDM calls this option 

should be set to the 

appropriate G711 law. 

G711 ALAW 64K   

       G711 ALAW   

       G711ALAW64K   

       G711ALAW   

       G711 ULAW   

       G711 ULAW 64K   
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       G711ULAW   

       G711ULAW64K   

       G722 64K   

       G722   

       G72264K   

       G722 56K   

       G72256K   

       G722 48K   

       G72248K   

       G723.1   

       G723.1 LOW RATE   

       G7231LOWRATE   

       G7231HIGHRATE   

       G723.1 HIGH RATE   

       G723.1 LOW RATE_SS   

       G723.1 HIGH RATE_SS   

       G728   

       G729   

       G729A   

       G729B   

       G729AB   

       GSM FULL RATE   

       GSMFULLRATE   

       GSM HALF RATE   

       GSMHALFRATE   

       t38   

       t38-strict   

       t38-loose   

       t38-gw   

       speex   

       PSST   

       G726-40   
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       G726-32   

       G726-16   

       G726-24   

       AMR   

       AMR-WB   

       opus   

       telephone-event   

       NSE   

       iLBC   

       EVRC   

       G.Clear   

       CCD   

       G.nX64   

       G168EC-IC   

       G168EC-OG   

       CN   

       red   

       CLEARMODE   

       H261   

       H263   

       H263-1998   

       H263-2000   

       H264   

       VP8   

       EVS   

Routes Realtime  If no DB Parameter is used to 

define a hunt group route 

this attribute can be used to 

identify the outbound hunt 

group route. 

    

Add Routes Realtime  If no DB Parameter is used to 

define a hunt group route 

this attribute can be used to 
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identify the outbound hunt 

group route. 

RouteAlgorithm Realtime Hunt Low This defines the TDM hunting 

algorithm for selection of 

outgoing calls on the  hunt 

group 

Hunt High Select highest free circuit 

       Hunt Low Select lowest free circuit 

       Incremental Select next free highest circuit from last chosen circuit. 

       Decremental Select next free lowest circuit from last chosen circuit 

       Drop Insert Index the selection from this hunt group from the index of 

the circuit on the incoming hunt group 

       DropInsert Index the selection from this hunt group from the index of 

the circuit on the incoming hunt group 

       LCR Select based on Least Cost Routing 

       Loadshare   

       Percentage   

       Percentage NER   

       Hunt High Low   

Reject Cause Realtime  If this attribute is set to 

anything larger than zero any 

calls that would have routed 

through this routing criteria 

will be rejected with the 

specified reject cause. 

    

Local Congestion 

Cause 

Realtime 3 For any calls that are routed 

through this routing criteria 

and are subsequently 

rejected within the SVI - the 

call will be rejected with this 

reject cause. 

    

Remote 

Congestion Cause 

Realtime 3 For any calls that are routed 

through this routing criteria 

and the final selected 

outgoing hunt group is 

congested - the incoming call 
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will be cleared back with this 

release cause. 

CDR Realtime  This option allows for the 

user to capture Call Detail 

Records (CDRS) in an ASCII 

CSV file written to disk 

directly on the SVI. This will 

not affect the collection of 

CDRS in the SQL database. 

The time and date CDR files 

are located in 

/home/squire/cdr/. 

CDROff Do not produce ASCII CDR files 

       CDR Off Do not produce ASCII CDR files 

       Type 0   

       Type 1   

       Type 2   

       Type 3   

       Type 4   

       Type 5   

       Type 6 Produce ASCII CDR files to type 6 fixed format 

       Suitius   

       Configurable Produce ASCII CDR files to the configurable CDR format 

gzip CDRs Realtime    True   

       False   

CDRminimum call 

state 

Realtime All This defines the minimum call 

state at which a cdr needs to 

be written for a call. Default 

value is all which means cdr 

will be written always. 

All Write cdr for all calls. 

       Ring Write cdr for all calls that goes at least to ringing state or 

further. 

       Answer Write cdr for all calls that goes at least to answer state or 

further. 

CDRInterval Realtime    Daily Produce a new CDR ASCII file daily 
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       Hourly Produce a new CDR ASCII file hourly 

CDRName Realtime  If ASCII CDR files are being 

used this allows for a 

different file name prefix to 

be used for each routing 

criteria. 

    

Setup Realtime 0 Number of calls reaching 

setup for the routing criteria 

    

Ring Realtime 0 Number of calls reaching 

ringing for the routing criteria 

    

Answer Realtime 0 Number of calls reaching 

answered for the routing 

criteria 

    

Congestion Realtime 0 Number of calls congested 

for the routing criteria 

    

Rejected by 

Criteria 

Realtime 0 Number of calls rejected for 

the routing criteria 

    

Minutes Realtime 0 This is an indication of the 

total number of answer 

minutes that calls associated 

with this routing criteria have 

accumulated since the system 

was started. 

    

24H Setup Realtime 0 This provides the total 

number of calls handled by 

this routing criteria since 

midnight. This attribute has 

been superseded by the GUI 

web statistics. 

    

24H Ring Realtime 0 This provides the total 

number of calls handled by 

this routing criteria that have 

gone to ringing since 

midnight. This attribute has 
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been superseded by the GUI 

web statistics. 

24H Answer Realtime 0 This provides the total 

number of calls handled by 

this routing criteria that have 

gone to answer since 

midnight. This attribute has 

been superseded by the GUI 

web statistics. 

    

24H Hour 

Congestion 

Realtime 0 This provides the total 

number of calls handled by 

this routing criteria that have 

been rejected due to 

congestion reasons since 

midnight 

    

24H Hour Rejected 

by Criteria 

Realtime 0 This provides the total 

number of calls handled by 

this routing criteria that have 

been rejected by the routing 

criteria since midnight. 

    

24H Minutes Realtime 0 This is an indication of the 

total number of answer 

minutes that calls associated 

with this routing criteria have 

accumulated since midnight. 

    

Active Realtime 0 This provides the total 

number of current active calls 

on this routing criteria. This 

attribute has been 

superseded by the GUI web 

statistics. 

    

CDR Setup Realtime 0 Number of calls in the 

routing criteria that have sent 

CDR Setup 
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CDR Answer Realtime 0 Number of calls in the 

routing criteria that have sent 

CDR Answer 

    

CDR Accepted Realtime 0 Number of calls in therouting 

criteria that have sent CDR 

Accepted 

    

ACD Secs Realtime 0 Current ACD (Automated Call 

Distribution) Seconds 

    

PDD Secs Realtime 0 Current PDD (Post Dialing 

Delay) Seconds 

    

ACD Realtime 0 This provides the ACD 

(Average Call Duration) in 

seconds for all calls on this 

routing criteria. This attribute 

has been superseded by the 

GUI web statistics. 

    

PDD Realtime 0 This provides the PDD (Post 

Dial Delay) in seconds for all 

calls on this routing criteria. 

This attribute has been 

superseded by the GUI web 

statistics. 

    

ASR Realtime 0 This provides the ASR 

(Average Seize Ratio) in 

seconds for all calls on this 

routing criteria. This attribute 

has been superseded by the 

GUI web statistics. 

    

NER Realtime 0 Network Effectiveness Ratio 

for routing criteria 

    

SQAPI Service Realtime  Enables HTTP based call back 

service configured through 

SQAPI resource 

True   

       False   
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CNAM Service Realtime Not 

Supporte

d 

Enables CNAM Lookup 

service and the type of 

lookup behaviour 

Not Supported   

       Enabled   

       Enabled Force Query   

Radius AA Realtime None Defines the mechanism for 

authentication of registering 

SIP endpoints. 

None No External AA to be performed 

       External External AA (Radius messages are sent to radius server) 

       Internal Uses internal SVI authentication checking 

       SQL_Credit_Check Enables SQL credit checking (Billing only) 

       SQL_REG Used SQL authentication 

       SQL End of Life 

AA Server Realtime  If a third party radius server is 

used for AA this resource 

identifier points to the Radius 

Resource which defines the 

radius server to be used from 

this routing criteria. 

    

Radius Service 

Type 

Realtime RADServi

ce_Type_

Default 

This allows for the radius 

service type to be configured 

in the Radius Accounting 

message for this routing 

criteria. 

    

Authenticate/Auth

orise 

Realtime Never For SIP registering end points 

this allows for the user to 

define when an end point will 

be challenged to authorise 

themselves. 

Never Never challenge the end point 

       Registration Challenge the end point on registration only 

       Calls Challenge the end point on incoming calls only 

       Always Challenge the end point on incoming calls and registration 
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Authenticate 

Method 

Realtime Draft 

Sterman0

1 

Different Radius servers 

require different formats of 

the radius message for an 

Access Request Message to 

authenticate the call. This 

attribute defines who the SVI 

is communicating with so 

that the SVI can send the 

correct format of the Access 

Request Radius message. 

Cisco sip-hdr Use against a Cisco Radius Server 

       Draft Sterman01 Use if the Authentication method is via Draft Sterman01 

       Draft Digest06 Use if the Authentication method is via Draft Digest06 

       Calling Number Use if authentication is only against calling party number 

       Password Use if authentication is against calling party number and 

password 

       PortaOne Use against a PortaOne server 

       Calling IP Use if authentication is against the callling party's IP address 

       Jerasoft Use against a Jerasoft server 

Authorise Method Realtime Called 

Number 

Different Radius servers 

require different formats of 

the radius message for an 

Access Request Message to 

authorise the call. This 

attribute defines who the SVI 

is communicating with so 

that the SVI can send the 

correct format of the Access 

Request Radius message 

None   

       Called Number Use if the Authorise method requires the called party number 

in the Radius Called Station Id 

Radius Accounting Realtime None This defines the behaviour of 

the radius accounting 

between the SVI and the 

Radius Server 

None No Radius accounting 



 

249 of 465          

SVI Resource Glossary 

       Out If set a Radius accounting record will be sent for the 

outbound leg 

       In If set a Radius accounting record will be sent for the inbound 

leg 

       Start If set, on the start of the call an accounting record will be sent 

       Stop If set, of the completion of the call an accounting record will 

be sent 

       Answered Stop If set, of the completion of the call an accounting record will 

be sent only if call has gone to answer state 

       Outgoing Out+Start+Stop 

       Incoming In+Start+Stop 

       Outgoing StopOnly Out+Stop 

       Incoming StopOnly In+Stop 

       InAndOut In+Out+Start+Stop 

Radius Identity Realtime Default For Radius messages this 

attribute allows for the 

Radius User Name to be 

identified by one of the 

below options 

Called Use the called party number 

       Calling Use (In order of priority/availability) ;AAA-Accounting name 

(set on hunt group) ; Redirecting Number ; Calling party 

number / 'From:' ; Db-modified Calling Party Number 

       SIP 'From:' User The 'user' component of the SIP 'From:' header e.g. 

sip:user@domain.com 

       IP Use the VoIP destinations IP address 

       NAS Use the name from the radius server resource 

       Username Use the VoIP destinations username 

       AAA Name Use the hunt groups AAA Accounting name 

       Default Use the name from the radius server resource 

       Calling Legacy Use - (In order of priority/availability) ; Redirecting Number ; 

Calling party number / 'From:' ; Db-modified Calling Party 

Number 

Accounting Server Realtime  This resource identifier points 

to the Radius resource that 
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contains the setup 

information for the Radius 

accounting Server. 

SQL Realtime 0/*MAX_S

QLS*/ 

This resource identifier points 

to the SQL resource that will 

be used to execute the 

routing SQL procedures. This 

identifier also sets the Action 

field - which is maintained for 

compatibility but is EOL. 

    

h323-Call-Origin Realtime  This allows for a user defined 

string to be used in the 

Radius Cisco-H323-Call-Orign 

attribute 

    

h323-Call-Type Realtime  This allows for a user defined 

string to be used in the 

Radius Cisco-H323-Call-Type 

field 

    

Routing AA Server Realtime  The SVI supports an 

extension to the Radius 

protocol allowing for a 

Radius server to determine 

the routing decisions over 

radius. If this resource 

identifier is set the SVI will 

interact with the Radius 

Routing Server to obtain its 

routing decisions. 

    

Interim-Update 

Period 

Realtime 0 If a Radius server supports 

the interim update period 

procedure - this attribute 

defines the interim update 

period in seconds. This 

procedure is used to ensure 

that the radius server and the  
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SVI do not get out of step for 

a calls current status 

Match End Realtime True When selecting a routing 

criteria the SVI will look 

through all routing criteria's 

to make a match. If when a 

match on a single routing 

criteria has been made and 

you require to routing to be 

actioned immediately then 

set this flag to True. 

    

Hunt Realtime 0 This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

    

Action Realtime  This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

Get-Routing SQL   

       Get-Rate SQL   

Add Action Realtime  This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

Get-Routing   

       Get-Rate   

CDR SQL Realtime  To enable the CDR SQL 

operations this resource 

identifier must point to a CDR 

resource which contains the 

profile of the SQL API which 

populates the SQL records. 
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Control Bits Realtime RC_CTRL_

NONE 

This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

    

Description Realtime        

Show CDR Realtime 0 Shows the CDR parameters 

available in current CDR Type 

setup.Only applicable in 

telnet interface. 

    

Cdrs Resource Realtime  If ASCII CDR mode is 

configurable then this 

resource identifier points to 

the CDRS resource which 

defines the configurable 

CDR's profile 

    

Options Realtime 0 This bit mask flag provides 

extra functionality to the 

routing criteria 

SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Emergency To handle emergency routing for unknown SIP endpoints that 

are trying to contact the emergency services the following 

needs to be applied 1) The system resource Emergency 

Routing Criteria is set up 2) A routing criteria with the options 

flag Emergency is set up including db parameters that defines 

the numbers that are allowed to be called through this 

emergency routing criteria. 

       CNAM calls matching this RC will use the CNAM service 

       LNP calls matching this RC will use the LNP service 

       Use-Route-Header Uses the SIP Header SVI-Route to determine the outgoing 

route 

       RFC3261-Route-Hdr-

Routing 

Enables SIP Domain based routing based on domain 

information available in Request URI/Route headers.Only 

applicable to proxy SBC builds. 

       Rad-Acc-No-h323-conf-

id 

If set, h323-conf-id will not be included in Radius Accounting 

messages. 
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       SRI has no effect 

       Clear-On-Fax-Detect call will be cleared if Fax Tone is detected by the Media 

Gateway.TDM-SIP calls only 

       SQL-Route-Before-Auth for calls which are Radius Authorised and SQl routed. 

Normally Authorisation happens first. Setting this option 

makes the routing happen first. Needs to be set if the cdpn 

will be translated by the SQL, and the radius will only 

authorise the translated number. 

       Only-401-Challenge-

INVITEs-from-

Registered-EP 

INVITEs are normally 401 challenged before radius auth, (if 

the right combination of RC Authenticate/Authorise 

/Authenticate method / Radius AA settings are set) Enabling 

this option will prevent the challenge being sent; the radius 

access-request will be sent immediately, with whatever 

authentication information (user/password/secret etc) is 

available.(If the endpoint has already registered, but has not 

supplied the authentication digest in the INVITE, it will still be 

challenged) 

       B2B-Mode Enable Back to Back User Agent mode in a Proxy SBC setup 

       SQL-CDR-Billing-Digits-

Unnormalised 

Enables sending Billing CDPN and Billing CGPN as 

unnormalised incoming digits for SQL based CDR records 

       GMSC-CDR-Replace-IC-

CDPN 

Enables replacing the incoming side cdpn with digits 

obtained from SRI or CAMEL dip in cdr's. Applicable for 

GMSC product 

DNS Realtime 0 If this routing criteria is setup 

to route by DNS lookup this 

user string defines the DNS 

lookup record. This would 

generally have the format 

_sip._udp.squire.co.uk for 

example. 

    

Reject Location Realtime None For ISUP call rejection at the 

routing criteria - this attribute 

defines the location of the 

rejection for the backward 

REL message. 

None   
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       User   

       Private-network-serving-

local-user 

  

       Public-network-serving-

local-user 

  

       Transit-network   

       Public-network-service-

remote-user 

  

       Private-network-service-

remote-user 

  

       International-network   

       Network-beyond-

interworking-point 

  

TTL Realtime 0 DNS Lookup Time-To-Live.     

SS7 Stack Realtime  The SS7 stack resource 

instance used for 

CNAM/LNP/800 lookups. 

    

CNAM SCCP DB Realtime  The SCCP DB Resource used 

to construct the SCCP 

Called/Calling Party 

addresses for CNAM lookup. 

If not set - hard-coded 

default values are 

used.Within the SCCP DB 

resource; only the setCgpn... 

and setCdpn attributes are 

used. 

    

SRI SCCP DB Realtime  The SCCP DB Resource used 

to construct the SCCP 

Called/Calling Party 

addresses for SRI lookup. If 

not set - hard-coded default 

values are used.Within the 

SCCP DB resource; only the 

setCgpn... and setCdpn (apart 
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for the SMSC digits) 

attributes are used. 

INITIAL DP DB Realtime        

SQL MatchDb Realtime 0 The DB Parameter Resource 

used to do failure routing if 

no SQL resources are 

available .Works similar to 

internal routing based on 

MatchDb attribute only 

triggered if sql based routing 

fails. 

    

Max Forwards Realtime 5 The number of SRI attempts 

that can be attempted in the 

system before releasing the 

call due to loop detected.  

This number of attempts will 

include the number of 

diversions received on the SIP 

leg of the called 

    

CAMEL MatchDb Realtime 0 The DB Parameter Resource 

used to do normalise 

Destination Routing Address 

coming back in CAMEL 

Connect response before 

doing further routing .Takes a 

range of Db parameters. 

    

SQL Reject Action Realtime Reject This defines the action that 

needs to be taken by the 

system if a SQL based routing 

fails with Reject/No 

Routes/Error. 

Reject   

       No Match   

UniqueString Realtime  If TraversedCallID option of 

VoIP Destination resource is 

configured - a unique 
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identifier gets added to 

radius accounting request. 

This attribute will get added 

as a suffix to the unique 

string generated by the 

system. 

LNP SCCP DB Realtime  The SCCP DB resource that 

will be used to normalise any 

outgoing LNP request from 

Callcontrol task 

    

CNAM Business 

Logic Resource-

Name 

Realtime  The Business Logic Resource 

name to be used for CNAM 

dips that use the smsc 

process 

    

LNP Business Logic 

Resource-Name 

Realtime  The Business Logic Resource 

name to be used for LNP dips 

that use the smsc process 

    

LI MatchDb Realtime 0 The range of Db parameters 

used to match to make 

decision on whether Lawful 

Intercept is required or not. 

This is applicable only to SIP 

Proxy SBC setup and works 

only with Utimaco LI Systems. 

See solution #1162 for details 
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TsMap          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed    TS Map   

card Managed  Specifies the originating card 

for which the 64Kbit timeslot 

is originating on 

    

parent Managed        

duplex Managed True Specifies whether the switch 

connect On Duplex is a 

duplex or simplex connection 

(i.e. both way or one way 

connection) 
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srctype Managed  Defines the type of the 

source of the 64Kbit timeslot 

H100   

       E1Interface   

       HDLCController   

       MVIP   

srcstream Managed  Value depends on the 

SrcType 

    

srctimeslot Managed  Defines the source timeslot 

H100 0-127 dependant on 

the SrcType 

    

desttype Managed  Defines the type of the 

destination of the 64Kbit 

timeslot 

H100   

       E1Interface   

       HDLCController   

       MVIP   

deststream Managed  Value depends on the 

DestType 

    

desttimeslot Managed  Defines the destination 

timeslot dependant on the 

DestType 

    

Inservice Managed        

Outservice Managed        

Description Managed        

Options Realtime    SNMP-Trap   
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SS7 Stack          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed        

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed    ISUP Stack For ITU/ETSI based variants of ISUP 

       IUP Stack For IUP(BTNUP) 

       TUP Stack For TUP 

       ANSI Stack For ANSI ISUP 

       ANSI SCCP Stack   

       ITU SCCP Stack   

       NAS   

       NFAS Stack   

       SCCP Router Stack For SCCP Routing Mode - End of Life 

       SS7 Parent Stack   
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       SCTP For SCCP Passthrough to M3UA Mode 

Map Managed  End of Life     

MTPL3 Managed Internal Defines if the internal MTP 

Layer 3 stack is to be used - 

or external or M3UA (no MTP 

Layer 3). 

Internal Use the Internal Stack 

       External Use an External Stack (no longer used) 

       M3UA Use M3UA 

MTPL4 Managed External Defines if the internal ISUP 

stack is to be used or 

external. 

Internal Use Internal Stack 

       External Use External Stack (No longer used) 

Originating Point Managed  Links to the Originating Point 

Resource for the routeset. 

    

Destination Point Managed  Links to the Destination Point 

Resource for the routeset. 

    

IP Managed  End of Life     

AS Managed  For SCTP Type sets the M3UA 

AS the SCCP will pass 

through to. 

    

SIO Managed 5 Sets the Service Indicator for 

the Stack. 

    

IUP ISDN Managed Map 

ISDN 

Sets the behaviour for ISUP 

call types. 

Map ISDN Map ISDN (Default) 

       Reject Reject the call 

       Map Telephony Map Telephony 

IUP ACI Request Managed Presentati

on and 

Full 

Sets the type of information 

requested when ACI is sent. 

None None 

       Full Calling Full Calling Number 

       Full Forward Full Forwarding Number 

       Full Calling and Forward Full Calling and Forwarding Numbers 

       Presentation Presentation Number 

       Presentation and Full Presentation and Full Calling Numbers 
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       Presentation and 

Forward 

Presentation and Forwarding Numbers 

       Presentation and 

Forward and Full 

Presentation, Full Calling and Forwarding Numbers 

IUP ASUI Type Managed Type 1 

Full 

Sets the type of ASUI for IUP. Type 1 Full Full numbers requested (default) 

       Type 2 Partial Partial numbers requested 

IUP No OLI Managed Request 

OLI 

Set behaviour for OLI in IUP Request OLI   

       Send Partial   

       Send No OLI   

ISUP T13 Managed 300 Set ISUP Timer 13 (default 

300 second). 

    

ISUP T21 Managed 20 Set ISUP Timer 21 (default 20 

second). 

    

ISUP T24 Managed 20 Set ISUP Timer 24 (default 20 

second). 

    

ISUP T25 Managed 1 Set ISUP Timer 25 (default 1 

second). 

    

ISUP Timers Managed  Link to Timer resource for 

setting of all ISUP Timers. 

    

PCLI Managed 0 Set Partial CLI to be 

presented if requested by 

network 

    

Protocol Managed ITU White 

Book 

Set the specific ISUP protocol 

used. 

ITU White Book   

       ITU Blue book   

       ANSI   

       French SPIROU   

       UK ISUP   

       Finnish ISUP   

       Brazillian ISUP   

       NZ ISUP   

       Polish ISUP v1   
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       Polish ISUP v2   

COTFrequency Realtime 0 Set the frequency of how 

often a COT test should be 

performed per number of call 

attempts. 

    

Network 

Appearance 

Realtime 0 End of Life     

Options Managed None Set specific options on the 

SS7 Stack. 

None   

       Ignore-Progress End of Life 

       SS7 Accelerated Assumes Local Blocks are available with out UBL/UBA 

exchange 

       Route SST Route SCCP SST messages rather then terminate them 

       Include Appearance End Of Life 

       ANSI SCCP is 

International 

Enables International style encoding of SCCP UDT message 

similar to ITU SCCP 

       Ignore-UCIC Ignores any UCIC messages received on a configured Circuit 

       Handle-XUDT-as-UDT Decodes any received XUDT as if it is UDT at SCCP Stack 

       Modify-SCCP-Msg Enables STP style label based parameter modification for 

outgoing SCCP messages 

       ANSI-ISUP-Special-GRS Generate special GRS for ANSI ISUP 

       No-Route send REL If no-route found for a configured circuit send REL for IAMs 

using defaultRELcausecode 

       Ignore-GRA Internal Testing Only. Stops the SVI from processing GRA 

messages. 

       SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

Description Managed        

Service Managed 0 Set the high level service 

type. 

Map   

       SMS   

       TCAP   

       INAP   

       SRI   
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       CNAM   

       LIDB   

       800   

       LNP   

       IWF   

       ISUP   

       CC   

       BL   

ACC DrateStart Managed 5 Sets the Start Percentage for 

decreasing traffic rate 

(default 5). 

    

ACC DrateEnd Managed 50 Sets the maximum 

percentage for decreasing 

traffic rate (default 10). 

    

ACC Drate Managed 0 Current percentage being 

used to decrease traffic rate. 

    

ACC Irate Managed 10 Percentage to be being used 

to increase traffic rate 

(default 10). 

    

ACC Max Managed 5 Calls per second rate at which 

to trigger ACC. 

    

ACC Min Managed 2 Calls per second rate at which 

to allow traffic increase 

(disable ACC). 

    

ACC Throttle Managed 0 Current call/second throttle 

applied to outgoing traffic. 

    

ACC Congestion Managed False Flag to show if ACC is 

currently being applied. 

True   

       False   

ACC Apply Managed False Flag to configure if ACC 

should be used on this route. 

True   

       False   

ACC Tabate Managed 20000 Configurable Timer that 

monitors if congestion has 
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abated and ACC can be 

removed. This requires 

consecutive samples to be 

below the min REL rate for 

time Tabate. 

ACC Sample Managed 0 Result of the current sample.     

ACC Statistics Managed  Link to Statistics resource to 

allow more monitoring. 

    

Service GT Realtime  Sets the calling party digits 

for the SCCP and the GMSC 

Address for SRI Lookups only 

    

Pass-Through-

TCAP 

Realtime False For InitialDp allows the SCCP 

Data to be passed through 

the TCAP Stack unchanged 

True   

       False   

Stacks Realtime  For Parent Stack type; this 

attribute should be set with 

the child SS7 Stack resources 

to be handled b 

    

Algorithm Realtime Redunda

nt 

Set the type of message 

distribution algorithm to 

apply for a setup with Parent 

stack controlling multiple 

child stacks. 

Redundant Select the first available child resource 

       Round Robin Loadshare across all available child resources 

       Priority Select the first available child resource of the highest priority 

Priority Realtime 0 The priority of the Stack. 

Higher values are higher 

priority. Only affects Child 

stacks 

    

ReqCount Managed 0 Internal use only.Request 

count used to keep track of 

messages for applying 

algorthm specified by 

Algorithm attribute. 
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CAP SSN Realtime 146 List of Subsystem Numbers 

(SSN) that needs to be 

considered as CAMEL 

Subsystem numbers. 

    

CAMEL Phases Realtime Phase 2 Set the supported CAMEL 

Phases value to be sent in 

Send Routing Info(SRI) 

request sent out. 

None   

       Phase 1   

       Phase 2   

       Phase 3   

       Phase 4   

INAP Application 

Context 

Realtime  Set the application context 

value that needs to be used 

in INAP Initial DP message 

sent out. 

    

Ignore API Client Realtime False Indicates whether MAP Stack 

should ignore any API Client 

resource configurations to 

decide where a received 

message is terminated 

internally. 

True   

       False   

Default REL cause 

code 

Realtime 34 When no-route found for a 

configured circuit send REL 

for IAMs with this cause code 

    

Sccp Xudt Started 

Count 

Managed        

Sccp Xudt Started 

Completed 

Managed        

ReqCount Managed 0 Internal use only.Request 

count used to keep track of 

messages for applying 

algorthm specified by 

Algorithm attribute. 
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Split into Xudt 

Percent 

Managed        

Split into Xudt 

Drop 

Managed        

Split into Xudt 

Max Delay 

Managed        
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Media Gateway          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    MGCP Media Gateway   

       MEGACO Media 

Gateway 

  

       MGCPProxy Media 

Gateway 

  

       MEGACOProxy Media 

Gateway 

  

ipsocket Realtime INVALID_

PARENT 

IP resource reference to be 

used for this media gateway 

connection 
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THIST Realtime 30 Period of time before sent 

responses are discarded.0-n 

(seconds) Default 30 

    

TMAX Realtime 20 Period of time after which 

commands are not 

retransmitted. 0-n (seconds) 

Default 20 

    

Max1 Realtime 5 No of retries before DNS is 

re-checked for 1st time. 0-n 

(retries) Default 5 

    

Max2 Realtime 7 No of retries before DNS is 

re-checked for 2nd time.0-n 

(retries) Default 7 

    

TPING Realtime 0 Enables sending of Periodic 

keepalive AUEP audit 

endpoint message to verify 

connectivity to Media 

Gateway. Only applicable to 

MGCP protocol 

    

LONGTRAN Realtime 5 Period of time before 

command is repeated when 

'provisional response' has 

been received from media 

gateway.0-n (seconds) 

Default 5 

    

RTO Realtime 200 Initial setting of 

retransmission timer. This 

value is exponentially 

increased after each 

retransmission.0-n 

(milliseconds) Default 200 

    

ResolveDNS Realtime NeverRes

olve 

Controls the resolving of DNS 

during retransmissions 

ResolveAtMax1   

       ResolveAtMax2   

       ResolveAtBoth   
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       NeverResolve   

Define Period Realtime 0 Packetization or frame 

duration to be set in local 

connection options. Only 

used if the packetization 

requested is other than 

default 20 ms 

    

Audit Capabilities Realtime 0 Request to audit capabilities 

of Media Gateway. Only 

applicable to MGCP for 

sending AuditEndpoint AUEP 

request. 

    

name Realtime  The MGCP/MEGACO name of 

the media gateway 

    

tsPrefix Realtime  Allows for the prefixing of the 

endpoints timeslot name 

    

Version Realtime  Contains the version string 

for the MGCP/MEGACO 

connection 

    

Owner Task Realtime  The internal task name that 

handles messages for thsi 

media gateway - choice of 

MGCP/MEGACO depending 

on protocol in use 

    

RX Command Task Realtime  The internal task that handles 

callcontrol. Always set to 

callcontrol in svi-ss;Router for 

mgway process that act as 

rtprouter;mgswitch for 

mgway process for all other 

scenarios 

    

End Realtime MGC The end this configuration is 

setup to act as. Always set to 

MGC for svi-ss; MG for 

mgway 

MGC   
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       MG   

destaddress Realtime INADDR_

ANY 

Specifies the Media Gateways 

actual IP address 

    

destport Realtime 0 Specifies the Media Gateways 

actual IP port address 

    

dtmf Realtime Default When set to Report or 

Persistent; will request 

notification of TDM DTMF 

events from the MG; which 

will then be sent as SIP/H323 

events 

Default   

       Report Detect inband DTMF and send out of band signalling DTMF - 

eg: SIP INFO 

       Persistent   

RingBack Realtime  If set to On - the SVI will 

instruct the Media Gateway 

to play ringback on the TDM 

endpoint (not the RTP 

connection) if a VoIP 

endpoint is ringing with no 

media. 

On   

       Off   

       Voip Calls Only   

COT tone Realtime Loopback When an SS7 switch requests 

continuity checking; 

'Loopback' loops the E1 on 

itself; 'Two-tone' plays a 

response tone when an initial 

tone is detected 

Loopback The loopback method is performed on four-wire circuits 

using a single tone;Using the loopback method; the 

terminating exchange connects the transmit path to the 

receive path; forming a loopback to the originator. The 

originator measures the tone coming back to ensure that it is 

within the specified parameters 

       Two-Tone The transceiver method is used for two-wire circuits using 

two different tones.When the transceiver method is used; the 

transmit and receive path are connected to a tone transceiver 

that measures the tone coming from the originating 

exchange and sends a different tone back to the originating 

exchange. 
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T38fax Realtime none T.38 based fax handling 

options 

t38-strict   

       t38-loose   

       t38-gw   

       none   

TDM to TDM Realtime RTP Define method of handling of 

TDM to TDM calls. 

Internal Use the internal timeslot mapping capability of mgway 

process - usually used in the 9225 product 

       RTP Use the MGCP/MEGACO protocol to create two RTP 

connections and join them together - usually used in 

MG/MGC products 

       RTP Internal   

       Internal RTP   

       HPIN   

NAS Realtime Off Enable NAS package for 

Media Gateway. Only 

applicable to 

MEGACO/H.248. 

Lucent   

       Cisco   

       Off   

NAS Term Prefix Realtime  Define NAS Termination 

prefix.Only applicable to 

MEGACO/H.248. 

    

IP Term Prefix Realtime  Define IP Termination 

prefix.Only applicable to 

MEGACO/H.248. 

    

Failure threshold Realtime 0 Define a threshold for 

consecutive failures on a 

specific circuit. If the number 

of errors returned for a 

specific Media Timeslot 

exceeds the set threshold; the 

corresponding Circuit 

resource will be taken out of 

service automatically. 
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dtmfLCO Realtime no fmtp Defines what fmtp value is to 

be sent towards Media 

Gateway for telephone-event 

codec based RFC2833 

DTMF.Applicable to MGCP 

only. 

no fmtp No fmtp string will be set 

       local fmtp fmtp string from local codec definition will be used. Codec 

resource instance 52 defines telephone-event codec. 

       remote fmtp fmtp string from remote side will be used 

Offline Realtime False Enables internal loopback for 

MGCP based 

configuration.Allows for 

testing of call signalling 

without having to 

communicate to a Media 

Gateway. Useful for 

signalling/load testing 

    

Reserved Value Realtime None Enable rsb package for IP 

terminations.Applicable to 

MEGACO/H.248 only. 

None   

       On   

       Off   

gm/rsb Realtime None Disable reserved value RV 

package if set to off. 

Reserved Package RV is not 

added otherwise.Applicable 

to IP Terminations in 

MEGACO/H.248 only. 

None   

       On   

       Off   

Define Bandwidth Realtime 0 Set b=AS:96 in SDP towards 

Media Gateway to control 

bandwidth selection. Only 

applicable to MEGACO/H.248 
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NegotiateRCCodec

s 

Realtime False Skips negotiation of codecs 

returned by Media Gateway 

against Routing Criteria 

codecs for Connect Path 

response. Useful to interwork 

with TNT Media Gateway. 

    

Inservice Realtime        

Outservice Realtime        

Description Realtime        

Dual Loop Action Realtime True Enable turning off loopback 

connection for COT using a 

separate MDCX message 

after the COT tone testing is 

complete. 

    

H248 Audit Items Realtime H248_AU

DIT_ALL 

Define the items to be 

included in  Media Gateway 

audit for MEGACO/H.248 

protocol. 

None   

       Media   

       Mux   

       Modem   

       Signals   

       EventBuffer   

       Digitmap   

       Stats   

       Events   

       Packages   

       ObservedEvents   

H248 Pretty Realtime True Default on. Adds tabs and LFs 

to MEGACO lines 

    

Options Realtime None Media Gateway resource 

specific options 

None   

       MGCP Accelerated End of Life 
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       Transcoding Gateway Enable SIP to SIP calls with transcoding - generally used 

either with a transcoding hardware from Sangoma/OCtasic or 

software based transcoding from Pika 

       SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Treat-Ep-Ranges-As-

Interface 

If ranges are received in an MGCP command, the command is 

treated as if it specified the whole parent interface 

       H248 Always ACK For MGs using H248/MEGACO always send an ACK to end a 

transaction 

Max TC Resources Realtime 0 Maximum number of VoIP to 

VoIP transcoding resources 

available 

    

Used TC Resources Realtime 0 Number of VoIP to VoIP 

transcoding resources in use 

    

Pad TC Resources Realtime 20 Padding value for 

transcoding resources. If 

Used TC Resources is greater 

than or equal to Max TC 

Resources less Pad TC 

Resources then the Media 

Gateway is considered as fully 

utilized for transcoding 

capacity and an alternate 

Media Gateway will be 

selected for new calls that 

require transcoding. 

    

Retransmits Realtime 0 Count of request 

retransmissions since startup 

for this Media Gateway 

connection.Only applicable to 

MGCP. 

    

Supported Media Realtime all Defines supported media 

types for this Media Gateway 

connection 

audio The endpoint supports audio only 

       image The endpoint supports image only 
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       video The endpoint supports video only 

       all The end point supports image,video and audio 

DummyMediaIPAd

dress 

Realtime  When Offline attribute is set; 

this will be used as Media IP 

Address in all calls 

    

DummyMediaPort Realtime 6000 When Offline attribute is set; 

this will be used as Media 

Port in all calls 

    

DummyMediaCod

ec 

Realtime G711 

ULAW 

When Offline attribute is set; 

this will be used as Media 

Codec in all calls 

G711 ALAW 64K   

       G711 ALAW   

       G711ALAW64K   

       G711ALAW   

       G711 ULAW   

       G711 ULAW 64K   

       G711ULAW   

       G711ULAW64K   

       G722 64K   

       G722   

       G72264K   

       G722 56K   

       G72256K   

       G722 48K   

       G72248K   

       G723.1   

       G723.1 LOW RATE   

       G7231LOWRATE   

       G7231HIGHRATE   

       G723.1 HIGH RATE   

       G723.1 LOW RATE_SS   

       G723.1 HIGH RATE_SS   

       G728   
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       G729   

       G729A   

       G729B   

       G729AB   

       GSM FULL RATE   

       GSMFULLRATE   

       GSM HALF RATE   

       GSMHALFRATE   

       t38   

       t38-strict   

       t38-loose   

       t38-gw   

       speex   

       PSST   

       G726-40   

       G726-32   

       G726-16   

       G726-24   

       AMR   

       AMR-WB   

       opus   

       telephone-event   

       NSE   

       iLBC   

       EVRC   

       G.Clear   

       CCD   

       G.nX64   

       G168EC-IC   

       G168EC-OG   

       CN   

       red   
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       CLEARMODE   

       H261   

       H263   

       H263-1998   

       H263-2000   

       H264   

       VP8   

       EVS   

TMIT Realtime 0 If setup with a value in 

milliseconds; this attribute 

will enable sending of a 

MEGACO Modify with 

Maximum Inactivity Timer 

value as configured value(in 

milliseconds) after a Service 

Change message is received 

from Media Gateway. Default 

is 0(off) 

    

TMIT Delay Realtime 1000 When TMIT timer is enabled; 

this delay(default 1000 

milliseconds) will enable the 

Service Change transaction to 

be complete before the 

Modify with Maximum 

Inactivity Timer value is sent 

    

TMIT ExcludeList Realtime  If set with a error code or a 

comma separated set of error 

codes expected in Service 

Chage message; eg: 908 MG 

Impending Failure; this will 

exclude sending Modify for 

Inactivity Timer controlled by 

attribute TMIT 
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Always SC Reply Realtime False Set on will cause MGC to 

always reply positively to 

Megaco Service changes 

True   

       False   

H.248 RTP 

TermPrefix 

Realtime  Media Gateway specific RTP 

termination prefix to indicate 

the prefix used for H.248 rtp 

terminations dynamically 

allocated.Default value is RTP 
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SQAPI          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

controllingEnd Realtime    None   

       AEnd   

       BEnd   

nonControllingDel

ay 

Realtime        

answerATimer Realtime        

answerBTimer Realtime        

AuthTimer Realtime        

FixedAPartyNo Realtime        

Description Realtime        
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Options Realtime    SNMP-Trap   
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CDR          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

state Realtime    Idle   

       Setup   

       Ringing   

       Answered   

       Clearing   

       Routing   

       Retry   

       Transfer   

       COT Test   



 

282 of 465          

SVI Resource Glossary 

       Ringout   

ic Realtime        

ic cct Realtime        

icnetwork Realtime    ISUP Circuit   

       ISUP Circuit DI   

       IUP Circuit   

       IUP Circuit DI   

       TUP Circuit   

       TUP Circuit DI   

       ANSI Circuit   

       ANSI Circuit DI   

       SQAPI Circuit   

       H323 Stack   

       SIP Stack   

       ISDN Circuit   

       Acu R2 Circuit   

       Acu ISDN Circuit   

       SIP Stack   

icAddress Realtime        

icPort Realtime        

icAdjAddress Realtime        

icAdjPort Realtime        

og Realtime        

og cct Realtime        

ognetwork Realtime    ISUP Circuit   

       ISUP Circuit DI   

       IUP Circuit   

       IUP Circuit DI   

       TUP Circuit   

       TUP Circuit DI   

       ANSI Circuit   

       ANSI Circuit DI   
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       SQAPI Circuit   

       H323 Stack   

       SIP Stack   

       ISDN Circuit   

       Acu R2 Circuit   

       Acu ISDN Circuit   

       SIP Stack   

ogAddres Realtime        

ogAddress Realtime        

ogPort Realtime        

ogAdjAddress Realtime        

ogAdjPort Realtime        

start Realtime        

ring Realtime        

answer Realtime        

clear Realtime        

last billed Realtime        

iccdpn Realtime        

iccgpn Realtime        

icrgn Realtime        

icocn Realtime        

icpn Realtime        

ogcdpn Realtime        

ogcgpn Realtime        

ogrgn Realtime        

ogocn Realtime        

ogpn Realtime        

Codec Realtime    G711 ALAW 64K   

       G711 ALAW   

       G711ALAW64K   

       G711ALAW   

       G711 ULAW   
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       G711 ULAW 64K   

       G711ULAW   

       G711ULAW64K   

       G722 64K   

       G722   

       G72264K   

       G722 56K   

       G72256K   

       G722 48K   

       G72248K   

       G723.1   

       G723.1 LOW RATE   

       G7231LOWRATE   

       G7231HIGHRATE   

       G723.1 HIGH RATE   

       G723.1 LOW RATE_SS   

       G723.1 HIGH RATE_SS   

       G728   

       G729   

       G729A   

       G729B   

       G729AB   

       GSM FULL RATE   

       GSMFULLRATE   

       GSM HALF RATE   

       GSMHALFRATE   

       t38   

       t38-strict   

       t38-loose   

       t38-gw   

       speex   

       PSST   
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       G726-40   

       G726-32   

       G726-16   

       G726-24   

       AMR   

       AMR-WB   

       opus   

       telephone-event   

       NSE   

       iLBC   

       EVRC   

       G.Clear   

       CCD   

       G.nX64   

       G168EC-IC   

       G168EC-OG   

       CN   

       red   

       CLEARMODE   

       H261   

       H263   

       H263-1998   

       H263-2000   

       H264   

       VP8   

       EVS   

relReason Realtime        

icCCStatus Realtime        

ogCCStatus Realtime        

reverseIcOg Realtime        

iccref Realtime        

ogcref Realtime        
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icradid Realtime        

ogradid Realtime        

Routing Criteria Realtime        

ic destination Realtime        

og destination Realtime        

mgCallId Realtime        

ic hunt group Realtime        

og hunt group Realtime        

ic transport Realtime    TCP Use TCP as the SIP signalling transport 

       UDP Use UDP as the SIP signalling transport 

       TLS Use TLS as the SIP signalling transport 

og transport Realtime    TCP Use TCP as the SIP signalling transport 

       UDP Use UDP as the SIP signalling transport 

       TLS Use TLS as the SIP signalling transport 

ic dp Realtime        

og dp Realtime        

ic callcontrol Realtime        

og callcontrol Realtime        

CDR-ID Realtime        

CDR Stats Realtime        

liCdr Realtime        

Description Realtime        

Options Realtime    SNMP-Trap   

last billed Realtime        

odCdr Realtime        

Charge String Realtime        

Custom SSME 

Field 

Realtime        
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Propagate          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    Propagate   

resource A Realtime INVALID_

PARENT 

The behaviour type of the 

first resource that need 

propagation of maintenance 

states. 

Destination Point   

       Signalling Link   

       Interface   

       Remote Block   

       Local Block   

       AS   
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instance A Realtime  The instance number of the 

first resource that need 

propagation of maintenance 

states. 

    

resource B Realtime INVALID_

PARENT 

The behaviour type of the 

second resource that need 

propagation of maintenance 

states. 

Destination Point   

       Signalling Link   

       Interface   

       Remote Block   

       Local Block   

       AS   

instance B Realtime  The instance number of the 

second resource that need 

propagation of maintenance 

states. 

    

timer Realtime 30 Covering timer for propagate 

actions 

    

unidirectional Realtime  Defines the direction of 

propagation to be 

unidirectional from resource 

A to resource B. It is 

bidirectional otherwise. 

    

state Realtime  Internal state for propagation Unitialised   

       Resource Out   

       Maintenance Out   

       Resource INS Pending   

       Resource INS   

Description Realtime        

Options Realtime    SNMP-Trap   
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SCCP DB          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

cdpnnoa Realtime    Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

cdpn Realtime        
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cgpnnoa Realtime    Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

cgpn Realtime        

cdpnstrip Realtime        

setcdpnnoa Realtime    Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

cdpnprefix Realtime        

setcgpnnoa Realtime    Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

cgpnstrip Realtime        

cgpnprefix Realtime        

setCdpnSSN Realtime    Unknown   

       Management   

       ISUP   
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       OMAP   

       MAP   

       HLR   

       VLR   

       MSC   

       EIC   

       AUC   

       ISDN SS   

       Reserved12   

       B-ISDN   

       TCtest   

       CAP   

setCdpnSSN Value Realtime        

setCdpnPointCode Realtime    Present   

       Not Present   

setCdpnPointCode 

Value 

Realtime        

setCdpnGTI Realtime        

setCdpnNational Realtime    National   

       International   

setCdpnRoutingIn

d 

Realtime    Route On GT   

       Route On SSN   

setCdpnNumberin

gPlan 

Realtime    Unknown   

       ISDN   

       Generic   

       Data   

       Telex   

       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   
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setCdpnTranslatio

nType 

Realtime        

setCdpnEncodingS

cheme 

Realtime    Unknown   

       BCD   

       National   

setCgpnSSN Realtime    Unknown   

       Management   

       ISUP   

       OMAP   

       MAP   

       HLR   

       VLR   

       MSC   

       EIC   

       AUC   

       ISDN SS   

       Reserved12   

       B-ISDN   

       TCtest   

       CAP   

setCgpnSSN Value Realtime        

setCgpnPointCode Realtime    Present   

       Not Present   

setCgpnPointCode 

Value 

Realtime        

setCgpnGTI Realtime        

setCgpnNational Realtime    National   

       International   

setCgpnRoutingIn

d 

Realtime    Route On GT   

       Route On SSN   
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setCgpnNumberin

gPlan 

Realtime    Unknown   

       ISDN   

       Generic   

       Data   

       Telex   

       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   

setCgpnTranslatio

nType 

Realtime        

setCgpnEncodingS

cheme 

Realtime    Unknown   

       BCD   

       National   

cdpnSSN Realtime    Unknown   

       Management   

       ISUP   

       OMAP   

       MAP   

       HLR   

       VLR   

       MSC   

       EIC   

       AUC   

       ISDN SS   

       Reserved12   

       B-ISDN   

       TCtest   

       CAP   

cdpnSSN Value Realtime        

cdpnPointCode Realtime    Present   
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       Not Present   

cdpnPointCode 

Value 

Realtime        

cdpnGTI Realtime        

cdpnNational Realtime    National   

       International   

cdpnRoutingInd Realtime    Route On GT   

       Route On SSN   

cdpnNumberingPl

an 

Realtime    Unknown   

       ISDN   

       Generic   

       Data   

       Telex   

       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   

cdpnTranslationTy

pe 

Realtime        

cdpnEncodingSche

me 

Realtime    Unknown   

       BCD   

       National   

cgpnSSN Realtime    Unknown   

       Management   

       ISUP   

       OMAP   

       MAP   

       HLR   

       VLR   

       MSC   

       EIC   

       AUC   
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       ISDN SS   

       Reserved12   

       B-ISDN   

       TCtest   

       CAP   

cgpnSSN Value Realtime        

cgpnPointCode Realtime    Present   

       Not Present   

cgpnPointCode 

Value 

Realtime        

cgpnGTI Realtime        

cgpnNational Realtime    National   

       International   

cgpnRoutingInd Realtime    Route On GT   

       Route On SSN   

cgpnNumberingPl

an 

Realtime    Unknown   

       ISDN   

       Generic   

       Data   

       Telex   

       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   

cgpnTranslationTy

pe 

Realtime        

cgpnEncodingSche

me 

Realtime    Unknown   

       BCD   

       National   

Destination Realtime        

Db Routes Realtime        

Route Realtime        
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ASP Realtime        

Description Realtime        

Options Realtime    SNMP-Trap   
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M2PA Timers          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime        

T1 Realtime 40000 Alignment Ready timer value     

T2 Realtime 30000 Not Aligned timer value     

T3 Realtime 1400 Aligned timer value     

T5 Realtime 1000 Busy Rate timer value     

T6 Realtime 5000 Remote Congestion timer 

value 

    

TPe Realtime 600 the proving emergency timer.     

TPn Realtime 8000 he proving normal timer.     

TPinterval Realtime 9000 the interval for the SVI to 

send the proving messages. 
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MTPL3 Timers          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime        

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

T1 Realtime 500 Delay to avoid missequencing 

on changeover 

    

T2 Realtime 700 Waiting for changeover 

acknowledgment 

    

T3 Realtime 500 Time-controlled diversion 

delay avoid missequencing 

on changeback 

    

T4 Realtime 500 Waiting for changeback 

acknowledgment (first 

attempt) 
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T5 Realtime 500 Waiting for changeback 

acknowledgment (second 

attempt) 

    

T10 Realtime 45000 Waiting to repeat signaling 

route-set test message 

    

T12 Realtime 800 Waiting for uninhibit 

acknowledgment 

    

T13 Realtime 800 Waiting for force uninhibit     

T14 Realtime 2000 Waiting for inhibition 

acknowledgment 

    

T15 Realtime 2000 Waiting to start signaling 

route-set congestion test 

    

T16 Realtime 2000 Waiting for route-set 

congestion status update 

    

T17 Realtime 800 Delay to avoid oscillation of 

initial alignment failure and 

link restart 

    

T22 Realtime 3 * 60000 Local inhibit test timer.Timer 

used at a restarting SP; 

waiting for signaling links to 

become available (ANSI) 

    

T23 Realtime 3 * 60000 Remote inhibit test 

timer.Timer used at a 

restarting SP; waiting to 

receive all traffic restart 

allowed message after 

starting T22 (ANSI) 

    

T1Settlesltc Realtime 100 Covering timer for Signalling 

Link Test Control settling 

period 

    

T1sltc Realtime 6000 Covering timer for Signalling 

Link Test Control first attempt 

    

T2sltc Realtime 45000 Covering timer for Signalling 

Link Test Control second 

attempt 
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bsnt Realtime 2000 Covering timer for backward 

sequence number retrieval 

upon signaling link failure 

    

Tl2start Realtime 30000 This timer is started when T17 

expires; stopped on 

outOfService/inService/deacti

vateLink; and if it expires the 

signalling link is recovered. 

    

trec Realtime 0 Defines recovery timer which 

will reset the underlying SCTP 

connection is no links under a 

specific Originating Point are 

available. 

    

Options Realtime    SNMP-Trap   

Description Realtime        
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CDRS          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Options Realtime Timestam

p-Date 

CDRS specific options Detailed if set for given parameters will provide English output 

       Description if set will preappend all fields with the description of the field 

i.e. Called=12345678 

       Line-Feed If set will add a linefeed character after each separate field 

giving and easier to read format 

       Timestamp-Date If set will include the date in the timestamp 

       Timestamp-ISO If set will provide the timestamp in ISO format [YYYY-MM-

DD][HH:MM:SS.mmm] 
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       Timestamp-SQL If set will provide the timestamp in SQL format YYYY-MM-DD 

HH:MM:SS.mmm 

       Duration-Seconds If set displays the duration in seconds only (not rounded up), 

otherwise displayed in seconds to 3 decimal points. 

States Realtime  Sets the CDR states that the 

CDR will be written for. 

Default all on 

Idle   

       Setup   

       Ringing   

       Answered   

       Clearing   

       Routing   

       Retry   

       Transfer   

       COT Test   

       Ringout   

Time Realtime _CDR_STA

RT_TM \ 

Defines the call timestamps 

required in cdr 

Start Start date and time of call 

       Ring Time call moves to ringing state. If call does not go to ringing 

, ringing field contains '-------------------' 

       Answer Time call is answered. If call is not answered field contains '---

----------------' 

       Clear Time and date of when call is cleared 

       Duration Duration of call in seconds 

Incoming Realtime _CDR_CF

G_DEFAU

LT 

Sets the fields that can be 

configured against the 

incoming call information; 

default Network; Address; ID; 

CDPN; CGPN; Hunt 

Network TDM type of circuit; VoIP type of VoIP Stack; NAS Call set to 

NASStack 

       Address For VoIP destinations; the IP Address 

       ID SS7 is circuit;H323 is destination address and call 

reference;SIP is SIP call identity 

       Called Decoded called party number 

       Calling Decoded calling party number 
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       Redirecting Decoded redirecting number 

       Original Decoded original called number 

       Presentation Decoded presentation number 

       CPC Displays the Calling Party's category for SS7 

       Bearer For TDM displays the bearer capability of the call 

       Hunt Displays the hunt group of the this call 

       Carrier-Id-Code Displays the Carrier Id Code for ANSI ISUP when present 

format CSI;Type,Plan;digits 

       Database Displays the Db Parameter matched for this call 

       Route-Info Displays the route information including pointcodes and 

circuit for ss7; datalink and circuit for ISDN; ipaddress:port for 

VoIP 

Outgoing Realtime _CDR_CF

G_DEFAU

LT 

Sets the fields that can be 

configured against the 

outging call information; 

default Network; Address; ID; 

CDPN; CGPN; Hunt 

Network TDM type of circuit; VoIP type of VoIP Stack; NAS Call set to 

NASStack 

       Address For VoIP destinations; the IP Address 

       ID SS7 is circuit;H323 is destination address and call 

reference;SIP is SIP call identity 

       Called Decoded called party number 

       Calling Decoded calling party number 

       Redirecting Decoded redirecting number 

       Original Decoded original called number 

       Presentation Decoded presentation number 

       CPC Displays the Calling Party's category for SS7 

       Bearer For TDM displays the bearer capability of the call 

       Hunt Displays the hunt group of the this call 

       Carrier-Id-Code Displays the Carrier Id Code for ANSI ISUP when present 

format CSI;Type,Plan;digits 

       Database Displays the Db Parameter matched for this call 

       Route-Info Displays the route information including pointcodes and 

circuit for ss7; datalink and circuit for ISDN; ipaddress:port for 

VoIP 
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Standard Realtime  Defines the other standard 

parameters required in cdr 

Codec The last codec used in the call 

       Cause Displays clearing information clearing party, clearing reason; 

clearing reason texts 

       Charge Specifies if call is chargeable from ACM/ANS BCI 

       Pulse Contains number of meter pulse units sent/received during a 

call 

       Tarrif This contains the tariff information obtained from the 

database 

       Criteria This specifies the incoming routing criteria used for the call 

       loc_num This specifies the location number sent/received for the call 

       custom ssme The cumulative output from any SSME rules set against the 

VS-VD 'Incoming CDR SSME' attribute 

CDRName Realtime  Defines an optional prefix 

that can be added to the CDR 

file name 

    

Description Realtime        
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Statistics         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Options Realtime   SNMP-Trap   

Congestion Realtime   True   

      False   

Congestion Count Realtime       

Dropped Count Realtime       

Retransmission 

Queue 

Realtime       

Retransmission 

Queue Maximum 

Realtime       

Tsample Realtime       

Count Total Realtime       
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Count Now Realtime       

Count Min Realtime       

Count Max Realtime       

Count Sample Realtime       

Count License Realtime       

Count Throttle Realtime       

Throughput Total Realtime       

Throughput Now Realtime       

Throughput Min Realtime       

Throughput Max Realtime       

Throughput 

Sample 

Realtime       

Throughput 

License 

Realtime       

Throughput 

Throttle 

Realtime       

Tthrottle Realtime       

Description Realtime       
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Endpoint         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Managed       

status Managed   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed   SSME Endpoint   

Filter Pass Managed   INVITE   

      ACK   

      BYE   

      CANCEL   

      OPTIONS   

      REGISTER   

      PRACK   

      SUBSCRIBE   

      NOTIFY   
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      PUBLISH   

      INFO   

      REFER   

      MESSAGE   

      UPDATE   

      MAP-updateLocation   

      MAP-

provideRoamingNumber 

  

      MAP-

sendRoutingInfoForSM 

  

      MAP-alertServiceCentre   

      MAP-moForwardSMS   

      MAP-mtSMS   

      MAP-

anyTimeInterrogation 

  

      MAP-reportSmDelivery   

      ANSIMAP-

messageDirective 

  

      MAP-

udpateGprsLocation 

  

      MAP-

sendAuthenticationInfo 

  

      MAP-

ProcessUnstructedSSReq

uest 

  

Filter Ignore Managed   INVITE   

      ACK   

      BYE   

      CANCEL   

      OPTIONS   

      REGISTER   

      PRACK   

      SUBSCRIBE   
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      NOTIFY   

      PUBLISH   

      INFO   

      REFER   

      MESSAGE   

      UPDATE   

      MAP-updateLocation   

      MAP-

provideRoamingNumber 

  

      MAP-

sendRoutingInfoForSM 

  

      MAP-alertServiceCentre   

      MAP-moForwardSMS   

      MAP-mtSMS   

      MAP-

anyTimeInterrogation 

  

      MAP-reportSmDelivery   

      ANSIMAP-

messageDirective 

  

      MAP-

udpateGprsLocation 

  

      MAP-

sendAuthenticationInfo 

  

      MAP-

ProcessUnstructedSSReq

uest 

  

Filter Reject Managed   INVITE   

      ACK   

      BYE   

      CANCEL   

      OPTIONS   

      REGISTER   

      PRACK   
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      SUBSCRIBE   

      NOTIFY   

      PUBLISH   

      INFO   

      REFER   

      MESSAGE   

      UPDATE   

      MAP-updateLocation   

      MAP-

provideRoamingNumber 

  

      MAP-

sendRoutingInfoForSM 

  

      MAP-alertServiceCentre   

      MAP-moForwardSMS   

      MAP-mtSMS   

      MAP-

anyTimeInterrogation 

  

      MAP-reportSmDelivery   

      ANSIMAP-

messageDirective 

  

      MAP-

udpateGprsLocation 

  

      MAP-

sendAuthenticationInfo 

  

      MAP-

ProcessUnstructedSSReq

uest 

  

Filter Reject Cause Managed       

Methods Managed       

Description Managed       

Options Managed   Inbound Methods received from a SIP device 

      Outbound Methods being transmitted to a SIP device 

      Request A Request Method (INVITE; etc) 
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      Response A Method response (100;180;200; etc) 

MethodId Managed   INVITE   

      ACK   

      BYE   

      CANCEL   

      OPTIONS   

      REGISTER   

      PRACK   

      SUBSCRIBE   

      NOTIFY   

      PUBLISH   

      INFO   

      REFER   

      MESSAGE   

      UPDATE   

      MAP-updateLocation   

      MAP-

provideRoamingNumber 

  

      MAP-

sendRoutingInfoForSM 

  

      MAP-alertServiceCentre   

      MAP-moForwardSMS   

      MAP-mtSMS   

      MAP-

anyTimeInterrogation 

  

      MAP-reportSmDelivery   

      ANSIMAP-

messageDirective 

  

      MAP-

udpateGprsLocation 

  

      MAP-

sendAuthenticationInfo 
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      MAP-

ProcessUnstructedSSReq

uest 

  

HeaderName Managed       

Match Managed       

Replace Managed       

ActionType Managed   Remove   

      Modify   

      Add   

      ChangeHeader   

      Reject   

      Store   

      Ignore   

      Interwork   

      ResponseMapping   

      CDR-Append Not available on resource-configured SSME. only available on 

XML-SSME configured on VoIP Stack or VoIP Destination 

Precondition Managed   Present   

      NotPresent   

      RequestLine   

      RegExpPresent   

      RegExpNotPresent   

      CaseInsensitive   

      Contains   

Sccpcdpn Managed       

Sccpcgpn Managed       

Map Manipulation Managed       
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IP Address         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Managed       

status Managed   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed   SSME IPAddress   

address Managed       

port Managed       

subnet Managed       

Endpoint Managed       

options Managed   Non-exclusive   

Description Managed       
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Method         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Managed       

status Managed   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed   SSME Method   

Method Id Managed   INVITE   

      ACK   

      BYE   

      CANCEL   

      OPTIONS   

      REGISTER   

      PRACK   

      SUBSCRIBE   

      NOTIFY   
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      PUBLISH   

      INFO   

      REFER   

      MESSAGE   

      UPDATE   

      MAP-updateLocation   

      MAP-

provideRoamingNumber 

  

      MAP-

sendRoutingInfoForSM 

  

      MAP-alertServiceCentre   

      MAP-moForwardSMS   

      MAP-mtSMS   

      MAP-

anyTimeInterrogation 

  

      MAP-reportSmDelivery   

      ANSIMAP-

messageDirective 

  

      MAP-

udpateGprsLocation 

  

      MAP-

sendAuthenticationInfo 

  

      MAP-

ProcessUnstructedSSReq

uest 

  

Response Managed       

Headers Managed       

Description Managed       

options Managed   Inbound Methods received from a SIP device 

      Outbound Methods being transmitted to a SIP device 

      Request A Request Method (INVITE; etc) 

      Response A Method response (100;180;200; etc) 
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Header         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Managed       

status Managed   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed   SSME Header   

Matches Managed       

Actions Managed       

Description Managed       
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Action         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Managed       

status Managed   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed   SSME Action   

HeaderName Managed       

Match Managed       

Replace Managed       

ActionType Managed   Remove   

      Modify   

      Add   

      ChangeHeader   

      Reject   

      Store   
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      Ignore   

      Interwork   

      ResponseMapping   

      CDR-Append Not available on resource-configured SSME. only available on 

XML-SSME configured on VoIP Stack or VoIP Destination 

Precondition Managed   Present   

      NotPresent   

      RequestLine   

      RegExpPresent   

      RegExpNotPresent   

      CaseInsensitive   

      Contains   

Description Managed       
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Routing Key         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Managed       

status Managed   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed   Routing Key   

PC Managed       

SCCP CDPN PC Managed       

SCCP CDPN SSN Managed   Unknown   

      Management   

      ISUP   

      OMAP   

      MAP   

      HLR   

      VLR   
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      MSC   

      EIC   

      AUC   

      ISDN SS   

      Reserved12   

      B-ISDN   

      TCtest   

      CAP   

SCCP CDPN SSN 

Value 

Managed       

SCCP CDPN GT Managed       

SCCP CGPN PC Managed       

SCCP CGPN SSN Managed   Unknown   

      Management   

      ISUP   

      OMAP   

      MAP   

      HLR   

      VLR   

      MSC   

      EIC   

      AUC   

      ISDN SS   

      Reserved12   

      B-ISDN   

      TCtest   

      CAP   

SCCP CGPN SSN 

Value 

Managed       

SCCP CGPN GT Managed       

AS Managed       

Routing ID Managed       
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SSM State Managed   Unknown   

      Inservice   

      Outservice   

T Stat Info Managed       

Description Managed       

Options Managed   Inbound Routing Key routes messages from SCCP to SUA/M3UA 

      Outbound Routing Key routes messages from SUA/M3UA to SCCP 

      SSM Local Routing Key is used for handling SSM (Subsystem 

Management) requests locally in the SG (ie. received from 

SCCP) 

      SSM Remote Routing Key is used to handle SSM (Subsystem Management) 

requests remotely from the SG (ie. sent to SCCP) 

      M3UA-Transfer-Report Send Destination status indicators DUNA/DAVA based on the 

configured Destination Point resource in the Routing key 

resource 

SIO Managed       

CIC-Range Managed       

L4 Protocol Managed   ISUP   

      SCCP   

L3 Protocol Managed   ETSI   

      ITU   

      ANSI   

      TUP   

      TTC   

      China   

      None   

info Managed       

SUA pc Managed       
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IWF         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

IC Protocol Realtime   SIP   

IC Message Realtime   SIP NOTIFY   

IC SIP Address Realtime       

IC SIP Port Realtime       

IC VoIPStack Realtime       

Interworking Realtime   SIP-NOTIFY to ANSI-

MWI 

  

Tiwf Realtime       

Description Realtime       
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SIP Proxy         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime       

Type Realtime   Stateless SIP Proxy   

      Stateful SIP Proxy   

Options Realtime   None   

      Encrypt-Proxy-

Parameters 

If enabled, the parameters added to the Via are encrypted to 

prevent registered clients finding out about the network 

topology. Must be set on the outgoing stack. 

      Add-Record-Route-

Header 

Enables adding Record-Route headers while proxying 

requests 

      Add-Path-Header Enables adding Path header while proxying REGISTER and 

REGISTER response 



 

325 of 465          

SVI Resource Glossary 

Stateless Routing 

Method 

Realtime   SQL   

      DNS   

Proxy Methods Realtime   OPTIONS   

      SUBSCRIBE   

      REGISTER   

      NOTIFY   

      MESSAGE   

      PUBLISH   

      All Methods   

DNS Suffix Realtime       

Lookup 1 Realtime       

Translation 1 Realtime       

Lookup 2 Realtime       

Translation 2 Realtime       

Lookup 3 Realtime       

Translation 3 Realtime       

Lookup 4 Realtime       

Translation 4 Realtime       

Lookup 5 Realtime       

Translation 5 Realtime       
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GSMSSF         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime       

OCSI AddParams Realtime       

OCSI 

DeleteParams 

Realtime       

TCSI AddParams Realtime       

TCSI DeleteParams Realtime       

Options Realtime   OCSI-Include-Called-

Party-BCD 

If set the GMSC will include the called party digits as Called 

Party BCD number parameter in the outgoing IDP instead of 

the default of Called Party Number parameter. This is 

applicable only for OCSI IDP message generated by GMSC. 

MCPD Grace Realtime       
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Tccd Realtime       

Tccd ReleaseCall Realtime       

Trans Covering 

Timer 

Realtime       
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LI Operator         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime   Hunt Group   

      Registered SIP 

Endpoints 

  

Operator Id Realtime       

NEID Realtime       

NEIDnoa Realtime   Spare   

      Subscriber   

      Unknown   

      National   

      International   

      Network Specific   
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      UK Specific   

      None   

National Params 1 Realtime       

National Params 2 Realtime       

Options Realtime   cgpn-to-LI-cgpn   

Description Realtime       
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LI Agency         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime   Hunt Group   

      Registered SIP 

Endpoints 

  

cdpn Realtime       

cdpnnoa Realtime   Spare   

      Subscriber   

      Unknown   

      National   

      International   

      Network Specific   

      UK Specific   
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      None   

ftp address Realtime       

ftp port Realtime       

ftp username Realtime       

ftp password Realtime       

ftp remote dir Realtime       

Description Realtime       
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Hunt Group          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    Hunt Group   

       Registered SIP 

Endpoints 

  

Setup Total Realtime 0 Number of calls in the hunt 

group reaching setup 

    

Ringing Total Realtime 0 Number of calls in the hunt 

group reaching ringing 

    

Answer Total Realtime 0 Number of calls in the hunt 

group reaching answered 
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Congestion Total Realtime 0 Number of calls in the hunt 

group congested 

    

Total Minutes Realtime 0 Total time of answered calls 

in seconds 

    

Active Calls Realtime 0 Represents Active Outbound 

Calls 

    

Active Inbound Realtime 0 Number of active inbound 

calls in the hunt group 

    

CDR Setup Realtime 0 Number of calls in the hunt 

group that have sent CDR 

Setup for hunt group 

    

CDR Answer Realtime 0 Number of calls in the hunt 

group that have sent CDR 

Answer for hunt group 

    

CDR Accepted Realtime 0 Number of calls in the hunt 

group that have sent CDR 

Accepted for hunt group 

    

ACD Secs Realtime 0 Current ACD (Automated Call 

Distribution) Seconds for 

hunt group 

    

PDD Secs Realtime 0 Current PDD (Post Dialing 

Delay) Seconds for hunt 

group 

    

ACD Realtime 0 Average ACD (Automated 

Call Distribution) Seconds for 

hunt group 

    

PDD Realtime 0 Average PDD (Post Dialing 

Delay) Seconds for hunt 

group 

    

ASR Realtime 0 Answer Seize Ratio for hunt 

group 

    

NER Realtime 0 Network Effectiveness Ratio 

for hunt group 

    

Reset Stats Realtime 0 Resets all huntgroup statistics 

in realtime 
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pos Realtime  Internal use only.     

OddEven Realtime    Odd Select odd CICs first within the hunt group following the 

algorithm rules 

       Even Select even CICS first within the hunt group following the 

algorithm rules 

       Normal Select following the algorithm rules 

RetryCount Realtime        

RetryCause Realtime    Unallocated number   

       No route to specified 

transit network 

  

       No route to destination   

       Send Special Info tone   

       Misdialled trunk prefix   

       Channel unacceptable   

       Call awarded   

       Preemption   

       Preemption-circuit 

reserved 

  

       QoR: ported number   

       Normal Call Clearing   

       User Busy   

       No user responding   

       No answer from user   

       Subscriber Absent   

       Call Rejected   

       Number changed   

       Redirection to new 

destination 

  

       Call rejected due to ACR 

supplementary service 

  

       Exchange routing error   

       Non selected user 

clearing 
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       Destination out of order   

       Invalid number format   

       Facility Rejected   

       Response to STATUS 

ENQUIRY 

  

       Normal Unspecified   

       No circuit/channel 

available 

  

       Network Out of order   

       Permanent frame oos   

       Permanent frame ins   

       Temporary failure   

       Switching Equipment 

Congestion 

  

       Access info discarded   

       Requested channel not 

available 

  

       Precedence call blocked   

       Resource unavailable 

unspecified 

  

       Quality oof service not 

available 

  

       Requested facility not 

subscribed 

  

       Outgoing Calls barred 

within CUG 

  

       Incoming Calls barred 

within CUG 

  

       Bearer Capability not 

authorised 

  

       Bearer Capability not 

presently available 
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       Inconsistency in 

designated og access 

info 

  

       Service or option not 

available 

  

       Bearer capability not 

implemented 

  

       Channel type not 

implemented 

  

       Requested facility not 

implemented 

  

       Only restricted digital 

info available 

  

       Service not 

implemented 

  

       Invalid call reference   

       Identified channel does 

not exist 

  

       A suspended call exists   

       Call identity in use   

       No call suspended   

       Call having the 

requested call id has 

cleared 

  

       User not member of 

CUG 

  

       Incompatible 

destination 

  

       Non-existent CUG   

       Invalid transit network 

selection 

  

       Invalid message 

unspecified 

  

       Mandatory information 

element missing 
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       Message type non-

existent or not 

implemented 

  

       Message not compatible   

       Information element 

non existent 

  

       Invalid info element 

contents 

  

       Message not compatible 

with call state 

  

       Recovery on timer expiry   

       Parameter non-existent   

       Message with 

unrecognized parameter 

discard 

  

       Protocol error 

unspecified 

  

       Interworking unspecified   

       Fax detected   

       400 Bad Request   

       401 Unauthorized   

       402 Payment Required   

       403 Forbidden   

       404 Not Found   

       405 Method not allowed   

       406 Not acceptable   

       407 Proxy 

Authentication Required 

  

       408 Request Timeout   

       410 Gone   

       413 Request Entity to 

large 

  

       414 Request URI to large   
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       415 Unsupported media 

type 

  

       416 Unsupported URI 

scheme 

  

       420 Bad extension   

       421 Extension required   

       423 Interval to brief   

       433 Anonymity 

Disallowed 

  

       480 Temporarily not 

available 

  

       481 Call/leg Transaction 

does not exisit 

  

       482 loop detected   

       483 Too many loops   

       484 Address Incomplete   

       485 Ambiguous   

       486 Busy here   

       487 Request terminated   

       488 Not acceptable here   

       491 Request Pending   

       493 Undecipherable   

       500 Internal Server Error   

       501 Not Implemented   

       502 Bad Gateway   

       503 Service Unavailable   

       504 Server Timeout   

       505 SIP version not 

supported 

  

       513 Message too large   

       580 Precondition Failure   

       600 Busy everywhere   

       603 Decline   
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       604 Does not exist 

anywhere 

  

       606 Not acceptable   

       All   

AddRetryCause Realtime    Unallocated number   

       No route to specified 

transit network 

  

       No route to destination   

       Send Special Info tone   

       Misdialled trunk prefix   

       Channel unacceptable   

       Call awarded   

       Preemption   

       Preemption-circuit 

reserved 

  

       QoR: ported number   

       Normal Call Clearing   

       User Busy   

       No user responding   

       No answer from user   

       Subscriber Absent   

       Call Rejected   

       Number changed   

       Redirection to new 

destination 

  

       Call rejected due to ACR 

supplementary service 

  

       Exchange routing error   

       Non selected user 

clearing 

  

       Destination out of order   

       Invalid number format   

       Facility Rejected   
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       Response to STATUS 

ENQUIRY 

  

       Normal Unspecified   

       No circuit/channel 

available 

  

       Network Out of order   

       Permanent frame oos   

       Permanent frame ins   

       Temporary failure   

       Switching Equipment 

Congestion 

  

       Access info discarded   

       Requested channel not 

available 

  

       Precedence call blocked   

       Resource unavailable 

unspecified 

  

       Quality oof service not 

available 

  

       Requested facility not 

subscribed 

  

       Outgoing Calls barred 

within CUG 

  

       Incoming Calls barred 

within CUG 

  

       Bearer Capability not 

authorised 

  

       Bearer Capability not 

presently available 

  

       Inconsistency in 

designated og access 

info 

  

       Service or option not 

available 
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       Bearer capability not 

implemented 

  

       Channel type not 

implemented 

  

       Requested facility not 

implemented 

  

       Only restricted digital 

info available 

  

       Service not 

implemented 

  

       Invalid call reference   

       Identified channel does 

not exist 

  

       A suspended call exists   

       Call identity in use   

       No call suspended   

       Call having the 

requested call id has 

cleared 

  

       User not member of 

CUG 

  

       Incompatible 

destination 

  

       Non-existent CUG   

       Invalid transit network 

selection 

  

       Invalid message 

unspecified 

  

       Mandatory information 

element missing 

  

       Message type non-

existent or not 

implemented 

  

       Message not compatible   
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       Information element 

non existent 

  

       Invalid info element 

contents 

  

       Message not compatible 

with call state 

  

       Recovery on timer expiry   

       Parameter non-existent   

       Message with 

unrecognized parameter 

discard 

  

       Protocol error 

unspecified 

  

       Interworking unspecified   

       Fax detected   

       400 Bad Request   

       401 Unauthorized   

       402 Payment Required   

       403 Forbidden   

       404 Not Found   

       405 Method not allowed   

       406 Not acceptable   

       407 Proxy 

Authentication Required 

  

       408 Request Timeout   

       410 Gone   

       413 Request Entity to 

large 

  

       414 Request URI to large   

       415 Unsupported media 

type 

  

       416 Unsupported URI 

scheme 

  

       420 Bad extension   
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       421 Extension required   

       423 Interval to brief   

       433 Anonymity 

Disallowed 

  

       480 Temporarily not 

available 

  

       481 Call/leg Transaction 

does not exisit 

  

       482 loop detected   

       483 Too many loops   

       484 Address Incomplete   

       485 Ambiguous   

       486 Busy here   

       487 Request terminated   

       488 Not acceptable here   

       491 Request Pending   

       493 Undecipherable   

       500 Internal Server Error   

       501 Not Implemented   

       502 Bad Gateway   

       503 Service Unavailable   

       504 Server Timeout   

       505 SIP version not 

supported 

  

       513 Message too large   

       580 Precondition Failure   

       600 Busy everywhere   

       603 Decline   

       604 Does not exist 

anywhere 

  

       606 Not acceptable   

       All   

Add RetryCause Realtime    Unallocated number   
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       No route to specified 

transit network 

  

       No route to destination   

       Send Special Info tone   

       Misdialled trunk prefix   

       Channel unacceptable   

       Call awarded   

       Preemption   

       Preemption-circuit 

reserved 

  

       QoR: ported number   

       Normal Call Clearing   

       User Busy   

       No user responding   

       No answer from user   

       Subscriber Absent   

       Call Rejected   

       Number changed   

       Redirection to new 

destination 

  

       Call rejected due to ACR 

supplementary service 

  

       Exchange routing error   

       Non selected user 

clearing 

  

       Destination out of order   

       Invalid number format   

       Facility Rejected   

       Response to STATUS 

ENQUIRY 

  

       Normal Unspecified   

       No circuit/channel 

available 
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       Network Out of order   

       Permanent frame oos   

       Permanent frame ins   

       Temporary failure   

       Switching Equipment 

Congestion 

  

       Access info discarded   

       Requested channel not 

available 

  

       Precedence call blocked   

       Resource unavailable 

unspecified 

  

       Quality oof service not 

available 

  

       Requested facility not 

subscribed 

  

       Outgoing Calls barred 

within CUG 

  

       Incoming Calls barred 

within CUG 

  

       Bearer Capability not 

authorised 

  

       Bearer Capability not 

presently available 

  

       Inconsistency in 

designated og access 

info 

  

       Service or option not 

available 

  

       Bearer capability not 

implemented 

  

       Channel type not 

implemented 

  

       Requested facility not 

implemented 
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       Only restricted digital 

info available 

  

       Service not 

implemented 

  

       Invalid call reference   

       Identified channel does 

not exist 

  

       A suspended call exists   

       Call identity in use   

       No call suspended   

       Call having the 

requested call id has 

cleared 

  

       User not member of 

CUG 

  

       Incompatible 

destination 

  

       Non-existent CUG   

       Invalid transit network 

selection 

  

       Invalid message 

unspecified 

  

       Mandatory information 

element missing 

  

       Message type non-

existent or not 

implemented 

  

       Message not compatible   

       Information element 

non existent 

  

       Invalid info element 

contents 

  

       Message not compatible 

with call state 

  

       Recovery on timer expiry   
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       Parameter non-existent   

       Message with 

unrecognized parameter 

discard 

  

       Protocol error 

unspecified 

  

       Interworking unspecified   

       Fax detected   

       400 Bad Request   

       401 Unauthorized   

       402 Payment Required   

       403 Forbidden   

       404 Not Found   

       405 Method not allowed   

       406 Not acceptable   

       407 Proxy 

Authentication Required 

  

       408 Request Timeout   

       410 Gone   

       413 Request Entity to 

large 

  

       414 Request URI to large   

       415 Unsupported media 

type 

  

       416 Unsupported URI 

scheme 

  

       420 Bad extension   

       421 Extension required   

       423 Interval to brief   

       433 Anonymity 

Disallowed 

  

       480 Temporarily not 

available 
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       481 Call/leg Transaction 

does not exisit 

  

       482 loop detected   

       483 Too many loops   

       484 Address Incomplete   

       485 Ambiguous   

       486 Busy here   

       487 Request terminated   

       488 Not acceptable here   

       491 Request Pending   

       493 Undecipherable   

       500 Internal Server Error   

       501 Not Implemented   

       502 Bad Gateway   

       503 Service Unavailable   

       504 Server Timeout   

       505 SIP version not 

supported 

  

       513 Message too large   

       580 Precondition Failure   

       600 Busy everywhere   

       603 Decline   

       604 Does not exist 

anywhere 

  

       606 Not acceptable   

       All   

NoRetryCause Realtime    Unallocated number   

       No route to specified 

transit network 

  

       No route to destination   

       Send Special Info tone   

       Misdialled trunk prefix   

       Channel unacceptable   
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       Call awarded   

       Preemption   

       Preemption-circuit 

reserved 

  

       QoR: ported number   

       Normal Call Clearing   

       User Busy   

       No user responding   

       No answer from user   

       Subscriber Absent   

       Call Rejected   

       Number changed   

       Redirection to new 

destination 

  

       Call rejected due to ACR 

supplementary service 

  

       Exchange routing error   

       Non selected user 

clearing 

  

       Destination out of order   

       Invalid number format   

       Facility Rejected   

       Response to STATUS 

ENQUIRY 

  

       Normal Unspecified   

       No circuit/channel 

available 

  

       Network Out of order   

       Permanent frame oos   

       Permanent frame ins   

       Temporary failure   

       Switching Equipment 

Congestion 
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       Access info discarded   

       Requested channel not 

available 

  

       Precedence call blocked   

       Resource unavailable 

unspecified 

  

       Quality oof service not 

available 

  

       Requested facility not 

subscribed 

  

       Outgoing Calls barred 

within CUG 

  

       Incoming Calls barred 

within CUG 

  

       Bearer Capability not 

authorised 

  

       Bearer Capability not 

presently available 

  

       Inconsistency in 

designated og access 

info 

  

       Service or option not 

available 

  

       Bearer capability not 

implemented 

  

       Channel type not 

implemented 

  

       Requested facility not 

implemented 

  

       Only restricted digital 

info available 

  

       Service not 

implemented 

  

       Invalid call reference   
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       Identified channel does 

not exist 

  

       A suspended call exists   

       Call identity in use   

       No call suspended   

       Call having the 

requested call id has 

cleared 

  

       User not member of 

CUG 

  

       Incompatible 

destination 

  

       Non-existent CUG   

       Invalid transit network 

selection 

  

       Invalid message 

unspecified 

  

       Mandatory information 

element missing 

  

       Message type non-

existent or not 

implemented 

  

       Message not compatible   

       Information element 

non existent 

  

       Invalid info element 

contents 

  

       Message not compatible 

with call state 

  

       Recovery on timer expiry   

       Parameter non-existent   

       Message with 

unrecognized parameter 

discard 
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       Protocol error 

unspecified 

  

       Interworking unspecified   

       Fax detected   

       400 Bad Request   

       401 Unauthorized   

       402 Payment Required   

       403 Forbidden   

       404 Not Found   

       405 Method not allowed   

       406 Not acceptable   

       407 Proxy 

Authentication Required 

  

       408 Request Timeout   

       410 Gone   

       413 Request Entity to 

large 

  

       414 Request URI to large   

       415 Unsupported media 

type 

  

       416 Unsupported URI 

scheme 

  

       420 Bad extension   

       421 Extension required   

       423 Interval to brief   

       433 Anonymity 

Disallowed 

  

       480 Temporarily not 

available 

  

       481 Call/leg Transaction 

does not exisit 

  

       482 loop detected   

       483 Too many loops   
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       484 Address Incomplete   

       485 Ambiguous   

       486 Busy here   

       487 Request terminated   

       488 Not acceptable here   

       491 Request Pending   

       493 Undecipherable   

       500 Internal Server Error   

       501 Not Implemented   

       502 Bad Gateway   

       503 Service Unavailable   

       504 Server Timeout   

       505 SIP version not 

supported 

  

       513 Message too large   

       580 Precondition Failure   

       600 Busy everywhere   

       603 Decline   

       604 Does not exist 

anywhere 

  

       606 Not acceptable   

       All   

AddNoRetryCause Realtime    Unallocated number   

       No route to specified 

transit network 

  

       No route to destination   

       Send Special Info tone   

       Misdialled trunk prefix   

       Channel unacceptable   

       Call awarded   

       Preemption   

       Preemption-circuit 

reserved 
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       QoR: ported number   

       Normal Call Clearing   

       User Busy   

       No user responding   

       No answer from user   

       Subscriber Absent   

       Call Rejected   

       Number changed   

       Redirection to new 

destination 

  

       Call rejected due to ACR 

supplementary service 

  

       Exchange routing error   

       Non selected user 

clearing 

  

       Destination out of order   

       Invalid number format   

       Facility Rejected   

       Response to STATUS 

ENQUIRY 

  

       Normal Unspecified   

       No circuit/channel 

available 

  

       Network Out of order   

       Permanent frame oos   

       Permanent frame ins   

       Temporary failure   

       Switching Equipment 

Congestion 

  

       Access info discarded   

       Requested channel not 

available 

  

       Precedence call blocked   
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       Resource unavailable 

unspecified 

  

       Quality oof service not 

available 

  

       Requested facility not 

subscribed 

  

       Outgoing Calls barred 

within CUG 

  

       Incoming Calls barred 

within CUG 

  

       Bearer Capability not 

authorised 

  

       Bearer Capability not 

presently available 

  

       Inconsistency in 

designated og access 

info 

  

       Service or option not 

available 

  

       Bearer capability not 

implemented 

  

       Channel type not 

implemented 

  

       Requested facility not 

implemented 

  

       Only restricted digital 

info available 

  

       Service not 

implemented 

  

       Invalid call reference   

       Identified channel does 

not exist 

  

       A suspended call exists   

       Call identity in use   

       No call suspended   
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       Call having the 

requested call id has 

cleared 

  

       User not member of 

CUG 

  

       Incompatible 

destination 

  

       Non-existent CUG   

       Invalid transit network 

selection 

  

       Invalid message 

unspecified 

  

       Mandatory information 

element missing 

  

       Message type non-

existent or not 

implemented 

  

       Message not compatible   

       Information element 

non existent 

  

       Invalid info element 

contents 

  

       Message not compatible 

with call state 

  

       Recovery on timer expiry   

       Parameter non-existent   

       Message with 

unrecognized parameter 

discard 

  

       Protocol error 

unspecified 

  

       Interworking unspecified   

       Fax detected   

       400 Bad Request   
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       401 Unauthorized   

       402 Payment Required   

       403 Forbidden   

       404 Not Found   

       405 Method not allowed   

       406 Not acceptable   

       407 Proxy 

Authentication Required 

  

       408 Request Timeout   

       410 Gone   

       413 Request Entity to 

large 

  

       414 Request URI to large   

       415 Unsupported media 

type 

  

       416 Unsupported URI 

scheme 

  

       420 Bad extension   

       421 Extension required   

       423 Interval to brief   

       433 Anonymity 

Disallowed 

  

       480 Temporarily not 

available 

  

       481 Call/leg Transaction 

does not exisit 

  

       482 loop detected   

       483 Too many loops   

       484 Address Incomplete   

       485 Ambiguous   

       486 Busy here   

       487 Request terminated   

       488 Not acceptable here   



 

358 of 465          

SVI Resource Glossary 

       491 Request Pending   

       493 Undecipherable   

       500 Internal Server Error   

       501 Not Implemented   

       502 Bad Gateway   

       503 Service Unavailable   

       504 Server Timeout   

       505 SIP version not 

supported 

  

       513 Message too large   

       580 Precondition Failure   

       600 Busy everywhere   

       603 Decline   

       604 Does not exist 

anywhere 

  

       606 Not acceptable   

       All   

Add NoRetryCause Realtime    Unallocated number   

       No route to specified 

transit network 

  

       No route to destination   

       Send Special Info tone   

       Misdialled trunk prefix   

       Channel unacceptable   

       Call awarded   

       Preemption   

       Preemption-circuit 

reserved 

  

       QoR: ported number   

       Normal Call Clearing   

       User Busy   

       No user responding   

       No answer from user   



 

359 of 465          

SVI Resource Glossary 

       Subscriber Absent   

       Call Rejected   

       Number changed   

       Redirection to new 

destination 

  

       Call rejected due to ACR 

supplementary service 

  

       Exchange routing error   

       Non selected user 

clearing 

  

       Destination out of order   

       Invalid number format   

       Facility Rejected   

       Response to STATUS 

ENQUIRY 

  

       Normal Unspecified   

       No circuit/channel 

available 

  

       Network Out of order   

       Permanent frame oos   

       Permanent frame ins   

       Temporary failure   

       Switching Equipment 

Congestion 

  

       Access info discarded   

       Requested channel not 

available 

  

       Precedence call blocked   

       Resource unavailable 

unspecified 

  

       Quality oof service not 

available 

  

       Requested facility not 

subscribed 
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       Outgoing Calls barred 

within CUG 

  

       Incoming Calls barred 

within CUG 

  

       Bearer Capability not 

authorised 

  

       Bearer Capability not 

presently available 

  

       Inconsistency in 

designated og access 

info 

  

       Service or option not 

available 

  

       Bearer capability not 

implemented 

  

       Channel type not 

implemented 

  

       Requested facility not 

implemented 

  

       Only restricted digital 

info available 

  

       Service not 

implemented 

  

       Invalid call reference   

       Identified channel does 

not exist 

  

       A suspended call exists   

       Call identity in use   

       No call suspended   

       Call having the 

requested call id has 

cleared 

  

       User not member of 

CUG 
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       Incompatible 

destination 

  

       Non-existent CUG   

       Invalid transit network 

selection 

  

       Invalid message 

unspecified 

  

       Mandatory information 

element missing 

  

       Message type non-

existent or not 

implemented 

  

       Message not compatible   

       Information element 

non existent 

  

       Invalid info element 

contents 

  

       Message not compatible 

with call state 

  

       Recovery on timer expiry   

       Parameter non-existent   

       Message with 

unrecognized parameter 

discard 

  

       Protocol error 

unspecified 

  

       Interworking unspecified   

       Fax detected   

       400 Bad Request   

       401 Unauthorized   

       402 Payment Required   

       403 Forbidden   

       404 Not Found   

       405 Method not allowed   
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       406 Not acceptable   

       407 Proxy 

Authentication Required 

  

       408 Request Timeout   

       410 Gone   

       413 Request Entity to 

large 

  

       414 Request URI to large   

       415 Unsupported media 

type 

  

       416 Unsupported URI 

scheme 

  

       420 Bad extension   

       421 Extension required   

       423 Interval to brief   

       433 Anonymity 

Disallowed 

  

       480 Temporarily not 

available 

  

       481 Call/leg Transaction 

does not exisit 

  

       482 loop detected   

       483 Too many loops   

       484 Address Incomplete   

       485 Ambiguous   

       486 Busy here   

       487 Request terminated   

       488 Not acceptable here   

       491 Request Pending   

       493 Undecipherable   

       500 Internal Server Error   

       501 Not Implemented   

       502 Bad Gateway   
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       503 Service Unavailable   

       504 Server Timeout   

       505 SIP version not 

supported 

  

       513 Message too large   

       580 Precondition Failure   

       600 Busy everywhere   

       603 Decline   

       604 Does not exist 

anywhere 

  

       606 Not acceptable   

       All   

CongestionTimer Realtime  Depreciated     

AddVoIPDestinatio

n 

Realtime 0 Populate VoIP high and VoIP 

Low attribute if a 

range/group of voip 

destination resource is 

configured here. 

    

Add 

VoIPDestination 

Realtime 0 Populate VoIP high and VoIP 

Low attribute if a 

range/group of voip 

destination resource is 

configured here. 

    

Algorithm Realtime Hunt Low This defines the TDM hunting 

algorithm for selection of 

outgoing calls on this hunt 

group 

Hunt High Select highest free circuit 

       Hunt Low Select lowest free circuit 

       Incremental Select next free highest circuit from last chosen circuit. 

       Decremental Select next free lowest circuit from last chosen circuit 

       Drop Insert Index the selection from this hunt group from the index of 

the circuit on the incoming hunt group 

       DropInsert Index the selection from this hunt group from the index of 

the circuit on the incoming hunt group 
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       LCR Select based on Least Cost Routing 

       Loadshare   

       Percentage   

       Percentage NER   

       Hunt High Low   

Add Circuits Realtime 0 Range/Group of Circuit 

Resources that belong to this 

HuntGroup resource 

    

Circuits Realtime 0 Circuits     

Circuit Groups Realtime 0 Alternative to setting circuits 

when using the Auto-

Populate Circuit Group 

Template 

    

MatchDB Realtime 0 To enable digit manipulation 

on the outbound call a range 

of db parameter resources 

can be added whose rules will 

be applied to all outbound 

calls from this hunt group. 

    

LCRDB Realtime 0 A range to Db parameters to 

be used to apply cost when 

Hunt Algorithm is set as LCR 

    

Maximum Calls Realtime INVLD_RE

S_INST 

If set this will limit the total 

amount of outbound 

concurrent call setups that 

will be allowed on this hunt 

group. If this is exceeded 

then any new calls will be 

rejected with the reject cause 

as defined in the selected 

routing criteria resources 

attribute Remote Congestion 

Cause. 

    

Maximum Inbound Realtime INVLD_RE

S_INST 

If set this will limit the total 

amount of inbound 
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concurrent call setups that 

will be allowed on this hunt 

group. If this is exceeded 

then any new calls will be 

rejected with the reject cause 

as defined in the selected 

routing criteria resources 

attribute Local Congestion 

Cause. 

Maximum Traffic Realtime INVLD_RE

S_INST 

If set this will limit the total 

amount of outbound and 

inbound concurrent call 

setups that will be allowed on 

this hunt group. If this is 

exceeded then any new calls 

will be rejected with the 

reject cause as defined in the 

selected routing criteria 

resources attribute Local 

Congestion Cause. 

    

CDR map Realtime 0 this data value goes in 

SUITIUS CDR type 

    

AAA 

AccountingName 

Realtime  For RADIUS AAA this allows 

for a name to be allocated to 

the hunt group to identify the 

range of TDM circuits that the 

call has originated on for 

Access and Accounting 

purposes. 

    

Partner Realtime 0 In drop and insert hunting 

mode a direct relationship 

between an incoming and 

outgoing TDM circuit in two 

different hunt groups are 

formed. This defines the 

partnered hunt group. 
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Add Voice 

Announcement 

Realtime INVLD_RE

S_INST 

The SVI can pay pre-answer 

voice announcements on call 

failure. Different 

announcements can be 

played depending on the 

rejection type and the call 

state. This contains a list of 

call announcements 

resources that define the 

required announcements to 

be played on this hunt group. 

    

NAS Realtime False This flag specifies that TDM 

calls being originated at this 

hunt group are NAS calls 

(modem calls). The call will be 

terminated on the SVI. 

    

Description Realtime        

Redirect Addr Realtime 0 If an outgoing SIP call is 

rejected with a redirection 

response (300/301/302) the 

SVI will search through all 

VoIP destinations for the 

identified redirected 

endpoint. It is also possible to 

add a redirection address to 

the hunt group that will 

redirect the call to the 

attached VoIP end points if 

the redirection address 

information is different from 

the VoIP destination 

information. 

    

Options Realtime None These are a set of hunt group 

options that you can enable 

or disable at any time. 

None   
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       Apply-Ringback For incoming TDM calls this flag will apply a ring back tone 

from the SVI. If the outgoing call receives in-band-info-

available(TDM) or remote media (SIP) the ringback will be 

stopped and the voice path switched through. 

       Never-Ringback For incoming TDM calls this flag will override all other 

requests for ring back on this hunt group. (VoIP Destination 

options on an outgoing VoIP call will override this setting) 

       Transcoding Allowed This flag specifies that transcoding will be allowed on this 

hunt group if transcoding rules are set. 

       Transcoding Add-Codec when transcoding is allowed, the outgoing list of codecs will 

be incoming codecs+any extra in the og hg codec list (default 

is to replace the codecs) 

       Use-CCT-As-Call-Id For TDM SQL CDRS this option is used to identify the CDR 

call-id by its circuit value 

       CAMEL-Support For SBC product, this Option will decide whether to do a 

CAMEL IDP if SRI response for a call comes back with FTN 

and OCSi 

       Radius-Accounting-

Disabled-This-Leg 

disables accounting on call legs on this hunt group (overrides 

Routing Criteria 'Radius Accounting' setting) 

       Radius-Accounting-

Disabled-Other-Leg 

disables accounting on call legs that are routed to/from this 

hunt group (overrides Routing Criteria 'Radius Accounting' 

setting) 

       SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       OnDemand-IVR-Support Enable support of special feature to loop call through an 

external IVR for secure payments 

       No-CDR-Generation Disables CDR for all calls going through this HuntGroup 

       Skip-SQL-Recheck-For-

3xx 

Skips a second SQL database stored procedure call for 

get_routing_info at reception of a 3xx redirect message and 

route the call using 3xx contact header information. Only 

applicable to proxy SBC build. 

AddCodec Realtime  Preferred list of codecs to be 

used for SIP-SIP media 

transcoding - currently only 

audio and dtmf payload type 

G711 ALAW 64K   
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transcoding 

supported.Codecs appended 

or replaced based on 

HuntGroup resource options 

Transcoding-

Allowed/Transcoding-Add-

Codec 

       G711 ALAW   

       G711ALAW64K   

       G711ALAW   

       G711 ULAW   

       G711 ULAW 64K   

       G711ULAW   

       G711ULAW64K   

       G722 64K   

       G722   

       G72264K   

       G722 56K   

       G72256K   

       G722 48K   

       G72248K   

       G723.1   

       G723.1 LOW RATE   

       G7231LOWRATE   

       G7231HIGHRATE   

       G723.1 HIGH RATE   

       G723.1 LOW RATE_SS   

       G723.1 HIGH RATE_SS   

       G728   

       G729   

       G729A   

       G729B   

       G729AB   
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       GSM FULL RATE   

       GSMFULLRATE   

       GSM HALF RATE   

       GSMHALFRATE   

       t38   

       t38-strict   

       t38-loose   

       t38-gw   

       speex   

       PSST   

       G726-40   

       G726-32   

       G726-16   

       G726-24   

       AMR   

       AMR-WB   

       opus   

       telephone-event   

       NSE   

       iLBC   

       EVRC   

       G.Clear   

       CCD   

       G.nX64   

       G168EC-IC   

       G168EC-OG   

       CN   

       red   

       CLEARMODE   

       H261   

       H263   

       H263-1998   
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       H263-2000   

       H264   

       VP8   

       EVS   

Add Codec Realtime  Preferred list of codecs to be 

used for SIP-SIP media 

transcoding - currently only 

audio and dtmf payload type 

transcoding 

supported.Codecs appended 

or replaced based on 

HuntGroup resource options 

Transcoding-

Allowed/Transcoding-Add-

Codec 

G711 ALAW 64K   

       G711 ALAW   

       G711ALAW64K   

       G711ALAW   

       G711 ULAW   

       G711 ULAW 64K   

       G711ULAW   

       G711ULAW64K   

       G722 64K   

       G722   

       G72264K   

       G722 56K   

       G72256K   

       G722 48K   

       G72248K   

       G723.1   

       G723.1 LOW RATE   

       G7231LOWRATE   

       G7231HIGHRATE   
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       G723.1 HIGH RATE   

       G723.1 LOW RATE_SS   

       G723.1 HIGH RATE_SS   

       G728   

       G729   

       G729A   

       G729B   

       G729AB   

       GSM FULL RATE   

       GSMFULLRATE   

       GSM HALF RATE   

       GSMHALFRATE   

       t38   

       t38-strict   

       t38-loose   

       t38-gw   

       speex   

       PSST   

       G726-40   

       G726-32   

       G726-16   

       G726-24   

       AMR   

       AMR-WB   

       opus   

       telephone-event   

       NSE   

       iLBC   

       EVRC   

       G.Clear   

       CCD   

       G.nX64   
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       G168EC-IC   

       G168EC-OG   

       CN   

       red   

       CLEARMODE   

       H261   

       H263   

       H263-1998   

       H263-2000   

       H264   

       VP8   

       EVS   

Normalise-CDPN Realtime  This points to a range of DB 

Parameters that will 

normalisation rules to the 

Called Party Number for the 

outgoing call. 

    

Normalise-CGPN Realtime  This points to a range of DB 

Parameters that will 

normalisation rules to the 

Calling Party Number for the 

outgoing call. 

    

Normalise-OCN Realtime  This points to a range of DB 

Parameters that will 

normalisation rules to the 

Original Called Party Number 

for the outgoing call. 

    

Normalise-PN Realtime  This points to a range of DB 

Parameters that will 

normalisation rules to the 

Presentation Number for the 

outgoing call. 

    

Normalise-RGN Realtime  This points to a range of DB 

Parameters that will 
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normalisation rules to the 

Redirecting Number for the 

outgoing call. 

Incoming Statistics Realtime  If this resource identifier 

attribute is attached to a 

statistic resource - it will allow 

for throughput statistics to be 

obtained and throttling 

applied for incoming call 

attempts 

    

Outgoing Statistics Realtime  If this resource identifier 

attribute is attached to a 

statistic resource - it will allow 

for throughput statistics to be 

obtained and throttling 

applied for outgoing call 

attempts 

    

IC MatchDB Realtime 0 Pre-routing number 

normalisation.To enable digit 

manipulation on the inbound 

call a range of db parameter 

resources can be added 

whose rules will be applied to 

all inbound calls from this 

hunt group. 

    

OnDemand IVR Realtime  This attribute needs to be 

configured with the Carrier 

SIP destination where the PCI 

call needs to be routed to. It 

is a dropdown of the 

SIP/ISDN destinations 

available and the Carrier 

needs to be selectd. 

    

Dtmf DialPlan Realtime 0 This attribute defines the 

dtmf code the Agent will use 

to secure and unsecure the 
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call. It needs to be in the 

format example *11# {Secure} 

{replace this block with 

comma} *22# {Unsecure} 

Ondemand CDPN Realtime 0 destination digits used to dial 

PCI Pal for a ondemand 

service 

    

DTMF Profile Realtime 0 a bit mask field containing 

values that indicate how 

received dtmf vaoues need to 

be handled for SIP-SIP calls 

Info-Transparent If an info containing DTMF is received on the incoming leg 

this will be passed across as an Info 

       Info-Broadcast If an incoming DTMF event is received other than Info it will 

be broadcast as an Info 

       Info-Mask If an outgoing Info is to be sent and this flag is set the  

outgoing DTMF signal to be sent will be the value as set in 

the VoIP Destination mask attribute. 

       Info-Transmit Any DTMF event received will be sent only as an Info. If any 

other method has the Broadcast set this event will also be 

sent via that method. 

       RFC2833-Transparent If an RFC2833/4733 DTMF event is received on the incoming 

leg this will be passed across as a RFC2833/4733 event 

       RFC2833-Broadcast If an RFC2833/4733 DTMF event is received other than an 

RFC2833 event it will be broadcast as an RFC2833 event 

       RFC2833-Mask If an RFC2833/4733 DTMF event is to be sent and this flag is 

set the  outgoing DTMF signal to be sent will be the value as 

set in the VoIP Destination mask attribute. 

       RFC2833-Transmit Any DTMF event received will be sent only as an RFC2833 

event. If any other method has the Broadcast set this event 

will also be sent via that method. 

       Inband-Transparent For G711 only if an in-band DTMF event is received on the 

incoming leg this will be passed across as an in-band DTMF 

event. 

DTMF Mask Realtime 0 the value of the outgoing 

masked digit if the 'DTMF 
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Profile' contains the values 

Info-Mask or RFC2833-Mask 

ODA Transfer 

CDPN 

Realtime 0 destination digits used to dial 

PCI Pal for a ondemand 

transfer service 

    

ODA Transfer 

Failure String 

Realtime 0 the dtmf failure pattern that 

will be played towards the 

Agent side when a ODA 

transfer service fails due to 

some reason(timer expiry; 

wrong sessionpin sent; pci pal 

call leg failure etc) 

    

ODA Transfer 

Failure 

StringDuration 

Realtime 1280 the duration of individual 

dtmf digits played back for 

failure 

    

ODA Transfer 

Reconnect Pattern 

Realtime 0 pattern to be used by PCI Pal 

to do a reconnect to 

callcentre. Eg: *88# 

{Reconnect to Agent} 

    

ODA Transfer 

Reconnect CDPN 

Realtime 0 destination digits used by 

ODA to dial callcentre when 

asked to be reconnected by 

PCI Pal 

    

Ccount Realtime 5 the number of times the 

session pin will be replayed 

(when a dtmf * is received) to 

the PCI Pal before the call leg 

towards it is disconnected - 

default is 5 

    

CC IVR Realtime  Hunt Group reference - The 

hunt Group resource the 

ODA will use to reconnect 

with the call centre when 

asked by the PCI Pal 

    

Dtmf Payload Type Realtime 0 The RFC2833 telephone event 

dtmf payload type to be used 
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towards this HuntGroup. This 

allows for DTMF payload type 

transcoding for SIP-SIP call 

on SBC product 
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Protocol          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

ISUP FCI Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed Forward Call 

Indicator hexadecimal value 

in outgoing SS7 messaging. 

    

ISUP CPC Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed Call Party 

Category value in outgoing 

SS7 messages. 

    

ISUP TMR Realtime INVALID_I

SUP_PAR

Sets a fixed  Transmission 

Medium Requirement 
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AM_VALU

E 

hexadecimal value in 

outgoing SS7 messaging. 

ISUP NOC Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed  Nature of 

Connection Indicators 

hexadecimal value in 

outgoing SS7 messaging. 

    

ISUP BCI Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed  Backward Call 

Indicator hexadecimal value 

in outgoing SS7 messaging. 

    

ISUP ACM OBCI Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed  Optional 

Backward Call Indicator 

hexadecimal value in 

outgoing SS7 messaging. 

    

ISUP Early ACM 

Charge Ind 

Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed  Charge Indicator 

hexadecimal value in 

outgoing SS7 messaging. 

    

ISUP GN Compat 

Info 

Realtime  UK ISUP Specific.Sets a fixed 

GN Compat Info hexadecimal 

value in outgoing SS7 

messaging. 

    

ISUP PN Compat 

Info 

Realtime  UK ISUP Specific.Sets a fixed 

PN Compat Info hexadecimal 

value in outgoing SS7 

messaging. 

    

ISUP NFCI Compat 

Info 

Realtime  UK ISUP Specific.Sets a fixed 

NFCI Compat Info 

hexadecimal value in 

outgoing SS7 messaging. 

    

ISUP NFCI LL 

Compat Info 

Realtime  UK ISUP Specific.Sets a fixed 

NFCI LL Compat Info 

hexadecimal value in 

outgoing SS7 messaging. 
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ISUP Location 

Number NOA 

Realtime None Sets a fixed Nature of 

Address value for SIP to SIP-I 

or SIP-ISUP interworking of 

Location Number 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       None   

ISUP Location 

Number NumPlan 

Realtime RT_NO_N

OPLAN 

Sets a fixed Numbering Plan 

value for SIP to SIP-I or SIP-

ISUP interworking of Location 

Number 

Unknown   

       ISDN   

       Generic   

       Data   

       Telex   

       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   

ISUP Location 

Number Pres 

Realtime None Sets a fixed Address 

Presentation value for SIP to 

SIP-I or SIP-ISUP interworking 

of Location Number 

Spare   

       Allowed   

       Restricted   

       Address Not Allowed   

       None   

ISUP Location 

Number Scr 

Realtime None Sets a fixed Screening value 

for SIP to SIP-I or SIP-ISUP 

interworking of Location 

Number 

User provided verified 

and passed 
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       User provided not 

verified 

  

       User provided verified 

and failed 

  

       Network provided   

       None   

IUP FCI Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed Forward Call 

Indicator hexadecimal value 

in outgoing IUP messaging. 

    

IUP BCI Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed  Backward Call 

Indicator hexadecimal value 

in outgoing IUP messaging. 

    

IUP SHP Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed  Service Handling 

Protocol hexadecimal value in 

outgoing IUP messaging. 

    

IUP SIC Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed  Service Indicator 

Code hexadecimal value in 

outgoing IUP messaging. 

    

IUP FIC Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed  Facility 

Information Code 

hexadecimal value in 

outgoing IUP messaging. 

    

IUP TOA Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed  Type Of Answer 

hexadecimal value in 

outgoing IUP messaging. 

    

IUP CPC Realtime INVALID_I

SUP_PAR

AM_VALU

E 

Sets a fixed  Calling Party 

Category hexadecimal value 

in outgoing IUP messaging. 

    

Description Realtime        



 

381 of 465          

SVI Resource Glossary 

Options Realtime    SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       CLI-Request If a CLI is not provided in incoming ISUP call; this enables 

requesting it uisng ISUP INR message 

       NO-CLI-Reject If a CLI is not provided in incoming ISUP call; this rejects the 

call 
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VoIP Stack          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed MAX_BEH

AVIOUR 

The behaviour type of the 

resource instance. 

H323 Stack This VoIP Stack is running as a H323 service 

       SIP Stack This VoIP Stack is running as a SIP service 

       SIP Stack SQOCK This VoIP Stack is running as a SIP service via SQOCK 

address Managed INADDR_

ANY 

This defines the IP Address of 

the VoIP Stack's service. 

    

subnet Managed INADDR_

ANY 

Depreciated     

device Managed  Monitor only - the linux 

device (e.g. eth0/bond0) that 
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the monitor will sniff packets 

from 

pcap_filter Managed  The tcpdump filter to be used 

to capture traffic for H323 

passive monitoring 

functionality. Default 

behaviour is to capture on 

tcp port 1720 

    

port Managed  This defines the IP Address 

Port of the VoIP Stack' service 

    

KeepAliveStart Managed 0 Activates for TCP signalling 

transport the TCP-keep-alive 

functionality. This attribute 

defines the idle period in 

seconds before a keep alive 

message is sent. 

    

KeepAliveInterval Managed 10 For TCP sockets this sets the 

period between TCP 

keepalives. For H323 Monitor 

'sockets' any socket inactive 

for longer than this time will 

be torn down and any calls 

will be cleared 

    

KeepAliveCount Managed 6 Activates for TCP signalling 

transport the TCP-keep-alive 

functionality. This attribute 

defines the consecutive 

number of keep alive failures 

that may occur before the 

link is reset. 

    

pcapSpeedMultipli

er 

Managed 0 if a pcap file is being read 

setting this to a value greater 

than 1 will increase the speed 

of playback 

    

IpSocket Managed INVALID_

PARENT 

This attribute references to an 

IP resource which contains 
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the IP information of the VoIP 

Stack 

FastStart Realtime True This specifies if by default the 

H323 Fast Start procedures 

are initiated on all calls to 

and from this stack 

    

H245Tunnelling Realtime        

H225MaintainCon

nection 

Realtime True This specifies if by default the 

H323 H225 Maintain 

Connection procedures are 

initiated on all calls to and 

from this stack. 

    

H225MultipleCalls Realtime True This specifies if by default the 

H323 H225 Multiple Calls 

Connection procedures are 

initiated on all calls to and 

from this stack 

    

H245FacilityPDU Realtime False This specifies that when 

doing out signalling H245 

procedures Facility messages 

are supported for all calls on 

this stack. 

    

H225SendStartH24

5 

Realtime True If set to True the start H245 

will be sent in a separate 

Facility message and not 

included as default in the 

H225 message for all calls on 

this stack 

    

T35CountryCode Realtime 180 Allows for the configuration 

of the H225 vendor 

identifier's T35 country code 

value. 

    

T35Extension Realtime 0 Allows for the configuration 

of the H225 vendor 
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identifier's T35 extension 

value. 

manufacturerCode Realtime 1 Allows for the configuration 

of the H225 vendor 

identifier's T35 manufacturer 

code value. 

    

H245TCSREJ Realtime False If set to True if a far end does 

not support TCS if the SVI 

receives a TCS REJ due to 

timeout the SVI will handle 

this as an ACK to allow the 

call to continue where 

possible. 

    

H245StartPort Managed 30000 When the call is using H245 

procedures this defines the 

lowest IP port address used 

for any in call H245 listening 

connection. 

    

H245EndPort Managed 0xFFFF When the call is using H245 

procedures this defines the 

highest IP port address used 

for any in call H245 listening 

connection. 

    

GlobalKeepAliveInt

erval 

Managed 0 H323 Monitor - if the whole 

monitor interface has been 

inactive for longer than this 

time (in seconds) all monitor 

sockets will be torn down and 

calls cleared 

    

H323 Lost Packet 

Timeout 

Managed 0 H323 Monitor - if a packet is 

received out of order this is 

the time (in ms) after which 

the missing packet is 

considered lost. 0 is unlimited 

    

H323 TPKT 

Recovery Timeout 

Managed 0 H323 Monitor - if a packet is 

lost the H323Stack layer will 

    



 

386 of 465          

SVI Resource Glossary 

recover the socket by waiting 

for a packet with a TPKT 

header. If no TPKT message 

has been received when this 

timer (ms) expires the socket 

is considered unrecoverable. 

0 is unlimited 

H323 Max Call 

Duration 

Managed 0 H323 Monitor - if a call is not 

cleared before this timer 

expires it will be cleared (in 

seconds 0=unlimited) 

    

user=phone Realtime False If set to True this will add to 

all outgoing SIP address 

fields after the address's port 

;user=phone. 

    

sipversion Realtime  This describes the version of 

SIP being supported. This 

show currently be set to 2.0. 

    

T1 Realtime 500 For SIP UDP transport 

retransmission this defines 

the T1 timer in milliseconds. 

The T1 timer specifies the 

initial retransmission timer on 

failure of receiving an 

acknowledgement to a 

method or PRACK. 

    

T2 Realtime 4000 For SIP UDP transport 

retransmission this defines 

the T2 timer in milliseconds. 

Each time a concurrent 

retransmission is made T1 is 

doubled. T2 defines the 

maximum time in 

milliseconds that T1 can be 

doubled to. 
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T4 Realtime 5000 For SIP UDP transmission 

retransmission this defines 

the T4 timer in milliseconds. 

The T4 timer defines the 

period when the transaction 

is completed but still deemed 

to be active to capture any 

wayward retransmission to 

ensure that a retransmission 

is not interpreted as a new 

method. 

    

D Realtime 32000 For SIP UDP transmission 

retransmission this defines 

the D timer in milliseconds. 

This timer defines the period 

from when an outgoing 

INVITE reject is received and 

the method is still deemed to 

be active to capture any 

wayward retransmission to 

ensure that a retransmission 

is not interpreted as a new 

method. 

    

Tb Realtime 500*64 For SIP UDP transmission 

retransmission this defines 

the  Tb timer. The Tb timer 

specifies for outgoing INVITE 

methods the period of 

concurrent retransmissions 

before a method has deemed 

as failed due to non-

response. 

    

Tf Realtime 500*64 For SIP UDP transmission 

retransmission this defines 

the Tf timer. The Tf timer 

specifies for outgoing non 
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INVITE methods the period of 

concurrent retransmissions 

before a method has deemed 

as failed due to non-

response. 

Th Realtime 500*64 For SIP UDP transmission 

retransmission this defines 

the Th timer in milliseconds. 

This timer defines the period 

from when an incoming 

INVITE method is received 

and the method is still 

deemed to be active to 

capture any wayward 

retransmission to ensure that 

a retransmission is not 

interpreted as a new method. 

    

Tj Realtime 500*64 For SIP UDP transmission 

retransmission this defines 

the Tj timer in milliseconds. 

This timer defines the period 

from when an incoming non 

INVITE method is received 

and the method is still 

deemed to be active to 

capture any wayward 

retransmission to ensure that 

a retransmission is not 

interpreted as a new method. 

    

ForceSipExpiry Realtime False If this attribute is set to True 

for any incoming 

registrations the incoming 

Register expiry timer will be 

overwritten with the SipExpiry 

value 

    



 

389 of 465          

SVI Resource Glossary 

SipExpiry Realtime 3600 This contains the value of the 

forced registration sip expiry 

timer 

    

Inservice Managed        

Outservice Managed        

Proxy Media Realtime False If set to True all media will 

pass through the SVI. For this 

to operate the SVI must have 

RTP Routers configured on 

the unit. If set to False the 

media will go direct between 

the two endpoints 

    

Contact Header Realtime No User This allows you to configure 

the format of the outgoing 

contact header - with or 

without the CGPN as a prefix 

to the IP address. 

No User Does not include the user id (cgpn) in the Contact header in 

outgoing SIP messages 

       NoUser Does not include the user id (cgpn) in the Contact header in 

outgoing SIP messages 

       IncludeUser Includes the user id (cgpn) in the Contact header in outgoing 

SIP messages 

       Include User Includes the user id (cgpn) in the Contact header in outgoing 

SIP messages 

RPID Header Realtime False If the incoming destination is 

trusted (No setting of VoIP 

Destination flag Non-

Trusted-Domain and the 

RPID header is set to True the 

SVI will attempt to interwork 

to the outgoing message the 

P-Asserted-Identity Header 

    

Append CallID Realtime  If set to True when a call with 

an internally generated  SIP 

call-id leaves the SVI it will 

append the call-id with the 
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specified Append CallId 

string. Any subsequent 

method responses will have 

the Appended call-id 

removed from the SIP call-id 

before being passed 

internally. This allows for 

direct call loop back on the 

SVI. 

ExpiryGrace Realtime 10 This defined time allows for 

an extended timeout grace 

period to be added to the 

registration expiry timer for 

all incoming registrations. 

This allows for some internal 

tolerance on when a 

registration is deemed to 

have expired 

    

Description Realtime        

NAT Forwarding 

Address 

Realtime INADDR_

ANY 

Override the media address 

in the outgoing SDP in a 

ISUP-SIP call with the 

specified address - for 

situations when the SVI is on 

the private side of a NAT 

firewall. 

    

Contact Address Realtime INADDR_

ANY 

Define the NAT Forwarding 

address if applicable to be 

inserted into Contact header. 

    

Contact Port Realtime 0 Define the NAT Forwarding 

port if applicable to be 

inserted into Contact header. 

    

Options Realtime None These bit mask options are 

used to setup identified 

behaviour of the VoIP Stack 

None   
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       Ignore-image If the SDP component contains a m=image line if this flag is 

set the SVI will ignore the contents and respond with the 

image line set to m:image= 0 

       Terminate-Updates If this flag is set the SVI will not pass across an in call UPDATE 

methods and will internally ACKNOWELDGE back to the 

originator 

       Full-Contact-Header For an incoming registering end point if this flag is set the 

outgoing METHODS request URI will contain the REGISTER 

contact details not the REGISTER destination 

       Use-P-Asserted-

As_CGPN 

For backward compatibility when both the P-Asserted and 

the RPID headers are present; with this flag set the calling 

party number is taken from the P-Asserted header and when 

not set the calling party is taken from the RPID header 

       Use-Route-Header If this flag is set the SVI will use the SVIRoute header which 

contains an endpoint address to send information from the 

SVI-C4 to the SVI-SBC and also from the SVI-SBC to the SVI-

C4. This option works along with Routing Criteria Options 

Use-Route-Header. 

       SendRecv-In-SDP If this flag is set the SVI will force the line a=sendrecv to be 

sent in all outgoing SDP's except for suspend SDP's. 

       LNP-SIP If this flag is set the SVI will setup the STP to process the 

INVITE as a LNP request rather than as a call initiation 

       Use-P-Asserted-

As_CGPN_IF_ANON 

P-Asserted-Identity Userpart number will be used as CGPN 

only when the number in Remote-Party-ID is anonymous with 

this flag set 

       Radius-Always-Use-

From-Addr 

When Radius resource option RAD_CALLING_LEGACY is set; 

this option will Use the From header userpart both the 

'calling station id' and 'username' radius field will be the 

original received cgpn; ie the 'From' field on SIP. This is to 

mimic the behaviour of the old; pre-Remote-Station-Id 

codeline (~v6.1.8) 

       Encrypt Proxy 

Parameters 

The parameters added to the received Via header, by the 

stateless proxy task, will be encrypted. Note that this means 

that the RFC3581 received and rport parameters will not be 

added. 
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       Response-To-

AdjIpAddress-Port 

This option will make SVI send SIP UDP responses for an 

incoming INVITE and subsequent requests to the adjacent ip 

address/port from which the initial INVITE is received. As per 

spec it should be to the IP Address Port in the VIA header. 

This is only applicable for non NAT UDP SIP calls. 

       Disable-Auto-

International-NOA 

Disables interworking of NOA between SIP and ISUP - a + 

from SIP sets NOA to international automatically and vice 

versa 

       No-Phone-Context-In-

tel-URI 

If set and the VoIP Stack URI Type attribute is set to tel,then 

the messages going out of SVI with tel URI will not have the 

phone-context parameter with teh ipaddress port 

information. 

       SIP-Network-

Announcement 

Enables playing announcements via play parameter in 

request URI of initial INVITE.Play parameter carries a filename 

to play.See solution #347 for more details 

       SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       SIP-Include-Accept-

Header 

Add a SIP Accept header to outgoing initial INVITE for a call 

       SIP-Include-Whole-SIP-

Msg 

The entire received SIP message is sent to CC for processing - 

typically used for proxying Headers 

       Pcap-Test-Loop A Test Pcap File is repeatedly read forever 

       Monitor H323 only - this stack passively monitors the device specified 

in the 'device' field 

       H323-Threaded The H323 Stack will run on its own thread. currently only 

supported for the H323 Monitor 

       SIP-No-UPDATE The SIP Stack will not use the UPDATE method for forward 

changes in media before answer - instead reINVITEs will be 

queued until answer 

       SDP-Hold-With-Media-

IP 

The SDP generated for hold scenarios will have a valid IP 

address instead of 0.0.0.0 

       SIP-Preconditions In a SIP Proxy setup; allow for support of SIP preconditions as 

per RFC3312 
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       Handle-REFER-As-

B2BUA 

In a SIP Proxy configuration; this option allow termination of 

REFER in the SVI and handle call transer locally instead of 

proxying the REFER across 

       Do-Not-Proxy-Contact In a SIP Proxy configuration; Handle Contact: header locally 

and add SVI as Contact in all outgoing messages this 

interworking Contact header across call legs 

       CallControl-Via-API-

Server 

Enables sending SIP INVITE to APIServer task from SIP task to 

do external lookups like CNAME/LNP 

       No-Contact-DNS-If-

Record-Route 

If record route is present then no need to do DNS resolution 

of Contact domain - useful when it an IPv6 address which we 

do not support avoiding a DNS timeout 

       Proxy-Unknown-

Headers 

Unrecognised SIP-bodies will be proxied through on SIP-SIP 

calls. This option can be set on VD or VS - but must be set for 

both call legs 

       Proxy-Unknown-Bodies Unrecognised SIP-headers will be proxied through on SIP-SIP 

calls. This option can be set on VD or VS - but must be set for 

both call legs 

       SIP-SIP-IC-CallId-In-OG SIP-SIP : the incoming call-id will be used within the OG Call-

Id (with further uniqueness added) 

       SIP-Send-BYE-100 SIPStack will send 100 immediately, in response to BYE 

transport Managed UDP If set to True this defines the 

type of transport used for all 

calls in and out of this VoIP 

Stack 

TCP Use TCP as the SIP signalling transport 

       UDP Use UDP as the SIP signalling transport 

       TLS Use TLS as the SIP signalling transport 

Max Forwards Realtime 70 This attribute sets the 

maximum allowed value of an 

outgoing initiated method's 

max-forward attribute. 

    

ReInvite 

renegotiate 

Realtime False This flag allows for different 

handling of a RE-INVITE 

begin received without any 

SDP or with the SDP IP 

Address set to 0.0.0.0. If this 
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is set to False this will be 

interpreted as a hold 

instruction. If set to True this 

will be interpreted as a off 

hold/update message. 

ISUP Version Realtime  This user string allows for the 

setting of the ISUP version 

field in the SIP-I MIME header 

    

ISUP Base Version Realtime 0 This user string allows for the 

setting of the ISUP base 

version field in the SIP-I 

MIME header 

itu-t88   

       itu-t92+   

       ansi88   

       ansi00   

       etsi121   

       etsi356   

       gr317   

       ttc87   

       ttc93+   

Default Address Realtime  Defines the IP Address to be 

used to generate To header 

for outgoing SIP INVITE when 

the call is towards a 

dynamically allocated VoIP 

Destination resource. 

    

Retransmits Managed 0 This user records the number 

of retransmissions of SIP 

messages the VoIP Stack has 

needed to do. 

    

SVIRoute Priority Realtime 100 This sets priority for selection 

of destination when SVIRoute 

header is processed to route 

the call. The value zero will 

set the priority off. Default 
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value is 100.This is applicable 

only for the SVI-SBC product. 

SIP-I handling-

parm 

Realtime optional Defines the value to be set on 

SIP-I header  Content-

Disposition: handling 

optional   

       required   

URI Type Realtime sip This sets the type of uri needs 

to be used for TLS calls going 

out through this VoIP Stack. 

Default value is sip. This is 

applicable only for the SVI-

SBC product. 

sip   

       sips   

       tel   

TLS Range Realtime  Sets a range of TLS resources 

that the voipStack can select 

from based on far end's ip 

    

TLS Credentials Realtime  Sets the default TLS resource 

of the voipStack. If TLS Range 

is in use then used for 

incoming ips that do not 

have a specific TLS res 

configured against them 

    

Rx Stats Register Managed  Defines the Statistics resource 

to be used to throttle 

incoming SIP REGISTER 

requests. 

    

Stateless Proxy 

Methods 

Managed 0 Adding a SIP Method to this 

list enables the Stateless 

Proxy functionality for the 

method - and for responses 

that cannot be matched to a 

SIP transaction. See also 

Encrypt Proxy Parameters 

Voip Stack option 

OPTIONS   



 

396 of 465          

SVI Resource Glossary 

       SUBSCRIBE   

       REGISTER   

       NOTIFY   

       MESSAGE   

       PUBLISH   

       All Methods   

SIP-I Charge 

Message 

Realtime CRG Defines the type of ISUP 

Chanrge message to be used 

in SIP-I INFO 

CRG   

       ITX   

       MPM   

SIP Proxy Realtime  Defines SIP Proxy resource to 

handle configuration in proxy 

mode. Applicable only to 

proxy SBC build. 

    

Precondition Type Realtime segmente

d 

Defines the type of 

precondition supported 

based on RFC3312. 

e2e   

       segmented   

Interface Managed  For C4/SBC/C5 products 

doing RTP Proxy - this 

attribute points to the 

Interface resource that needs 

to be used for media proxy 

calls. 

    

Interfaces Managed  For C4/SBC/C5 products 

doing RTP Proxy - this 

attribute points to the 

Interface resources that 

needs to be used for media 

proxy calls. 

    

TxferJoin Realtime 100 Defines the delay before 

sending of a conference 

MDCX to patch calls after a 

transfer has happened.This 
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would allow mgway to clear 

the existing rtp threads 

before opening new one for 

the transferred call 

Allow Realtime ALLOW_A

LL 

This bit mask field allows for 

the user to define the 

Allowed methods to be 

identified to the end point via 

the Allow SIP header 

INVITE Allow the SIP INVITE method from RFC3261 

       CANCEL Allow the SIP CANCEL method from RFC3261 

       BYE Allow the SIP BYE method from RFC3261 

       ACK Allow the SIP ACK method from RFC3261 

       OPTIONS Allow the SIP OPTIONS method from RFC3261 

       INFO Allow the SIP INFO method 

       SUBSCRIBE Allow the SIP SUBSCRIBE method 

       REGISTER Allow the SIP REGISTER method 

       NOTIFY Allow the SIP NOTIFY method 

       PRACK Allow the SIP PRACK method 

       REFER Allow the SIP REFER method 

       UPDATE Allow the SIP UPDATE method 

       MESSAGE Allow the SIP MESSAGE method 

       PUBLISH Allow the SIP PUBLISH method 

API-Resource-

Name 

Managed  Defines the name of API 

Client resource to be used to 

perform LNP or CNAM 

lookup for SIP LNP/CNAM 

Gateway configuration 

    

TCP Chunk 

MaxCount 

Realtime 5 Defines the number of 

consecutive store operations 

performed at the SIp tcp 

stack before it discards the 

stored message and close the 

socket. So the expectation is 

that a full SIP message is 
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received by the system in 

atleast 5 consecutive 

chunks(default value of this 

attribute is 5) and if not there 

is something wrong with the 

data received from that 

socket. 

Tx Invite Req Managed 0 Number of Invite Requests 

Transmited 

    

Tx Cancel Req Managed 0 Number of Cancel Requests 

Transmited 

    

Tx Bye Req Managed 0 Number of Bye Requests 

Transmited 

    

Tx Options Req Managed 0 Number of Option Requests 

Transmited 

    

Tx Ack Req Managed 0 Number of Acknowledge 

Requests Transmited 

    

Tx Info Req Managed 0 Number of Info Requests 

Transmited 

    

Tx Subscribe Req Managed 0 Number of Subscribe 

Requests Transmited 

    

Tx Register Req Managed 0 Number of Register Requests 

Transmited 

    

Tx Notify Req Managed 0 Number of Notify Requests 

Transmited 

    

Tx Prack Req Managed 0 Number of Prack Requests 

Transmited 

    

Tx Refer Req Managed 0 Number of Refer Requests 

Transmited 

    

Tx Update Req Managed 0 Number of Update Requests 

Transmited 

    

Tx Publish Req Managed 0 Number of Publish Requests 

Transmited 

    

Tx Message Req Managed 0 Number of Message 

Requests Transmited 
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Tx Invite Rsp Managed 0 Number of Invite Responses 

Transmited 

    

Tx Cancel Rsp Managed 0 Number of Cancel Responses 

Transmited 

    

Tx Bye Rsp Managed 0 Number of Bye Responses 

Transmited 

    

Tx Options Rsp Managed 0 Number of Option Responses 

Transmited 

    

Tx Ack Rsp Managed 0 Number of Acknowledge 

Responses Transmited 

    

Tx Info Rsp Managed 0 Number of Info Responses 

Transmited 

    

Tx Subscribe Rsp Managed 0 Number of Subscribe 

Responses Transmited 

    

Tx Register Rsp Managed 0 Number of Register 

Responses Transmited 

    

Tx Notify Rsp Managed 0 Number of Notify Responses 

Transmited 

    

Tx Prack Rsp Managed 0 Number of Prack Responses 

Transmited 

    

Tx Refer Rsp Managed 0 Number of Refer Responses 

Transmited 

    

Tx Update Rsp Managed 0 Number of Update 

Responses Transmited 

    

Tx Publish Rsp Managed 0 Number of Publish Responses 

Transmited 

    

Tx Message Rsp Managed 0 Number of Message 

Responses Transmited 

    

Rx Invite Req Managed 0 Number of Invite Requests 

Received 

    

Rx Cancel Req Managed 0 Number of Cancel Requests 

Received 

    

Rx Bye Req Managed 0 Number of Bye Requests 

Received 
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Rx Options Req Managed 0 Number of Option Requests 

Received 

    

Rx Ack Req Managed 0 Number of Acknowledge 

Requests Received 

    

Rx Info Req Managed 0 Number of Info Requests 

Received 

    

Rx Subscribe Req Managed 0 Number of Subscribe 

Requests Received 

    

Rx Register Req Managed 0 Number of Register Requests 

Received 

    

Rx Notify Req Managed 0 Number of Notify Requests 

Received 

    

Rx Prack Req Managed 0 Number of Prack Requests 

Received 

    

Rx Refer Req Managed 0 Number of Refer Requests 

Received 

    

Rx Update Req Managed 0 Number of Update Requests 

Received 

    

Rx Publish Req Managed 0 Number of Publish Requests 

Received 

    

Rx Message Req Managed 0 Number of Message 

Requests Received 

    

Rx Invite Rsp Managed 0 Number of Invite Responses 

Received 

    

Rx Cancel Rsp Managed 0 Number of Cancel Responses 

Received 

    

Rx Bye Rsp Managed 0 Number of Bye Responses 

Received 

    

Rx Options Rsp Managed 0 Number of Option Responses 

Received 

    

Rx Ack Rsp Managed 0 Number of Acknowledge 

Responses Received 

    

Rx Info Rsp Managed 0 Number of Info Responses 

Received 
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Rx Subscribe Rsp Managed 0 Number of Subscribe 

Responses Received 

    

Rx Register Rsp Managed 0 Number of Register 

Responses Received 

    

Rx Notify Rsp Managed 0 Number of Notify Responses 

Received 

    

Rx Prack Rsp Managed 0 Number of Prack Responses 

Received 

    

Rx Refer Rsp Managed 0 Number of Refer Responses 

Received 

    

Rx Update Rsp Managed 0 Number of Update 

Responses Received 

    

Rx Publish Rsp Managed 0 Number of Publish Responses 

Received 

    

Rx Message Rsp Managed 0 Number of Message 

Responses Received 

    

Interface Managed  For C4/SBC/C5 products 

doing RTP Proxy - this 

attribute points to the 

Interface resource that needs 

to be used for media proxy 

calls. 

    

Interfaces Managed  For C4/SBC/C5 products 

doing RTP Proxy - this 

attribute points to the 

Interface resources that 

needs to be used for media 

proxy calls. 

    

Incoming CDR 

SSME 

Managed 0 XML Document specifying 

SSME rules to extract headers 

from an incoming message 

for storage in the CDR 

'custom ssme' field. If the 

incoming VD resource also 

has 'Incoming CDR SSME' set 
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it will be used in preference 

to this. 

Outgoing SSME Managed 0 An XML document specifying 

SSME rules that are applied at 

CallControl just before an 

outgoing message is sent. All 

incoming message Headers 

are available to be added to 

the outgoing message but 

Headers that have already 

been added by the standard 

SVI B2BUA process cannot be 

taken away. If the outgoing 

VD resource also has 

'Outgoing SSME' set it will be 

used in preference to this. 

    

Rx Max Msg Size Managed 5000 The maximum message size 

that should be Accepted. 

Larger requests will get a 413 

response and large responses 

will be dropped DOESNT 

WORK ON PROXY 
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VoIP Destination          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

[generated by 

RESINST_ALLOCED

(...) - see source] 

Realtime        

Type Realtime MAX_BEH

AVIOUR 

This describes the type of 

VoIP Destination. 

SIP Endpoint This is a static SIP endpoint 

       Default SIP Endpoint A special VoIP Destination which is used as a template when 

creating dynamic VoIP Destinations 

       Registered SIP 

Endpoints 

This is a registering SIP endpoint 

       SIP Proxy End of Life 
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       H323 Endpoint This is a H323 endpoint 

       H323 Gatekeeper This is a H323 gatekeeper 

       H323 Stack End of Life 

Description Realtime        

name Realtime INADDR_

ANY 

This contains the static IP 

address of a VoIP Destination 

    

address Realtime INADDR_

ANY 

This contains the static IP 

address of a VoIP Destination 

    

Port Realtime  This defines the End Points IP 

address port which is used for 

SIP signalling. The default 

value of this for SIP is 5060 

and for H323 is 1720. 

    

Options Realtime 0 These bit mask options are 

used to setup identified 

behaviour of the VoIP 

Destination 

    

Options[1] Realtime 0 These bit mask options are 

used to setup identified 

behaviour of the VoIP 

Destination 

    

Proxy Media Realtime False If set to True this specifies 

that the media from this end 

point need will go through 

the SVI because of cross 

border/NAT/topology hiding 

requirements 

    

Behind NAT Realtime False If set to True this defines that 

the end point is behind a 

firewall and will require NAT 

traversal functionality 

    

username Realtime  For registering endpoints this 

contains the end points 

username 

    



 

405 of 465          

SVI Resource Glossary 

Password Realtime  For registering end points 

this contains the end point 

password 

    

Contact Realtime  This variable stores the 

registered endpoints contact 

information from the 

incoming REGISTER method 

    

CallControl Realtime 0 This resource pointer 

contains the identity of the 

Call Control resource 

applicable to this VoIP 

destination. The Call Control 

resource contains additional 

call related options. 

    

transport Realtime UDP This defines the SIP signalling 

transport used. 

TCP Use TCP as the SIP signalling transport 

       UDP Use UDP as the SIP signalling transport 

       TLS Use TLS as the SIP signalling transport 

Stack Realtime INVLD_RE

S_INST 

This resource identifier 

contains the identity of an 

already configured VoIP Stack 

that the endpoint will be 

connecting to. 

    

FastStart Realtime True This specifies if by default the 

H323 Fast Start procedures 

are initiated on all calls to 

and from this VoIP 

Destination 

    

H245Tunnelling Realtime        

H225MaintainCon

nection 

Realtime True This specifies if by default the 

H323 H225 Maintain 

Connection procedures are 

initiated on all calls to and 

from this VoIP Destination 
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H225MultipleCalls Realtime True This specifies if by default the 

H323 H225 Multiple Calls 

Connection procedures are 

initiated on all calls to and 

from this VoIP Destination 

    

H245FacilityPDU Realtime False This specifies that when 

doing out signalling H245 

procedures Facility messages 

are supported for all calls on 

this VoIP Destination. 

    

H225SendStartH24

5 

Realtime False If set to True the start H245 

will be sent in a separate 

Facility message and not 

included as default in the 

H225 message for all calls on 

this VoIP Destination 

    

UpdateH323Caps Realtime True If this flag is set to True when 

a H323 backward message is 

received with updated H323 

Capabilities - the internal 

H323 updated capabilities 

will be updated. 

    

Progress Indicator Realtime Normal This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

Normal   

       No SDP ringing   

SIP CLIR Realtime False This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

    

Last Registered Realtime 0 For a SIP registering end 

point this contains the time a 
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registering end point 

successfully registered with 

the SVI. 

Registration 

Expires 

Realtime 0 For SIP registering end point 

this contains the time the 

current registration will expire 

    

Diversion Type Realtime None This attribute has come to its 

End of Life (EOL). Whilst it still 

appears as an attribute it has 

no impact on the system and 

will shortly be removed. 

None   

       Diversion Add call forwarding information as Diversion SIP header 

       History-Info Add call forwarding information as History-Info SIP header 

adjaddr Realtime INADDR_

ANY 

For SIP calls that are behind 

NAT; this stores the adjacent 

IP address that this VoIP 

destination can be contacted 

on. 

    

adjport Realtime  For SIP calls that are behind 

NAT; this stores the adjacent 

IP port address that this VoIP 

destination can be contacted 

on. 

    

RAS IP Realtime  If the end point is a H323 

VoIP gatekeeper this resource 

identifier will reference the IP 

resource containing the 

Gatekeeper IP information 

    

AutoDiscovery Realtime GRQ For a H323 VoIP gatekeeper 

this defines how the 

gatekeeper is discovered 

Auto Discovers Gatekeeper by Broadcast of GRQ 

       GRQ Discovers Gatekeeper by transmission of GRQ to address 

setup in VoIP Destination 

       no GRQ Gatekeeper is not discovered but uses address setup in VoIP 

destination to directly register with 
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timeToLive Realtime 0 For H323 gatekeeper this 

defines the time to live of the 

Gatekeeper registration.For 

outbound SIP registers this 

defines the timeToLive for 

outgoing registration.For 

inbound SIP registration this 

stores the received 

timeToLive 

    

Protocol Realtime Standard For SIP this defines the SIP 

protocol being used to this 

end point 

Standard SIP conforming to RFC 3261 and RFC 3398 

       Strict SIPI SIP-I conforming to only ITU 1912.5 

       SIPI SIP-I conforming to ITU 1912.5 and RFCs 3372 & 3398 

       SIPT SIP-T conforming to RFC 3372 

       X-SIPI Proprietary SIPI implementation 

       SIPI Profile C SIP-I Profile C French Version(only supported along with 

French ISUP interworking) 

Inservice Realtime        

Outservice Realtime        

IP Low Realtime INADDR_

ANY 

When used in conjunction 

with IP High this enables a 

range of IP address to be 

assigned to the VoIP 

destination from which 

incoming calls may be 

received. All outgoing calls 

will still be made to the 

defined VoIP Destination 

address. 

    

IP High Realtime INADDR_

ANY 

When used in conjunction 

with IP Low this enables a 

range of IP address to be 

assigned to the VoIP 

destination from which 
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incoming calls may be 

received. All outgoing calls 

will still be made to the 

defined VoIP Destination 

address. 

Toptions Realtime 0 If Toptions is set to a value in 

seconds which is greater than 

zero - when a SIP call is in the 

answer state a heartbeat 

OPTIONS method is 

transmitted every Toptions 

second. On none response to 

the OPTIONS method the call 

will be cleared. 

    

Tocoptions Realtime 0 To heartbeat an end point to 

ensure that is available an out 

of call OPTIONS method can 

be sent every Tocoptions 

second. If no response is 

received then the VoIP 

Destination will be taken out 

of service and will only come 

back into service once an out 

of call OPTIONS method is 

received. 

    

Registration State Realtime None Internally used variable to 

store the current status of a 

registering VoIP endpoint 

None VoIP destination has not yet registered 

       Unregistered VoIP destination is unregistered 

       Internal Registered VoIP destination is registered directly on the unit through the 

VoIP destination 

       External Registered VoIP destination is registered through an external registering 

agent 
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G729VAD Realtime 0 For VoIP to TDM traffic this 

defines if G729 VAD is 

applied to the G729 codec 

    

FAX FALLBACK 

PCMA 

Realtime 1 For VoIP to TDM traffic if this 

flag is set to True and T.38 

negotiation with the end 

point fails - the call will fall 

back to G711 transmission. 

    

Host Name Realtime  This allows for a user defined 

string to be used instead of 

the IP address for all 

outgoing URI method 

requests. 

    

SIP-I Variant Realtime ITU White 

Book 

The ISUP variant to be used 

in building ISUP payload that 

goes in SIP-I messages 

ITU White Book   

       ITU Blue book   

       ANSI   

       French SPIROU   

       UK ISUP   

       Finnish ISUP   

       Brazillian ISUP   

       NZ ISUP   

       Polish ISUP v1   

       Polish ISUP v2   

Supported Media Realtime all This defines the media 

supported for a particular 

endpoint.Audio/Image/All 

audio The endpoint supports audio only 

       image The endpoint supports image only 

       video The endpoint supports video only 

       all The end point supports image,video and audio 

Privacy Realtime id This option allows for what 

the value of the privacy ID 

should be set to when a 

id   
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calling party number is 

withheld. 

       header   

       session   

       user   

       critical   

Allow Realtime 0 This bit mask field allows for 

the user to define the 

Allowed methods to be 

identified to the end point via 

the Allow SIP header 

INVITE Allow the SIP INVITE method from RFC3261 

       CANCEL Allow the SIP CANCEL method from RFC3261 

       BYE Allow the SIP BYE method from RFC3261 

       ACK Allow the SIP ACK method from RFC3261 

       OPTIONS Allow the SIP OPTIONS method from RFC3261 

       INFO Allow the SIP INFO method 

       SUBSCRIBE Allow the SIP SUBSCRIBE method 

       REGISTER Allow the SIP REGISTER method 

       NOTIFY Allow the SIP NOTIFY method 

       PRACK Allow the SIP PRACK method 

       REFER Allow the SIP REFER method 

       UPDATE Allow the SIP UPDATE method 

       MESSAGE Allow the SIP MESSAGE method 

       PUBLISH Allow the SIP PUBLISH method 

TLS Credentials Realtime  Defines the TLS Credentials 

resource referenced to be 

used when SIP transport is 

defined as SIP TLS 

    

DNS-Register Realtime  Defines the domain name to 

be used in an outgoing SIP 

registration based setup. See 

solution #833 for details. 
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RTP options Realtime 0 This bit mask field allows for 

the user to define various 

features which control how 

the media data is passed 

across the Squire RTP router. 

It can also enable the 

collection of call related QOS 

statistics. The Secure-RTP 

options enables the SRTP 

feature for the SIP endpoint. 

This is applicable only for the 

SVI-SBC product. 

Secure-Address Instructs the RTP Router to check the originating address of 

RTP packets arriving are as the negotiated media path. 

Packets arriving from different addresses are dropped 

       Secure-PT Instructs the RTP Router to check the payload type of RTP 

packets arriving are as the negotiated media path. Packets 

arriving with different payloads are dropped 

       Report-Stats Instructs the RTP Router to report transmission and reception 

QOS statistics at the end of the call. This information is 

logged by the SVI into the CDR. 

       Report-Jitter Instructs the RTP Router to report jitter statistics in the 

transmission and reception QOS statistics at the end of the 

call, when Report-Stats is enabled. 

       Secure-VoIP Instructs the RTP Router to check that packets arriving are 

RTP packets. Other (non-RTP) packets are dropped 

       Jitter-Settled Instructs the RTP Router to wait for jitter to reach the 

minimum value before the average jitter is calculated. 

       Secure-RTP Instructs the Transcoding MGWAY to use SRTP . MGWAY will 

generate a local crypto if the call is outgoing and the 

incoming leg has not provided a crypto indicating that the 

call needs to be using SRTP. 

Tinviteping Realtime 0 To heartbeat an end point to 

ensure that is available an out 

of call INVITE method (with 

Max-Forwards set to 0) can 

be sent every Tinviteping 

second. If no response is 

received then the VoIP 
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Destination will be taken out 

of service and will only come 

back into service once an out 

of call INVITE response is 

received. 

Incoming CDR 

SSME 

Realtime 0 XML Document specifying 

SSME rules to extract headers 

from an incoming message 

for storage in the CDR 

'custom ssme' field. This 

SSME will be used in 

preference to the 'Incoming 

CDR SSME' set on the 

incoming VoIP Stack resource 

    

Outgoing SSME Realtime 0 An XML document specifying 

SSME rules that are applied at 

CallControl just before an 

outgoing message is sent. All 

incoming message Headers 

are available to be added to 

the outgoing message but 

Headers that have already 

been added by the standard 

SVI B2BUA process cannot be 

taken away. This SSME will be 

used in preference to the 

'Outgoing SSME' set on the 

outgoing VoIP Stack 

resource. 

    

Max UDP Packet Realtime 0 Defines the maximum size of 

SIP message over which the 

SIP transport is automatically 

switched to TCP. Only 

applicable to proxy SBC 

builds. 
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Update-Answer 

Delay 

Realtime 0 VoLTE to non-VoLTE 

interworking - delay (ms) 

between UPDATE response 

and Answer (INVITE 200 OK) 

    

TlocalREINV Realtime 0 if non-zero this is a timer (ms) 

started when a blind transfer 

call answers.During this 

period any received reINVITEs 

(on either leg) will not be 

forwarded to the other leg; 

but will instead be responded 

to locally with the currently 

allocated media.(added to 

avoid a problem within the 

VPBX; when a reINVITE is 

outstanding towards the 

transferee; and the VPBX 

(legitimately) sends another 

reINVITE to the SVI on the 

transfer-target leg.) 

    

DNS IP info Realtime 0 For SIP proxy setup where 

DNS based VoiP Destinations 

are used; this prints the 

internally stored DNS results 

into the log. Details include ip 

address and timetolive 

    

SRTP options Realtime Optional Set the way in which Secure 

Real Time Protocol(SRTP) 

needs to be handled for this 

SIP trunk. 

Disabled Indicate that an endpoint doesnot allow SRTP - enables 

interworking 

       Not-Forced   

       Forced   

       Optional   

DTMF Profile Realtime 0 a bit mask field containing 

values that indicate how 

Info-Transparent If an info containing DTMF is received on the incoming leg 

this will be passed across as an Info 
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received dtmf vaoues need to 

be handled for SIP-SIP calls 

       Info-Broadcast If an incoming DTMF event is received other than Info it will 

be broadcast as an Info 

       Info-Mask If an outgoing Info is to be sent and this flag is set the  

outgoing DTMF signal to be sent will be the value as set in 

the VoIP Destination mask attribute. 

       Info-Transmit Any DTMF event received will be sent only as an Info. If any 

other method has the Broadcast set this event will also be 

sent via that method. 

       RFC2833-Transparent If an RFC2833/4733 DTMF event is received on the incoming 

leg this will be passed across as a RFC2833/4733 event 

       RFC2833-Broadcast If an RFC2833/4733 DTMF event is received other than an 

RFC2833 event it will be broadcast as an RFC2833 event 

       RFC2833-Mask If an RFC2833/4733 DTMF event is to be sent and this flag is 

set the  outgoing DTMF signal to be sent will be the value as 

set in the VoIP Destination mask attribute. 

       RFC2833-Transmit Any DTMF event received will be sent only as an RFC2833 

event. If any other method has the Broadcast set this event 

will also be sent via that method. 

       Inband-Transparent For G711 only if an in-band DTMF event is received on the 

incoming leg this will be passed across as an in-band DTMF 

event. 

DTMF Mask Realtime 0 the value of the outgoing 

masked digit if the 'DTMF 

Profile' contains the values 

Info-Mask or RFC2833-Mask 

    

Reset DNS Realtime 0 PROXY testing use only. Frees 

DNS record for VD. Takes VD 

OSF and triggers a new DNS 

request 
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Voice Announcement        

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime 0 Describes the type of network 

announcement. The 

announcement type will 

determine when to play a 

particular announcement. 

Unauthorised   

       RC Reject   

       RoutingCriteria Reject   

       Routing Criteria Reject   

       PreACM Rel   

       PreACM Release   
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       PreACMRel   

       PreACMRelease   

       PostACM Rel   

       PostACM Release   

       PostACMRel   

       PostACMRelease   

       Dial Tone   

Cause Realtime 0 This is only used in case 

announcement type is Pre 

ACM Release or Post ACM 

Release. If cause is specified 

then the announcement will 

only be played if the Release 

Cause for the 2nd leg of the 

call matches one the causes 

defined here 

    

File Realtime 0 Describes the announcement 

file to be played. 

    

PlayCount Realtime 1 Specifies how many times an 

announcement is played out. 

    

Pause Realtime 1 Specifies delay before 

announcement should 

commence. 

    

Duration Realtime 11 Specifies the duration of 

announcement 

    

Description Realtime        

Options Realtime    SNMP-Trap   
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Gatekeeper         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Managed       

status Managed   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed   GateKeeper   

gkid Managed       

rasIP Managed       

VoIPStack Managed       

Timetolive Managed       

Options Managed   ignore-broadcast-

discovery 

  

Description Managed       
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Customer         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

Name Realtime       

MatchDB Realtime       

Description Realtime       
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MTP CDR         

Attribute Cfg Type Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime       

status Realtime   Niu Not In Use 

      Start Start: Configured State will be automatically set 

      Oos Out Of Service: Resource has been taken out of service by 

user 

      Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

      Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

      Oscp Out of Service Configured Pending: Resource is being 

configured 

      Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

      Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

      Osp Out of Service Pending: Resource is trying to come into 

service 

      INS Inservice: Resource is in service 

      Ossp Out of Service Stop Pending: Resource is being stopped 

      Osrp Out of Service Remove Pending: Resource is being removed 

options Realtime   Threaded cdr-generating task runs on its own thread. recommended. 

      Daily   

      Terminated Option Inactivated - this is now the default 

Sleep Realtime       

Filesize Realtime       

Location Realtime       

Add MTP Filter Realtime       

MTP Filter Low Realtime       

MTP Filter High Realtime       

Description Realtime       
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L3 Label          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime        

Options Realtime    SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Screen Indicates that the rule is a screening rule for blocking 

matched messages.It is expected that no outgoing route is 

attached to the rule. 

OPC Realtime Ignore If set to Ignore;will not check 

Originating Point Code (OPC) 

of incoming message.If set to 

a value;try to match the 

Ignore   
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incoming message OPC 

against configured value. 

DPC Realtime Ignore If set to Ignore;will not check 

Destination Point Code(DPC) 

of incoming message.If set to 

a value;try to match the 

incoming message DPC 

against configured value. 

Ignore   

SI Realtime Ignore If set to Ignore;will not check 

Signalling Information(SI) 

Octet of incoming message.If 

set to a value;try to match the 

incoming message SI against 

configured value. 

Ignore   

NI Realtime Ignore If set to Ignore;will not check 

Network Indicator(NI) of 

incoming message.If set to a 

value;try to match the 

incoming message NI against 

configured value. 

Ignore   

M3UA_NA_Present Realtime Ignore Test incoming message to 

see if Network Appearance is 

present 

Present   

       Absent   

       Ignore   

M3UA_NA Realtime Ignore Test incoming message 

against a value for Network 

Appearance 

Ignore   

M3UA_RC_Present Realtime Ignore Test incoming message to 

see if Routing Context is 

present 

Present   

       Absent   

       Ignore   
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M3UA_RC Realtime Ignore Test incoming message 

against a value for Routing 

Context 

Ignore   

M3UA_CI_Present Realtime Ignore Test incoming message to 

see if Correlation ID is 

present 

Present   

       Absent   

       Ignore   

M3UA_CI Realtime Ignore Test incoming message 

against a value for 

Correlation ID 

Ignore   

Set_OPC Realtime Leave Set the outgoing message 

Originating Point Code(OPC) 

to configured value if a match 

is found 

Leave   

Set_DPC Realtime Leave Set the outgoing message 

Destination Point CodeDOPC) 

to configured value if a match 

is found 

Leave   

Set_SI Realtime Leave Set the outgoing message 

Signalling Information(SI) 

Octet to configured value if a 

match is found 

Leave   

Set_NI Realtime Leave Set the outgoing message 

Network indicator(NI) to 

configured value if a match is 

found 

Leave   

Set_M3UA_NA_Pre

sent 

Realtime Leave Set the outgoing message 

Network Appearance(NA) 

based on configured value if 

a match is found 

Present   

       Absent   

       Leave   

Set_M3UA_NA Realtime Leave Set the outgoing message 

Network Appearance(NA) to 

Leave   



 

425 of 465          

SVI Resource Glossary 

configured value if a match is 

found 

Set_M3UA_RC_Pre

sent 

Realtime Leave Set the outgoing message 

Routing Context(RC) based 

on configured value if a 

match is found 

Present   

       Absent   

       Leave   

Set_M3UA_RC Realtime Leave Set the outgoing message 

RoutinG Context(RC) to 

configured value if a match is 

found 

Leave   

Set_M3UA_CI_Pres

ent 

Realtime Leave Set the outgoing message 

Correlation ID(CI) based on 

configured value if a match is 

found 

Present   

       Absent   

       Leave   

Set_M3UA_CI Realtime Leave Set the outgoing message 

Correlation ID(CI) to 

configured value if a match is 

found 

Leave   

More L3Labels Realtime  A group of L3 Label resource 

which would be used for 

further 

processing(chained/nested) 

of MTP3 layer if a match is 

found 

    

SCCPLabels Realtime  A group of SCCP Label 

resource which would be 

used for further processing of 

SCCP layer if a match is found 

    

MTP Route Realtime  An exit point reference to 

MTP Route resource which 

defines outgoing Destination 
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Point/Linkset/AS resource to 

be used if no matches found 

on More L3Labels or 

SCCPLabels 

Tx Msg Total Realtime 0 Total Number of L3Label 

Message Transmitted 

    

Tx Msg/Sec Realtime 0 Number of L3Label Messages 

transmitted in the current 

second 

    

Tx Msg/Sec Max Realtime 0 Maximum number of L3Label 

message transmitted in any 

second 

    

Rx Msg Total Realtime 0 Total Number of L3Label 

Message received 

    

Rx Msg/Sec Realtime 0 Number of L3Label messages 

receveid in the current 

second 

    

Rx Msg/Sec Max Realtime 0 Maximum umber of L3Label 

messages received in any 

second 
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SCCP Label          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime        

Options Realtime    SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Screen Indicates that the rule is a screening rule for blocking 

matched messages.It is expected that no outgoing route is 

attached to the rule. 

       Do-not-send-udts Indicates that SCCP UDTS should not be sent if this label 

matches but the message eventually gets rejected due to no 

route found 
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Msg Type Realtime Ignore Enables matching of message 

types UDT;UDTS;XUDT and 

XUDTS. Useful when a 

conversion is required using 

set Msg Type attribute. 

UDT   

       UDTS   

       XUDT   

       XUDTS   

       Ignore   

Return On Error 

Present 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

Return On Error Realtime False Define the SCCP Return On 

Error value to match 

True   

       False   

cdpn_Present Realtime Ignore Define whether the CDPN is 

expected to be present; not 

present or choose to ignore 

the state. 

Present   

       Absent   

       Ignore   

cdpn_National Realtime Ignore/Le

ave 

Define the value expected or 

ignore the value. 

National   

       International   

       Ignore/Leave   

cdpn_RoutingInd Realtime Ignore/Le

ave 

Define the value expected or 

ignore the value. 

Route On GT   

       Route On SSN   

       Ignore/Leave   

cdpn_SSN_Present Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   
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cdpn_SSN Realtime Ignore/Le

ave 

Define the SSN type. Unknown   

       Management   

       ISUP   

       OMAP   

       MAP   

       HLR   

       VLR   

       MSC   

       EIC   

       AUC   

       ISDN SS   

       Reserved12   

       B-ISDN   

       TCtest   

       INAP   

       Ignore/Leave   

cdpn_PointCode_P

resent 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cdpn_PointCode Realtime Ignore Define the value expected or 

ignore the value. 

Ignore   

cdpn_GT_Present Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cdpn_NumberingP

lan_Present 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cdpn_NumberingP

lan 

Realtime Ignore/Le

ave 

Define the Numbering Plan 

type 

Unknown   
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       ISDN   

       Generic   

       Data   

       Telex   

       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   

       Ignore/Leave   

cdpn_TranslationT

ype_Present 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cdpn_TranslationT

ype 

Realtime Ignore Define the value expected or 

ignore the value. 

Ignore   

cdpn_EncodingSch

eme_Present 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cdpn_EncodingSch

eme 

Realtime Ignore/Le

ave 

Define the Encoding Scheme 

type. 

Unknown   

       BCD   

       National   

       Ignore/Leave   

cdpn_NOA_Presen

t 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cdpn_NOA Realtime Ignore/Le

ave 

Define the NOA type. Spare   

       Subscriber   

       Unknown   

       National   

       International   
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       Network Specific   

       UK Specific   

       Ignore/Leave   

cdpn Realtime  Define the Called Party Digits 

to be matched. 

Prefix;Ranges;wildcard;option

al and length match 

supported. 

    

cgpn_Present Realtime Ignore Define whether the CGPN is 

expected to be present; not 

present or choose to ignore 

the state. 

Present   

       Absent   

       Ignore   

cgpn_National Realtime Ignore/Le

ave 

Define the value expected or 

ignore the value 

National   

       International   

       Ignore/Leave   

cgpn_RoutingInd Realtime Ignore/Le

ave 

Define the value expected or 

ignore the value. 

Route On GT   

       Route On SSN   

       Ignore/Leave   

cgpn_SSN_Present Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cgpn_SSN Realtime Ignore/Le

ave 

Define the SSN type. Unknown   

       Management   

       ISUP   

       OMAP   

       MAP   

       HLR   

       VLR   
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       MSC   

       EIC   

       AUC   

       ISDN SS   

       Reserved12   

       B-ISDN   

       TCtest   

       INAP   

       Ignore/Leave   

cgpn_PointCode_P

resent 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cgpn_PointCode Realtime Ignore Define the value expected or 

ignore the value. 

Ignore   

cgpn_GT_Present Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cgpn_NumberingP

lan_Present 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cgpn_NumberingP

lan 

Realtime Ignore/Le

ave 

Define the Numbering Plan 

type. 

Unknown   

       ISDN   

       Generic   

       Data   

       Telex   

       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   

       Ignore/Leave   
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cgpn_TranslationT

ype_Present 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cgpn_TranslationT

ype 

Realtime Ignore Define the value expected or 

ignore the value. 

Ignore   

cgpn_EncodingSch

eme_Present 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cgpn_EncodingSch

eme 

Realtime Ignore/Le

ave 

Define the Encoding Scheme 

type. 

Unknown   

       BCD   

       National   

       Ignore/Leave   

cgpn_NOA_Presen

t 

Realtime Ignore Define the value expected or 

ignore the value. 

Present   

       Absent   

       Ignore   

cgpn_NOA Realtime Ignore/Le

ave 

Define the NOA type. Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       Ignore/Leave   

cgpn Realtime  Define the Calling Party Digits 

to be matched. 

Prefix;Ranges;wildcard;option

al and length match 

supported. 
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set Variant Realtime Use L3 

variant 

Select the variant to be used 

for decoding.This attribute is 

not used for matching and 

will be applied regardless. 

ITU   

       ANSI   

       Use L3 variant   

set Msg Type Realtime Ignore Enables conversion of XUDT 

to UDT;UDT to XUDT;UDTS to 

XUDTS and XUDTS to UDTS 

UDT   

       UDTS   

       XUDT   

       XUDTS   

       Ignore   

set Hop Counter Realtime SQ_INVAL

ID_8 

Set the Hop Counter 

information element in the 

SCCP Message 

    

Set Return On 

Error Present 

Realtime Ignore Set whether the Return On 

Error parameter is expected 

to be present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   

       Ignore   

Set Return On 

Error 

Realtime False Define the value expected or 

choose not to manipulate the 

current value. 

True   

       False   

set_cdpn_Present Realtime Leave Set whether the CDPN is 

expected to be present; not 

present or choose not to 

manipulate the current value. 

Present   

       Absent   

       Leave   
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set_cdpn_National Realtime Ignore/Le

ave 

Set whether the CDPN is 

expected to be present; not 

present or choose not to 

manipulate the current value. 

National   

       International   

       Ignore/Leave   

set_cdpn_RoutingI

nd 

Realtime Ignore/Le

ave 

Set whether the CDPN 

Routing Ind is expected to 

Route on GT; Route on SSN 

or choose not to manipulate 

the current value. 

Route On GT   

       Route On SSN   

       Ignore/Leave   

set_cdpn_SSN_Pres

ent 

Realtime Leave Set whether the SSN is 

expected to be present; not 

present or choose not to 

manipulate the current value. 

Present   

       Absent   

       Leave   

set_cdpn_SSN Realtime Ignore/Le

ave 

Set the SSN is type or choose 

not to manipulate the current 

value. 

Unknown   

       Management   

       ISUP   

       OMAP   

       MAP   

       HLR   

       VLR   

       MSC   

       EIC   

       AUC   

       ISDN SS   

       Reserved12   

       B-ISDN   
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       TCtest   

       INAP   

       Ignore/Leave   

set_cdpn_PointCod

e_Present 

Realtime Leave Set whether the CDPN 

Pointcode is expected to be 

present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   

       Leave   

set_cdpn_PointCod

e 

Realtime Leave Set the CDPN Pointcode or 

choose not to manipulate the 

current value. 

Leave   

set_cdpn_GT_Prese

nt 

Realtime Leave Set whether the CDPN Global 

Title is expected to be 

present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   

       Leave   

set_cdpn_Numberi

ngPlan_Present 

Realtime Leave Set whether the CDPN 

Numbering Plan is expected 

to be present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   

       Leave   

set_cdpn_Numberi

ngPlan 

Realtime Ignore/Le

ave 

Set the Numbering Plan type 

or choose not to manipulate 

the current value. 

Unknown   

       ISDN   

       Generic   

       Data   

       Telex   
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       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   

       Ignore/Leave   

set_cdpn_Translati

onType_Present 

Realtime Leave Set whether the CDPN 

Numbering Plan is expected 

to be present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   

       Leave   

set_cdpn_Translati

onType 

Realtime Leave Define the value expected or 

choose not to manipulate the 

current value. 

Leave   

set_cdpn_Encoding

Scheme_Present 

Realtime Leave Set whether the CDPN 

Numbering Plan is expected 

to be present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   

       Leave   

set_cdpn_Encoding

Scheme 

Realtime Ignore/Le

ave 

Set the Encoding Scheme 

type or choose not to 

manipulate the current value. 

Unknown   

       BCD   

       National   

       Ignore/Leave   

set_cdpn_NOA_Pre

sent 

Realtime Leave Set whether the CDPN NOA 

is expected to be present; not 

present or choose not to 

manipulate the current value. 

Present   

       Absent   

       Leave   
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set_cdpn_NOA Realtime Ignore/Le

ave 

Set the NOA type or choose 

not to manipulate the current 

value. 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       Ignore/Leave   

set_cdpn_strip Realtime  Set the number of characters 

to strip from the CDPN 

    

set_cdpn_prefix Realtime  Set the characters to prefix 

the CDPN with 

    

set_cgpn_Present Realtime Leave Set whether the CGPN is 

expected to be present; not 

present or choose not to 

manipulate the current value. 

Present   

       Absent   

       Leave   

set_cgpn_National Realtime Ignore/Le

ave 

Set whether the CGPN is 

expected to be present; not 

present or choose not to 

manipulate the current value. 

National   

       International   

       Ignore/Leave   

set_cgpn_RoutingI

nd 

Realtime Ignore/Le

ave 

Set whether the CGPN 

Routing Ind is expected to 

Route on GT; Route on SSN 

or choose not to manipulate 

the current value. 

Route On GT   

       Route On SSN   

       Ignore/Leave   
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set_cgpn_SSN_Pres

ent 

Realtime Leave Set whether the SSN is 

expected to be present; not 

present or choose not to 

manipulate the current value. 

Present   

       Absent   

       Leave   

set_cgpn_SSN Realtime Ignore/Le

ave 

Set the SSN is type or choose 

not to manipulate the current 

value. 

Unknown   

       Management   

       ISUP   

       OMAP   

       MAP   

       HLR   

       VLR   

       MSC   

       EIC   

       AUC   

       ISDN SS   

       Reserved12   

       B-ISDN   

       TCtest   

       INAP   

       Ignore/Leave   

set_cgpn_PointCod

e_Present 

Realtime Leave Set whether the CGPN 

Pointcode is expected to be 

present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   

       Leave   
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set_cgpn_PointCod

e 

Realtime Leave Set the CGPN Pointcode or 

choose not to manipulate the 

current value. 

Leave   

set_cgpn_GT_Prese

nt 

Realtime Leave Set whether the CGPN Global 

Title is expected to be 

present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   

       Leave   

set_cgpn_Numberi

ngPlan_Present 

Realtime Leave Set whether the CGPN 

Numbering Plan is expected 

to be present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   

       Leave   

set_cgpn_Numberi

ngPlan 

Realtime Ignore/Le

ave 

Set the Numbering Plan type 

or choose not to manipulate 

the current value. 

Unknown   

       ISDN   

       Generic   

       Data   

       Telex   

       Maritime Mobile   

       Land Mobile   

       ISDN/mobile   

       Ignore/Leave   

set_cgpn_Translati

onType_Present 

Realtime Leave Set whether the CGPN 

Numbering Plan is expected 

to be present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   
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       Leave   

set_cgpn_Translati

onType 

Realtime Leave Define the value expected or 

choose not to manipulate the 

current value. 

Leave   

set_cgpn_Encoding

Scheme_Present 

Realtime Leave Set whether the CGPN 

Numbering Plan is expected 

to be present; not present or 

choose not to manipulate the 

current value. 

Present   

       Absent   

       Leave   

set_cgpn_Encoding

Scheme 

Realtime Ignore/Le

ave 

Set the Encoding Scheme 

type or choose not to 

manipulate the current value. 

Unknown   

       BCD   

       National   

       Ignore/Leave   

set_cgpn_NOA_Pre

sent 

Realtime Leave Set whether the CGPN NOA is 

expected to be present; not 

present or choose not to 

manipulate the current value. 

Present   

       Absent   

       Leave   

set_cgpn_NOA Realtime Ignore/Le

ave 

Set the NOA type or choose 

not to manipulate the current 

value. 

Spare   

       Subscriber   

       Unknown   

       National   

       International   

       Network Specific   

       UK Specific   

       Ignore/Leave   
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set_cgpn_strip Realtime  Set the number of characters 

to strip from the CGPN 

    

set_cgpn_prefix Realtime  Set the characters to prefix 

the CGPN with 

    

SSME 

Manipulation 

Realtime False Check the SSME engine for 

any Map Manipulation 

required for the SCCP label.  

The Endpoint is created from 

the SCCP Calling and Called 

Address 

    

More SCCPLabels Realtime  Add additional SCCP labels 

for best match 

routing/manipulation. 

    

TCAPLabels Realtime  Add TCAP labels for best 

match routing/manipulation. 

    

MTP Route Realtime  Add an MTP Route.     

Tx Msg Total Realtime 0 Total Number of SCCPLabel 

Message Transmitted 

    

Tx Msg/Sec Realtime 0 Number of SCCPLabel 

Messages transmitted in the 

current second 

    

Tx Msg/Sec Max Realtime 0 Maximum number of 

SCCPLabel message 

transmitted in any second 

    

Rx Msg Total Realtime 0 Total Number of SCCPLabel 

Message received 

    

Rx Msg/Sec Realtime 0 Number of SCCPLabel 

messages received in the 

current second 

    

Rx Msg/Sec Max Realtime 0 Maximum number of 

SCCPLabel messages received 

in any second 

    

OG L3Label Realtime (Uint32)N

ULL 

If this SCCP Label match 

should be nested with further 

MTP3 or SCCP manipulations 
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then a group of L3 Labels 

could be referenced here 
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TCAP Label          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

Status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Description Realtime        

Type Realtime    TCAP Label   

Options Realtime    SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       Screen Indicates that the rule is a screening rule for blocking 

matched messages.It is expected that no outgoing route is 

attached to the rule. 

Protocol Realtime Ignore The protocol variant to match ITU   

       ANSI   

       Ignore   
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Primitive Realtime Ignore TCAP Primitive to match BEGIN   

       END   

       CONTINUE   

       UNI-DIRECTIONAL   

       ABORT   

       Ignore   

Component Realtime Ignore TCAP Component type to 

match 

ITU Invoke   

       ITU Return Result   

       ITU Return Error   

       ITU Reject   

       ITU Return Result NL   

       ANSI Invoke   

       ANSI Return Result   

       ANSI Return Error   

       ANSI Reject   

       Ignore   

MAP_Operation_C

ode 

Realtime Ignore The MAP layer operation 

code value to match. From 

3GPP TS 29.002 

Insert Subscriber Data   

       Send Routing Info For 

SM 

  

       MP Forward Short 

Message 

  

       MO Forward Short 

Message 

  

       Update Location   

       Cancel Location   

       Send IMSI   

       Send Routing Info   

       Unstructured SS Notify   

       Inform Service Centre   

       Alert Service Centre   
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       Alert Service Centre 

Without Result 

  

       MT Forward Short 

Message 

  

       MT AS MO Forward 

Short Message 

  

       Report SM Delivery 

Status 

  

       Set Message Waiting 

Data 

  

       Any Time Interrogation   

       Ready For SM   

       Provide Subscriber Info   

       Provide Roaming 

Number 

  

       Update Gprs Location   

       Send Authentication 

Info 

  

       Process USSD Request   

       USSD Request   

       USSD Notify Request   

       Purge MS   

       Send Identification   

       Prepare Handover   

       Send End Signal   

       Process Access 

Signalling 

  

       Forward Access 

Signalling 

  

       Prepare Subsequent 

Handover 

  

       Authentication Failure 

Reqport 

  

       Delete Subscriber Data   
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       Check IMEI   

       Reset   

       Forward Check SS Ind   

       Restore Data   

       Activate Trace Mode   

       Deactivate Trace Mode   

       Resume Call Handling   

       Provide SIWFS Number   

       SIWFS Signalling Modify   

       Set Reporting State   

       Status Report   

       Remote User Free   

       IST Alert   

       IST Command   

       Register SS   

       Erase SS   

       Activate SS   

       Deactivate SS   

       Interrogate SS   

       USSD Request   

       USSD Notify   

       Register Password   

       Get Password   

       Register CC Entry   

       Erase CC Entry   

       Provide Subscriber Info   

       Anytime Subscription 

Interrogation 

  

       Anytime Modification   

       Note Subscriber Data 

Modification 

  



 

448 of 465          

SVI Resource Glossary 

       SS Invocation 

Notification 

  

       Prepare Group Call   

       Send Group Call End 

Signal 

  

       Process Group Call 

Signalling 

  

       Forward Group Call 

Signalling 

  

       Send Routing Info For 

GPRS 

  

       Failure Report   

       Note Ms Present For 

Gprs 

  

       Provide Subscriber 

Location 

  

       Send Routing Info For 

LCS 

  

       Subscriber Location 

Report 

  

       Note MM Event   

       Release Resource   

       MT-ForwardSM-VGCS   

       Send Parameters   

       Process Unstructed SS 

Data 

  

       Perform Handover   

       Perform Subsequent 

Handover 

  

       Note Internal Handover   

       Note Subscriber Present   

       Trace Subscriber Activity   

       Begin Subscriber Activity   

       Call info To Resource   
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       Ignore   

SSME 

Manipulation 

Realtime False Indicates if a regular 

expression based SSME 

matching of MAP application 

layer parameters is required 

    

EndPoints Realtime  Reference to the Endpoint 

resource that links to SSME 

manipulation configurations 

    

More TCAPLabels Realtime  Group of TCAP Labels in case 

further nested matching of 

TCAP/MAP parameters are 

required 

    

MTP Route Realtime  MTP Route resource 

reference to route the 

message out if this rule is 

matched 

    

Tx Msg Total Realtime 0 Total Number of TCAPLabel 

Message Transmitted 

    

Tx Msg/Sec Realtime 0 Number of TCAPLabel 

Messages transmitted in the 

current second 

    

Tx Msg/Sec Max Realtime 0 Maximum number of 

TCAPLabel message 

transmitted in any second 

    

Rx Msg Total Realtime 0 Total Number of TCAPLabel 

Message received 

    

Rx Msg/Sec Realtime 0 Number of TCAPLabel 

messages receveid in the 

current second 

    

Rx Msg/Sec Max Realtime 0 Maximum number of 

TCAPLabel messages received 

in any second 

    

Routing Expression 

Match 

Realtime  Regular expression match 

that would be used for 

routing 
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Map Error Code Realtime 0 Map Error Counter String     

OG L3Label Realtime (Uint32)N

ULL 

If this TCAP Label match 

should be nested with further 

MTP3 or SCCP manipulations 

then a group of L3 Labels 

could be referenced here 
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Timer          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

T1 Realtime 15000 Starts - When Release is sent. 

Stops - When RLC is received. 

Retransmit REL is expires 

    

T3 Realtime 60000*2 Start - When Overload 

message is received. Clears 

call when timer 

expires.Stopped if a reset is 

received. 

    

T5 Realtime 60000*1 Starts - When Release is sent. 

Stops - When RLC is received. 

Send RSC - Remove Circuit 
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from use - Stop T1 - Start T17 

- Continue until Maintenance 

intervention 

T6 Realtime 0 Starts - When Suspend is 

received. Stops - When 

Resume is received. Initial 

Release procedure 

    

T7 Realtime 20000 Starts - When latest address 

message is sent. Stops - 

When ACM or CON is 

received. Send REL 

    

T8 Realtime 10000 Starts - IAM with COT 

Request. Stops - At recepit of 

COT. Send REL 

    

T9 Realtime 0 Starts - When ACM is 

received. Stops - Receipt of 

ANM. Send REL 

    

T12 Realtime 15000 Starts - When BLO is sent. 

Stops - Receipt of BLA. 

Retransmit BLO and restart 

T12 

    

T13 Realtime 60000*1 Starts - When initial BLO is 

sent. Stops - Receipt of BLA. 

Retransmit BLO - Stop T12 - 

Restart T13 - Continue until 

Maintenance Intervention 

    

T14 Realtime 15000 Starts - When UBL is sent. 

Stops - Receipt of UBA. 

Retransmit UBL and restart 

T14 

    

T15 Realtime 60000*1 Starts - When initial UBL is 

sent. Stops - Recipts of UBA. 

Retransmit UBL - Stop T14 - 

Restart T14 - Continue until 

Maintenance Intervention 
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T16 Realtime 15000 Starts - When RSC is sent (not 

due to T5 expire). Stops - 

Receipt of RLC. Retransmit 

RSC and restart T16 

    

T17 Realtime 60000*1 Starts - When initial RSC is 

sent. Stops - Receipt of RLC. 

Retransmit RSC - Stop T16 - 

Restart T17 - Continue until 

Maintenance Intervention 

    

T18 Realtime 15000 Starts - When CGB is sent. 

Stops - Receipt of CGBA. 

Retransmit CGB and restart 

T18 

    

T19 Realtime 60000*1 Starts - When initial CGB is 

sent. Stops - Receipt of 

CGBA. Retransmit CGB - Stop 

T18 - Restart T19 - Continue 

until Maintenance 

Intervention 

    

T20 Realtime 15000 Starts - When CGU is sent. 

Stops - Receipt of CGUA. 

Retransmit CGU and restart 

T20 

    

T21 Realtime 60000*1 Starts - When CGU is sent. 

Stops - Receipt of CGUA. 

Retransmit CGU - Stop T20 - 

Restart T21 - Continue until 

Maintenance Intervention 

    

T22 Realtime 15000 Starts - When GRS is sent. 

Stops - Receipt of GRA. 

Retransmit GRS and restart 

T22. 

    

T23 Realtime 60000*1 Starts - When initial GRS is 

sent. Stops - Receipt of GRA. 

Retransmit GRS - Stop T22 - 
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Restart T23 - Continue until 

Maintenance Intervention 

T24 Realtime 1000 Starts - When check tone is 

sent. Stops - At recepit of 

backward check tone. Send 

COT fail - If request made in 

IAM start T25 - If request is 

made in CCR start T24 

    

T25 Realtime 5000 Starts - When initial COT fail 

is detected. Stops - -. Send 

CCR message and repeat COT 

Check. 

    

T26 Realtime 60000*1 Starts - When 

second/subsequent fail is 

detected. Stops - -. Send CCR 

message and repeat COT 

Check 

    

T27 Realtime 60000*4 Starts - When COT Check fail 

is received. Stops - Receipt of 

COT check message. Send 

RSC - Start T16 and T17 

    

T34 Realtime 2000 Starts - When indication of 

segmented message is 

received on 

IAM;ACM;CPG;ANM or CON. 

Stops - Receipt of 

segmentation message. 

Proceed with call 

    

T36 Realtime 10000 Starts - When CCR is 

received. Stops - Receipt of 

COT or REL. Send REL 

    

T37 Realtime 2000 Not Implemented     

T38 Realtime 0 Starts - When SUS(network) is 

received. Stops - Receipt of 

RES(network). Send REL 
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Tch Realtime 4000 Starts - after ITX charge 

message transmission for 

French Spirou variant of 

ISUP.Stopped - when 

response TXA is received. Call 

cleared upon expiry. 

    

Options Realtime    SNMP-Trap   

Description Realtime        
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Datalink          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Managed  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Managed    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Managed ISDN 

Datalink 

The type of datalink resource ISDN Datalink   

       ISDN Circuit   

       Acu R2 Circuit   

       Acu R2 Link   

       Acu ISDN Circuit   

       Acu ISDN Link   

DLCI Managed INVLD_RE

S_INST 

End of Life     
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Interface Managed INVALID_

PARENT 

The interface resource 

reference. Interface on which 

the datalink is defined. 

    

T310 Managed 20 sets how long to wait to get a 

response such as ALERTING 

or CONNECT to  a Call 

Proceeding message. If there 

is no response in the time set 

up in the ISDN Timers pane 

to this Call Proceeding 

Message then the call will be 

released. 

    

End Managed USER USER or NETWORK end 

depending on configuration - 

must be reverese/opposite of 

what is setup in far end 

system 

NETWORK   

       USER   

AS Managed  The IUA AS resource that 

handles traffic for this 

datalink 

    

Interface ID Managed  The interface Id parameter 

that identifies a timeslot in 

the mgway process or Media 

gateway appliance.Should 

match on both systems 

    

Q931 Interface ID Managed MAX_NI2

_INT 

used for NI2 interface 

identifier 

    

NI2 Interface ID Managed MAX_NI2

_INT 

used for NI2 interface 

identifier 

    

Timeslot Managed 16 The timeslot on which the 

datalink is defined - usually 

this is setup in the mgway 

process or the Media 
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Gateway device - here its for 

information purpose only 

Inservice Managed        

Outservice Managed        

Request CLI Realtime True Request CLI for Use with R2 

Datalinks only 

    

Protocol Managed EUROISD

N 

ISDN protocol variant to be 

used 

NI1 US National ISDN Phase 1 

       NI2 US National ISDN Phase 2 

       EUROISDN   

       Q931   

       TS014 Australian national ISDN protocol 

       TS013 Australian national ISDN protocol 

       R2 BlueBook   

       R2 BlueBook A-9CLI   

       R2 Norway   

       R2 Finland   

       R2 Portugal   

       PR_QSIG   

NFAS Managed  Non-Facility Associated 

Signaling or NFAS resource 

reference - allows multiple 

E1/T1 to share same D 

channel for callcontrol 

    

Description Managed        

Options Realtime 0 Datalink resource specific 

options 

SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

       No-Service-Support For ISDN protocol type NI2; this option will skip sending of 

Q931 SERVICE message on the wire to get the ISDN Circuit 

inservice/out of service. If not set; the Q931 SERVICE message 

is sent and Circuit status will be based on the response 
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MTP Route          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    MTP Route   

Description Realtime        

Options Realtime    None   

       Loadshare   

       SNMP-Trap If set True and SNMP Traps have been setup on the SVI, an 

SNMP trap will be sent on a state change of this resource 

OPC Realtime SCCP_PC_

NOT_CHE

CKED 

Is the OPC present. Present   

       Not Present   
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DPC Realtime SCCP_PC_

NOT_CHE

CKED 

Is the DPC present. Present   

       Not Present   

NI Realtime RT_NO Network Indicator of the MTP 

route 

    

SIO Realtime RT_NO Sets the Service Indicator for 

the MTP route. 

    

Linkset Realtime  Indicates the instance of the 

linkset resource for which this 

linkset is associated to. 

    

L3Message Realtime RT_NO The value of the message you 

wish to match; number is an 

integer but must be 

converted to hex. 

    

Set OPC Realtime    Present   

       Not Present   

Set DPC Realtime    Present   

       Not Present   

Set NI Realtime        

Route Realtime  The Linkset which should be 

used to Route to.(When in 

loadshare) - The route which 

should be used when the SLC 

is even. 

    

Secondary Realtime  The linkset which should be 

used if the primary is 

unavailable.(When in 

loadshare) - The route which 

should be used when the SLC 

is odd. 

    

Destination Realtime  Destination Point resource to 

be used with Destination 

Routing attribute for message 

    



 

461 of 465          

SVI Resource Glossary 

routing distribution algorithm 

based on priority/percentage 

Destination 

Secondary 

Realtime  Destination Point resource to 

be used with Destination 

Routing attribute for message 

routing distribution algorithm 

based on priority/percentage 

    

Destination 

Tertiary 

Realtime  Destination Point resource to 

be used with Destination 

Routing attribute for message 

routing distribution algorithm 

based on priority/percentage 

    

Destination 

Quaternary 

Realtime  Destination Point resource to 

be used with Destination 

Routing attribute for message 

routing distribution algorithm 

based on priority/percentage 

    

Destination 

Routing 

Realtime  Destination routing algorithm 

for the Destination; 

Destination Secondary; 

Destination tertiary and 

Destination Quaternary. See 

solution 813 for more details 

    

AS Route Realtime  The M3UA AS to route to 

(primary)(when in loadshare) 

route used when SLC is even. 

    

AS Route Sec Realtime  The M3UA AS to route to 

(secondary)(when in 

loadshare) route used when 

SLC is odd. 

    

Layer 4 Db Realtime  End of Life     

Call Control Realtime  End of Life     

In CIC Low Realtime 0 Matches all ISUP CICs above 

this number. 
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In CIC High Realtime 0 Matches all ISUP CICs below 

this number. 

    

Out CIC Low Realtime 0 Only used when In CIC Low 

configured. Sets the outgoing 

CIC to be as follows: Out CIC 

low + (In CIC  - In CIC low). 

    

Out CIC High Realtime 0 End of Life     
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NFAS          

Attribute Cfg Type Default Description Option Option Description 

SNMP 

AlarmSeverity 

Realtime  User-defined Numeric 

Severity Level for Alarms on 

this resource-instance 

    

status Realtime    Niu Not In Use 

       Start Start: Configured State will be automatically set 

       Oos Out Of Service: Resource has been taken out of service by 

user 

       Osd Out Of Service Dependent: Resource has been taken out of 

service by parent 

       Osc Out of Service Configured: resource will attempt to configure 

itself when parents are in service 

       Oscp Out of Service Configured Pending: Resource is being 

configured 

       Osf Out Of Service Faulty: Resource will attempt to come into 

service when parents are in service 

       Osfd Out of Service Faulty Dependent: Resource is out of service 

and waiting to come in service 

       Osp Out of Service Pending: Resource is trying to come into 

service 

       INS Inservice: Resource is in service 

       Ossp Out of Service Stop Pending: Resource is being stopped 

       Osrp Out of Service Remove Pending: Resource is being removed 

Type Realtime    NFAS Stack   

state Realtime        

Primary Realtime        

Secondary Realtime        

callref Realtime        

pstate Realtime    MB   

       IS   

       WAIT   

       STBY   
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       OOS   

       MOOS   

       MS   

sstate Realtime    MB   

       IS   

       WAIT   

       STBY   

       OOS   

       MOOS   

       MS   

Description Realtime        

Options Realtime    SNMP-Trap   
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